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Figure Int.1 -
The Series 988
Controllers.

Introduction

Introduction to the
Watlow Series 988 Controllers

Watlow’s Series 988 controllers set a new standard in the controller indus-
try by packing an impressive array of features into an 1/8-DIN package.
No other controller offers the flexibility, compact size and durability of the
Series 988. It can control a wide variety of temperature and process appli-
cations, with a broad range of input and output options that allow control
of virtually any process variable.

The Series 988 is the only 1/8 DIN controller that can provide single-unit
cascade control of a process. Its other features include heater current
monitoring, remote set point input, ratio control and valve control through
slidewire feedback. The Series 988 also delivers expanded auto-tuning
capabilities, increased alarm functionality and several unique control algo-
rithms.

When we refer to the “Series 988” controller, we refer also to the horizontal
and low-voltage versions of the Series 988: the 986, 987, 988 and 989. We
recommend that you read all of this manual’s introduction to familiarize
yourself with the conventions and content of this manual and the steps to
setting up a Series 988 controller. Make sure you understand the
“Caution” and “Warning” symbols we use in the book.

WATLOW Series 988 User’s Manual i



Introduction

NOTE:

The 12-digit number
is printed on the top
of the stickers on
each side of the
controller’s case
and on the right-
hand or top circuit
board.

NOTE:

The Menu Overview
in the Appendix
shows all the
menus and
prompts.

Using this Manual

This manual provides the information you will need to install and operate
a Series 988 controller.

If you need information about Series 988 configurations and model num-
bers, refer to the Appendix of this manual or, for more detailed informa-
tion, to Optimizing Your Process System with the Series 988 Controller: An
Application Guide for the Watlow Series 988 Family.

If your Series 988 controller will be used for data communications, you
will also need our communications manual, Data Communications with the
Watlow Series 988 Family of Controllers (green cover).

Series 988 controllers are calibrated in the factory, but if you need to do
periodic calibration you will need our calibration manual, Calibrating
Watlow Process Controllers, (blue cover).

This manual explains the five steps of setting up a Series 988 controller:

1. Set and document all of the DIP switches, if applicable: Chapter 1.
2. Mount the controller: Chapter 2.

3. Wire and document the controller wiring: Chapter 2.

4. Configure and document the controller software: Chapters 3-6.

5. Run, test and adjust your application. Update documentation.

Chapters 7 and 8 and the Appendix provide detailed advice, definitions
and specifications along with application examples to help you optimize
the safety and performance of your application. Use the Table of Contents
and Index to find specific information.

Document Every Step

The Series 988 provides powerful and complex features. Carefully docu-
ment each step of the setup and any subsequent changes. This will make
it much easier to change, adjust and troubleshoot your application.

Make the configuration documentation available to engineers and techni-
cians, on all shifts, who may need to work with the Series 988. We provide
space in this manual to record configurations. You may prefer to photo-
copy the blank forms and keep them in a separate binder. However you
maintain your documentation, be sure to replace all old copies of the doc-
umentation with updated versions whenever the controller configuration is
changed.

ii WATLOW Series 988 User’s Manual Introduction



Introduction

Introduction

Notes, Cautions and Warnings

We use note, caution and warning symbols throughout this book to draw
your attention to important operational and safety information.

A bold text “NOTE” marks a short message in the margin to alert you to
an important detail.

A bold text “CAUTION” safety alert appears with information that is
important for protecting your equipment and performance. Be especially
careful to read and follow all cautions that apply to your application.

A bold text “WARNING” safety alert appears with information that is
important for protecting you, others and equipment from damage. Pay

very close attention to all warnings that apply to your application.

The A\ symbol (an exclamation point in a triangle) precedes a general
CAUTION or WARNING statement.

The A\ symbol (a lightning bolt in a triangle) precedes an electric shock
hazard CAUTION or WARNING safety statement.

Technical Assistance

If you encounter a problem with your Watlow controller, review all of your
configuration information for each step of the setup to verify that your
selections are consistent with your applications.

If the problem persists after checking all the steps, you can get technical
assistance by calling Watlow Controls at (507) 454-5300, between 7 a.m.
and 7 p.m. CST, and asking for an applications engineer. When you call,
have the following information on hand: the controller’s model number
(the 12-digit number is printed on the top of the stickers on each side of
the controller’s case and on the right-hand or top circuit board); your
user’s manual; all configuration information; and the Diagnostics Menu
readings.

We Value Your Feedback

Your comments and suggestions on this manual are welcome. Please send
them to, Technical Writer, Watlow Winona, 1241 Bundy Blvd., P.O. Box
5580, Winona, MN 55987-5580 or call (507) 454-5300 or fax (507) 452-
4507. The Series 988 User’s Manual is copyrighted by Watlow Winona,
Inc., © April 2002, with all rights reserved. (2220)
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Chapter 1 Hardware Setup

DIP Switch Locations and Functions

The Watlow Series 988 has at least one and as many as six dual in-line

package (DIP) switches inside the controller, depending on the model
number. They allow users to configure the controller for a variety of input

sensors, to provide power for external signal conditioners or to lockout

front panel access to some functions.

To set any DIP switch:

* Remove the controller from the case by pressing firmly on the two release
tabs on one side or the top of the bezel until they unsnap. Then firmly
press the two release tabs on the opposite side or the bottom of the con-
trol until they unsnap. You will need to gently rock the bezel back and
forth to release it from the chassis.

e Use the illustrations on the following pages to locate and set each DIP switch.

Release
Tabs

Figure 1.1 - Press
the release tabs to
remove the con-
troller chassis.

Hardware Setup, Chapter 1
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DIP Switches

1. Set the input DIP
switches to match the Input 2 DIP
sensors you are using
in your application.

<2

Input 1 DIP

Only controllers with

model number 98_ _- \ gq

2 _ - ___or98__-
NOTE: it DIP switen e —
The Input 2 DIP mpu switchn. ontroller Chassis
switch is mounted Rear View
upside down.

Input 1 Input 2
@8__-2__ - ___)@8__-2 - __)
NOTE:
Only controllers ol 2 Z Eﬁ
with the indicated RTD (100 Q) ‘BEl ujut
model humbers
have these DIP
switches. or! @‘ E B E'ﬁ
thermocouple: R, S or B BE e
thermocouple: J, K, T, N, E, C, D, Pt2 ‘800 ——
or 0-50mV (high impedance)

Figure 1.2 - ol 2 .
Input DIP switches. 0-20 or 4-20mA; 0-5, 1-5 or 0-10V ‘86 o
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NOTE:

For other voltages
or current settings
contact the factory.

NOTE:

Only controllers
with the indicated
model numbers
have these DIP
switches.

Figure 1.3 -
External signal con-
ditioner power sup-
ply DIPs.

Hardware Setup, Chapter 1

. Set DIP switches for

outputs equipped with

an external signal con-

ditioner power supply.

Only controllers with

model number 98_ _-_
T- _,98_ _-

-T___or98__-__ _
_-_T__ have an exter-
nal signal conditioner

power supply.

20V £ 5% @ 30mA

12V £ 5% @ 30mA

5V + 5% @ 30mA

DIP Switches

J T
Output1 ——— - ————
Option Board

on ! off
Output2 ———p»

off - on

Option Board and DIP

¢——— Output 4
Option Board and DIP

Output 3 ———»

Option Board and DIP n off on n

Controller Chassis
Top View (986 & 988)
Left-side View (987 & 989)

3. When the DIP switches are set, gently insert the controller chassis into

the case and push it firmly into place until all four tabs snap into place.

WATLOW Series 988 User’s Manual 1.3



DIP Switches

AN

CAUTION:

The lockout DIP
switch makes the
Setup and Factory
menus unavailable.
Configure all the
Setup and Factory
menus before lock-
ing them out.
Failure to do so
could result in dam-
age to equipment in
the event of a setup
error.

Figure 1.4 -
Lockout DIP switch.

4. The lockout DIP switch
hides the Setup Menus
(Input, Output, Global and
Communications) and the
Factory Menus (Panel
Lockout, Diagnostics and
Calibration). All units have
a lockout DIP switch.

= H
on
L ackout
oip -

ol

——

Cormirod Cresshs
op Wiow [ARS & S0

T
Laf-michs Wee (98T & OE

no hardware lockout
(Switch 1 has no effect.)

lockout Setup and Factory menus
(Switch 1 has no effect.)

Input Output Global

ﬁo
B

,ﬁﬁ
B~

—-Z0
/1
i)
i

or

or

Commu-
nications

Panel
Lockout
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Chapter 2 Installation and Wiring

4.03" »

NOTE: (102mm)

Space panel
cutouts at least 1.66

WATLOW
inches (42.2mm)
= [CazdElels
P e 553 @ ..
PROCESS (525'18 )
mm
%O0UT @ MAN.
L.1 L.2 I:i L.4 SERIES 989
NOTE:
Adjustable mount- (S%L?m)
ing brackets can be
side-mounted.
Adjustabl
Panel Cutout b ~~ Pa%ﬁ@oumﬁ; aéraecket
Maximum Panel O C o/ ;

NOTE: Thickness HHHH H [ Y c—) i
Holes can be cut in 038" (9.65mm) |
the panel using a i
Greenlee 1/8 DIN - - u
Hydraulic Kit U i
#60068 (punch 3.62" + 0.03 -0.00 ||
#60069, die #60070). (92mm +0.8) HHHH H |

——D C— L

G B GRS I ———r
Figure 2.1 - | I E—— -
Series 988 and ) 106"
Series 989 L 1.77 + 0.02 -0.00 (1‘;-?;3"1) -————————— (108 mm)
dimensions and (45mm + 0.6)

terminal number
layout.

{S—|

9 8 7 [ 5 4 3 2
23 21
| —
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Installation

NOTE:

Removing the con-
troller chassis from
its case makes
mounting easier.

Figure 2.2 -
Side and top view.

Installing the Series 988

Installing and mounting requires access to the back of the panel.

1. Make a panel cutout using the panel cutout dimensions from the previ-
ous page.

2. To remove the controller chassis from its case, press in firmly on the two
tabs on one side or the top of the bezel until they unsnap, then unsnap
the two tabs on the opposite side or the bottom. Pull the chassis out of
the case by gently rocking it.

3. Slide the case into the panel cutout. Check to see that the gasket is not
twisted, and is seated within the case bezel flush with the panel. Slide

Side (986 or 988)
or Top and Bottom (987 or 989) View

Panel Adjustable Top and Bottom (986 or 988)
ane . )
\/ /oummg Bracket or Side (987 or 989) View

\
|

——

il — = o oo
/ a 9 | St
Release Tabs O \\EI A
\

1
™~ 1l

UUUU

—H C—>

P R cn—" N Mounting Slots
Bezel © =

/] ~ .
External Gasket/ Mounting Collar
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AN

CAUTION:

Follow the installa-
tion procedure
exactly to guarantee
a proper NEMA 4X
seal. Make sure the
gasket between the
panel and the rim of
the case is not
twisted and is seat-
ed properly. Failure
to do so could
result in damage to
equipment.

Installation and Wiring, Chapter 2

Installation

the mounting collar over the back of the control.

. Loosen the mounting bracket screws enough to allow for the mounting

collar and panel thickness. Place each mounting bracket into the
mounting slots (head of the screw facing the back of the controller).
Push each bracket backward then down to secure it to the control
case. To guarantee a proper NEMA 4X seal, Series 986 and 988
units (vertical) must have the mounting brackets located on either
side of the unit. When installing Series 987 and 989 units (horizon-
tal) the brackets must be on the top and bottom of the unit.

. Make sure the case is seated properly. Tighten the installation screws

firmly against the mounting collar to secure the unit. To ensure a
NEMA 4X seal, there should be no space between the bezel and
panel. Overtightening the screws will distort the case and make it diffi-
cult to remove or replace the controller.

. Make sure the inside gasket is seated properly and not twisted.

Insert the controller chassis into its case and press the bezel until all
four tabs snap.

7. To release the mounting brackets, loosen the mounting bracket screws

and push the brackets forward, then pull it up and out.

WATLOW Series 988 User’s Manual 2.3
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WARNING:

To avoid potential
electric shock, use
National Electric
Code (NEC) safety
practices when
wiring and connect-
ing this unit to a
power source and
to electrical sensors
or peripheral
devices. Failure to
do so could resulit
in injury or death.

NOTE:
Input-to-output iso-
lation is defeated
when the external
signal conditioner
power supply is
used to power a
transmitter con-
nected to input 1 or
input 2.

Figure 2.4 -
Power wiring.

2.4 WATLOW Series 988 User’s Manual

Wiring the Series 988

Wiring options depend on the model number and DIP switch settings.
Check the terminal designation stickers on either side of the controller
and compare your model number to those shown here and with the model
number breakdown on the inside back cover of this manual.

Input-to-output Isolation

The Series 988 uses optical isolation between the analog inputs and the
controller outputs/digital input. This isolation provides a 500V~ (ac) bar-
rier to prevent ground loops when using grounded sensors and/or periph-
eral equipment.

Here is a breakdown of the isolation barriers:

e Analog inputs 1 and 2 are grouped together.

e Outputs 1 through 4 and the standard event input are grouped together.
This does not apply to Output 4 when configured as communications.

e The digital communications output (4) is separate from the above
groups.

Power Wiring

100 to 240V~ (ac/dc) nominal, (85 to 264 actual)

Vertical Package
Horizontal Package

988 _-____-
989 _ - -

24 to 28 V= (ac/dc) nominal, (20 to 30 actual)

Vertical Package
Horizontal Package

986 _ - -

987 _-_ -

Sensor Installation Guidelines

Maintain isolation between input 1 and input 2 to prevent a ground loop.
A ground loop may cause incorrect readings, dashes across the upper dis-
play or the display of error codes.

Thermocouple input: Extension wire for thermocouples must be of the
same alloy as the thermocouple itself to limit errors.

Using grounded thermocouples for both input 1 and input 2 may create
ground loop problems. To correct this problem, replace at least one of the
grounded thermocouples with an ungrounded thermocouple. If the appli-
cation requires grounded thermocouples, use an isolated transmitter,
such as a Watlow Gordon 5702 isolated transmitter.

Installation and Wiring, Chapter 2
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CAUTION:

The Series 988 will
not function with
two grounded ther-
mocouple inputs.
Avoid using a
grounded thermo-
couple for both
input 1 and input 2.
Failure to follow this
guideline could
result in damage to
equipment.

NOTE:
Input-to-output iso-
lation is defeated
when the external
signal conditioner
power supply is
used to power a
transmitter connect-
ed to input 1 or
input 2.

Installation and Wiring, Chapter 2

RTD (100 Q) input: Each 1Q of lead wire resistance can cause a +2°C
error when using a two-wire RTD. A three-wire RTD sensor overcomes this
problem. All three wires must have the same electrical resistance (i.e.,
same gauge, same length, multi-stranded or solid, same metal).

Process input: Isolation must be maintained between input 1 and input
2. If both input 1 and input 2 are used as process inputs, a separate
power supply and transmitter must be used for each input. Output option
T (external signal conditioner power supply) can be used to supply power
for only one input.

Wiring 0-20 and 4-20mA Process Inputs

Certain “transmitters” used in process input applications are producing inter-
nal resistor failures in the Watlow Series 988 family of controllers. This is only
apparent with the Series 988 family 1/8 DIN units with Process Inputs selected
(0-20mA or 4-20mA dc only).

We are noticing that an external resistor is required to prevent a high in-rush
current which burns out the Series 988 family controllers’ 7-ohm internal
resistor. This high in-rush current occurs initially on “power-up.” If the trans-
mitter turns full on for a split second during power-up, the available current
weakens or damages the internal resistor.

Example: 20V / 7 ohms = 2,857mA (too much!).

The wiring diagram example below shows an application where a customer is
using a 4-20mA dc transmitter and power supply to feed the input of a Series
988 controller. The Rx range (100 to 400 ohms) for the external resistor is rec-
ommended. We suggest starting with 250 ohms.

Example: Customer is using a 24V= (dc) power supply to power up the 4-20mA
dc transmitter that inputs to the Series 988 terminals 8 (-) and 10 (+). To fig-
ure out what the internal Series 988’s handling current is for the 0-20mA or 4-
20mA dc input to the Series 988 controllers, we need to apply Ohm’s Law: The
square root of Watts divided by Resistance equals Current. Applying that for-
mula to the example below produces the following: Square Root of (0.125 Watts
/7 ohms) = 134 mA dc (handling input current). This is the acceptable input
current for the Series 988 universal input board.

988 Process
Input Control

“” 4-20mA dc
Transmitter
Rx

Internal +
o

e Ol 100 to 400
|||| 1/8 Watt % ) ohms —

+ 24V= (dc)
Power Supply

Reminder, the input impedance of 7 ohms handles the majority of our cus-
tomer applications; the external resistor (Rx) is only for certain
transducers/transmitters that spike on power-up or power-down. Please make
sure your customer’s transmitter / transducer fall within our Series 988 family
(1/8 DIN) of controllers’ Process Input specification of 7 ohms input impedance.

WATLOW Series 988 User’s Manual 2.5



Wiring Example

WARNING:

To avoid potential

electric shock, use L1
National Electric 120V~ (ac)
Code (NEC) safety L2
practices when earth ground
wiring and connect- L ]
ing this unit to a fuse 1
power source and

. 21| 22
to electrical sen-

sors or peripheral [ |
|
[ |

high-temperature
light

O HOT+ =~

high-limit
coil mechanical A0
contactor 1

B2 Lde
5 SSR-240-10A-DC1 146E-1601-3000 0000

out dc input limit control
e mk

devices. Failure to
do so could result

in injury or death. 3

4
© inQ
[

= [][][] heater
f j } 19(+)E 3001??01?0

()
WARNING: ol ol 1]
Install high or low 988A-10CA-AARR T otons

rear view

temperature limit process sensor limit sensor mg?;r:rilalyyos\flri]tch
control protection
in systems where
an over tempera-
ture fault condition
could present a fire
hazard or other haz-
?rd. Failure to 120V~ (ac)

install temperature L1 L2
limit control protec-
tion where a poten-

tial hazard exists ©) -1—|:|:|:|37 21 22 >
could result in dam- _
age to equipment, © kK gsaiﬁrgeéiiiRR
property and injury ® 5 (Of10 temperature control 1
to personnel.
A 12 13
@ 6 7
WARNING: O in O SSR-240-10A-DC1
To avoid damage to ) 3-32V= (dc) 0 solid-state relay, dc input
propterty:lnd _ec_|uip- 1 CR-1
ment, and/or injury —T 1] [ ‘ '
of loss of life, use © % 8 1o Oz4-248€/~ (ac)o_ 10 2

National Electric
Code (NEC) stan-

dard wiring prac- "—D:D— 1 2
tices to install and % ! " 1 12] 45 Serios 146 2
operate the Series 3] 14 146E-1601-3000
988. Failure to do limit control
so could result in ©] &) 141 10
such damage, () 15| 11 o
and/or injury or @® 4 FettoT . '
death. @t _I——7" sl

® R 8y 1 J 2
Figure 26- high-temperature light
System wiring
example.
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WARNING:

To avoid damage to
property and equip-
ment, and/or injury
of loss of life, use
National Electric
Code (NEC) stan-
dard wiring prac-
tices to install and
operate the Series
988. Failure to do
so could result in
such damage,
and/or injury or
death.

NOTE:

Sketch in your
application on this
page or a copy of it.
See wiring exam-
ples in this chapter
and in the Appen-
dix.

Figure 2.7 -
Wiring notes.

Installation and Wiring, Chapter 2

L1

[ 1

earlh-ground

21

11
22

L2

power
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Input 1 Wiring

Figure 2.8a — Thermocouple or 0-50mV (high impedance)

NOTE:

Successful installa-
tion requires five
steps:

e Model humber and
software choice
(Appendix);

¢ DIP switch set-
tings (Chapter 1);

* Sensor match
(Chapter 2 and
Appendix);

¢ Sensor installation
(Chapter 2); and

e Wiring (Chapter 2).

AN

CAUTION:

An external resistor
may be required for
0-20mA and 4-20mA
process wiring to
prevent a high in-
rush current which
could burn out the
controller’s 7-ohm
resistor. See page
2.5 for recommen-
dations.

2.8 WATLOW Series 988 User’s Manual

Thermocouple only
98__-1___-____ (noDIP switches)

Universal signal conditioner
%2 QeBH {eE-

; . J,K, T,N,C,E,D,Pt2, R,S,B
Input impedance: 20MQ ",y pip Settings DIP Settings

Figure 2.8b — RTD (2- or 3-wire) (100 Q)

Universal signal conditioner Jumper
#9 to #10
WV__-2___-____ for 2-wire
RTD
i?E |
DIP Switch

Setting

Figure 2.8c — 0-5V=, 1-5V= or 0-10V= (dc) Process

Universal signal conditioner
98 __-2___-

Input impedance: 10KQ
DIP Switch
Setting

Figure 2.8d — 0-20mA or 4-20mA Process

Universal signal conditioner
98 __-2___-

ol
O @ ©
8
DIP Switch
Setting

Input impedance: 7Q

QLIS T[]

[=]

— o

— o0

—> ©
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NOTE:

Successful installa-
tion requires five
steps:

e Model humber and
software choice
(Appendix);

¢ DIP switch set-
tings (Chapter 1);

* Sensor match
(Chapter 2 and
Appendix);

¢ Sensor installation
(Chapter 2); and

e Wiring (Chapter 2).

/N

CAUTION:

An external resistor
may be required for
0-20mA and 4-20mA
process wiring to
prevent a high in-
rush current which
could burn out the
controller’s 7-ohm
resistor. See page
2.5 for recommen-
dations.

Installation and Wiring, Chapter 2

Input 2 Wiring

Figure 2.9a — Thermocouple or 0-50mV (high impedance)

Thermocouple only
98__-_1__-____ (noDIP switches)

Universal signal conditioner

-2 fggH] (Eer

Input impedance: 20MQ K T.N.CE D P2, RSB
0-50mV DIP Settings DIP Settings

Oz

Figure 2.9b — RTD (2- or 3-wire) (100 Q)

. . . Jumper
Universal signal conditioner

gy e oA condl u #19 10 #20
- T T -0 —--—- [ | for 2-wire

[ |

e85 -

DIP Switch =

Setting

Figure 2.9c — 0-5V=, 1-5V= or 0-10V= (dc) Process

Universal signal conditioner
98__-_2 -

DIP Switch
Setting

Input impedance: 10KQ

Figure 2.9d — 0-20mA or 4-20mA Process

Universal signal conditioner

08 - 2__- ook

DIP Switch
Input impedance: 7Q Setting
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Input 2 Wiring

NOTE:

See Chapter 8 for
information on
slidewire feedback.

NOTE:

A process output
cannot be installed
on output 1 when
using a current
transformer input.

NOTE:

Successful installa-
tion requires five
steps:

e Model humber and
software choice
(Appendix);

¢ DIP switch set-
tings (Chapter 1);

* Sensor match
(Chapter 2 and
Appendix);

¢ Sensor installation
(Chapter 2); and

e Wiring (Chapter 2).

Figure 2.10a — Slidewire Feedback or Potentiometer Input

98 - 3 -

The current transformer must be purchased separately. Watlow current
transformer part number is 16-0246 (up to 50 amps)..

Systems that use more than 50 Amps need an interstage transformer.

For example, if you use a 300A current transformer, part #16-0073, and
an interstage transformer, part #16-0176, the 300A current transformer
provides a 5A signal to the interstage transformer. In turn, the transformer
sends a 20mA maximum signal to the controller.

L2
Load wire

Center leg not used

L1

3-phase using 2 current transformers

2.10 WATLOW Series 988 User’'s Manual

AC Load 0to 5A
AC
D, 19
O=he

0to
20mA

20

Single-phase current sensing up to 300 amps

16-0176
Transformer

3-phase current sensing up to 300 amps
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NOTE:

Successful installa-
tion requires five
steps:

* Model number and
software choice
(Appendix);

¢ DIP switch set-
tings (Chapter 1);

e Sensor match
(Chapter 2 and
Appendix);

¢ Sensor installation
(Chapter 2); and

e Wiring (Chapter 2).

Installation and Wiring, Chapter 2

Event Input 1 Wiring

Figure 2.11a — Digital Event Input 1

Available on all units.

open 14-36V= (dc) Event Input 1 off
closed 0-3V= (dc) Event Input 1 on

4.99KQ

Internal Circuitry
--L

23 24

Figure 2.11b — Digital Event Input 2

98 __-_5 -

open 0-3V= (dc) Event Input 2 off
closed 14-36V= (dc) Event Input 2 on

+5V= (VDC)
Internal Circuitry

~N
1KQ ( y

100Q

4.7KQ
_L0tuf
="M {7500 18
19

Ll

WATLOW Series 988 User’s Manual 2.11



Output 1 Wiring

NOTE:

Successful installa-
tion requires five
steps:

* Model nhumber and
software choice
(Appendix);

¢ DIP switch set-
tings (Chapter 1);

* Sensor match
(Chapter 2 and
Appendix);

¢ Sensor installation
(Chapter 2); and

e Wiring (Chapter 2).

NOTE:

Switching inductive
loads (relay coils,
solenoids, etc.) with
the mechanical
relay or solid state
relay output options
requires using an
R.C. suppressor.
Watlow carries the
R.C. suppressor
Quencharc brand
name, which is a
trademark of ITW
Paktron. Watlow
Part No. 0804-0147-
0000.

Figure 12a— AC Outputs

Solid-state Relay with Contact Suppression
98__-__B_-____
0.5 amps, minimum off-state impedance: 20KQ

External
7eLoad® L2

L1

Electromechanical Relay with Contact Suppression
(Suppression between NO and COM contacts only)
98__-__D_-____

Form C, 5 amps, minimum off-state impedance: 20KQ

Fuse
14 NC
(#14 for D & E outputs only)

Electromechanical Relay without Contact Suppression ﬁﬂ
98__-__E_-____
Form C, 5 amps off-state impedance: 31MQ I-.

Solid-state Relay without Contact Suppression
98__-__K_-____
0.5 amps, off-state impedance: 31MQ

Figure 12b — Switched DC, Open Collector

98__-__C_-____ {68V (A

% *'7909 12§ R 7@ External
Maximum voltage: 42V= (dc) 3 18] lo Load
Maximum current: 1A ; 14 | 14 coMm

Figure 12c — 0-20mA and 4-20mA Process

98 _ _ - F_-

Maximum load impedance: 800Q

Figure 12d — 0-5V=, 1-5V= and 0-10V= (dc) Process

98 __ - F_-

Minimum load impedance: 1KQ
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NOTE:

Successful installa-
tion requires five
steps:

e Model humber and
software choice
(Appendix);

¢ DIP switch set-
tings (Chapter 1);

e Sensor match
(Chapter 2 and
Appendix);

¢ Sensor installation
(Chapter 2); and

e Wiring (Chapter 2).

NOTE:

Switching inductive
loads (relay coils,
solenoids, etc.) with
the mechanical
relay or solid state
relay output options
requires using an
R.C. suppressor.
Watlow carries the
R.C. suppressor
Quencharc brand
name, which is a
trademark of ITW
Paktron. Watlow
Part No. 0804-0147-
0000.

NOTE:
Input-to-output iso-
lation is defeated
when the external
signal conditioner
power supply is
used to power a
transmitter connect-
ed to input 1 or
input 2.

Installation and Wiring, Chapter 2

Output 2 Wiring

Figure 13a— AC Outputs

Solid-state Relay with Contact Suppression
98 __-___B-

0.5 amps, minimum off-state impedance: 20KQ

Electromechanical Relay with Contact Suppression
(Suppression between NO and COM contacts only)
98__-___D-____

Form C, 5 amps, minimum off-state impedance: 20KQ

External
L
15 N [, oad | 15

® 7 Ne Fuse

(#17 for D & E outputs only)

Electromechanical Relay without Contact Suppression
98__-___E-

Form C, 5 amps off-state impedance: 31MQ

Solid-state Relay without Contact Suppression
98 _ _ - _ K-

0.5 amps, off-state impedance: 31MQ

Figure 13b — Switched DC, Open Collector

98 - C - 1910 32V= (do) !
- - T - +
790Q :
Maximum voltage: 42V= (dc) 16
Maximum current: 1A 7 1 External
Internal Circuitry | lo Load

17 COoM

Figure 13c — 0-20mA and 4-20mA Process

15 .
98______E_____ oDo “177
Maximum load impedance: 800Q H HH

NN
Figure 13d — 0-5V=, 1-5V= and 0-10V= (dc) Process

98 _ _ - F -

Minimum load impedance: 1KQ

Figure 13e — External Signal Conditioner Power Supply

Loop powered

15+ 14, Transmitter

/- 4-20mA out

98 _ _ - T -

Input

o
o o @ -
EE

ﬂ 2
1or2
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Output 3 Wiring

NOTE: Figure 14a — AC Outputs
Successful installa-

tion requires five
steps: Solid-state Relay with Contact Suppression Extornal

* Model number and 98 - B ___ o | oo | NoFomA :
software choice 0.5 amps, minimum off-state impedance: 20KQ " — : H HH
(Appendix); U

* DIP switch set- Electromechanical Relay without Contact Suppression

NC Form B

tings (Chapter 1); 98 J Form A or B

. U alarm jumper
Sensor match . jump

(Chapter 2 and Form A or B, 5 amps, off-state impedance: 31MQ settirjjgs {98T-)

. __-J__only
Appendix); . ) .
. ggnsor iLstalIation Solid-state Relay without Contact Suppression Form A
=

(Chapter 2); and 98__-____-K____ o

« Wiring (Chapter 2). 0.5 amps, off-state impedance: 31MQ orm

NOTE: Figure 14b — Switched DC

Switching inductive

loads (relay coils,

solenoids, etc.) with 98 - _-C___ {81082V (@)

the mechanical oo ]

relay or solid state Minimum load resistance: 500Q 2

relay output options ;

requires using an | Intemal Gireuiry |

R.C. suppressor.
Watlow carries the
R.C. suppressor
Quencharc brand
name, which is a
trademark of ITW
Paktron. Watlow
Part No. 0804-0147-
0000.

Figure 14c — Process Retransmit

0-20mA, 4-20mA, Load impedance: 600Q max.
98__-____-M

:\:‘C')):E io-output iso- 0-5V=, 1-5V=, 0-10V= (VDC), Load impedance: 500Q min.
lation is defeated 8__-____-N___

when the external
signal conditioner
power supply is

used to power a

transmitter con- . aps

nected to input 1 or Figure 14d — External Signal Conditioner Power Supply
input 2.

Loop powered

"4 Transmitter V+
4-20mA out V-

NOTE:

See Chapter 1 for
power supply DIP
switch information.
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NOTE:

Successful installa-
tion requires five
steps:

e Model humber and
software choice
(Appendix);

¢ DIP switch set-
tings (Chapter 1);

* Sensor match
(Chapter 2 and
Appendix);

¢ Sensor installation
(Chapter 2); and

e Wiring (Chapter 2).

NOTE:

Switching inductive
loads (relay coils,
solenoids, etc.) with
the mechanical
relay or solid state
relay output options
requires using an
R.C. suppressor.
Watlow carries the
R.C. suppressor
Quencharc brand
name, which is a
trademark of ITW
Paktron. Watlow
Part No. 0804-0147-
0000.

NOTE:
Input-to-output iso-
lation is defeated
when the external
transmitter power
supply is used to
power a signal con-
ditioner connected
to input 1 or input 2.

Installation and Wiring, Chapter 2

Output 4 Wiring

Figure 15a — AC Outputs

Solid-state Relay with Contact Suppression
98 - -_B

0.5 amps, minimum off-state impedance: 20KQ

—
—
—

[ |
. o
Electromechanical Relay with Contact Suppression Exteral o 5
(Suppression between NO and COM contacts only) i L s %)
98 - - D Fuse ‘:)
- - - -- - == C 7 [N ODO
Form C, 5 amps, minimum off-state impedance: 20KQ (4710rD &€ s oy HHH
Electromechanical Relay without Contact Suppression =-.

98 - -_E

Form C, 5 amps, off-state impedance: 31MQ

Solid-state Relay without Contact Suppression
98 _ _ - _ -_K___

0.5 amps, off-state impedance: 31MQ

Figure 15b — Switched DC, Open Collector

98 _ _ - -_C i 6

5 2900 " ! External
6 | Load g
7 1

Internal Circuitry |

%)

Maximum voltage: 42V= (dc)
Maximum current: 1A

98_ _-____-_T__
Loop powered
Transmitter V+
4-20mA out V-
NOTE:

See Chapter 1 for
power supply DIP
switch information.

Controllers with Output 4 (R, S, or U)

For data communications wiring refer to “Data Communications
with the Watlow Series 988 Family of Controllers’” manual. This
manual can be downloaded from Watlow’s website at www.wat-
low.com, Product Technical Information - Controls.
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Chapter 3 Front Panel and Display Loop

Keys and Displays

Upper Display

Indicates the actual process value,

prompt parameter value or error

code.

DEV LED \
When lit, the lower display shows

the most recent deviation unit from

the set point.
% OUT LED
When lit, the lower display shows

the current percent output.

WATLOW

e e o o
L1 L2 L3 L4

DEV @
% OUT @

oy
(%)

SERIES 988

Mode Key /

Up-arrow Key

Increases the value or changes the
parameter in the upper display

(except for set point changes in the \
Display Loop, which occur in the

lower display). Hold the key down

to increase the value rapidly. New

data takes effect in five seconds or

when the Mode key or Display key

is pressed.

Down-arrow Key /
Decreases the value or changes

the parameter in the upper display

(except for set point changes in the

Display Loop, which occur in the

lower display). Hold the key down

to decrease the value rapidly. New

data takes effect in five seconds or

when the Mode key or Display key
is pressed.

AUTO

]
MAN o

menu.

Mode + Up-arrow Keys

Hold the Mode key then press

Up + Down Keys

Press simultaneously for three sec-
onds to go to the Setup Menu.
Continue to press both keys for
another three seconds to go to the
Factory Menu. Access to the Setup
and Factory menus can be dis-
abled with lockout DIP switch.

the Up-arrow key to move
backwards through the cur-
rent menu. Scrolling stops

menu.

Figure 3.1 -
Series 988 Keys and Displays

Front Panel and Display Loop, Chapter 3

l DISPLAY ! -

AN

Enters new data and steps to
the next prompt in the current

when you reach the top of the

Lower Display

Indicates the set point, deviation,
percent power, temperature unit,
menu prompt name or alarm code.

L1,L2,L3, L4

These LED’s indicate when output
1, 2, 3 or 4 are active. Outputs can
be configured as:

Oot1 Control
Ot2  Control or Alarm
Ot3  Alarm or Retransmit
Ot4  Alarm or Communications
(flashes on transmit and
receive)
Display Key

Pressing this key enters the
Display Loop. Press the Display
key at any time to return to this
loop. The next page has more
information on the Display Loop.

Auto/Man Key

In Manual mode the lower display
shows percent output. Pressed
once, it clears any latched alarm. If
pressed again within five seconds
it will toggle between Auto and
Manual mode.

Auto/Man LED

Lit when the control is in Manual
operation. Press the Auto/Man key
twice to enter Automatic operation.
When blinking, press the Auto/Man
key to toggle between Auto and
Manual. After five seconds without
pressing the Auto/Man key, the
LED stops blinking and returns to
its previous state.
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Display Loop

NOTE:

For information on
input1( /a {Jand
input 2
ranges, refer to
Chapter 4.

NOTE:
If is selected

for(_ 1n2), in the
Input Menu, the

P~ 2] prompt will
not appear.

Figure 3.2 -
The Display Loop

Display Loop

The Display Loop is the “home” state of the Series 988 controller. Pressing
the Display key returns the controller to the Display Loop from any
prompt in any menu. The controller automatically returns to the Display
Loop from any menu when a minute passes without any keys being
pressed.

(1988 current input 1 reading
set point 1 (change with Up-arrow @9 or Down-arrow 3 key)

iy current input 2 reading
input 2 process (appears only if controller equipped with input 2 hardware)

il current input 1 reading
deviation from set point, process 1 minus set point 1 (DEV light on)

ISPLAY 988) current input 1 reading
(188 percent output (%OUT light on)

(988] current input 1 reading
units selected (units, °F or °C)

B

B
v

DISPLA

g
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Chapter 4 The Setup Menus

NOTE:

When navigating
through menus,
outputs will be dis-
abled.

NOTE:

Press the Display
key to return to
the Display Loop
from any point in
any menu.

Figure 4.1 -
Navigating the
Setup Menus.

NOTE:

The lockout DIP
switch hides the
Setup Menus. See
Chapter 1.

Setup Menus, Chapter 4

Navigating the Setup Menus

To reach the Setup Menus, begin in the Display Loop and press both the Up-
arrow @Y and Down-arrow @ keys for three seconds. The Setup Menu
prompt will appear in the lower display, and the Input Menu prompt
will appear in the upper display. The four Setup Menus are: Input
(1aPE]; Output [JEPE]; Global (9L 51 ; and Communications (G 7). Use the
Up-arrow @Y or Down-arrow @ key to select a menu and the Mode key 23
to step through a menu. The Communications Menu appears only on units
equipped with the data communications option.

You will not see every prompt in any of these menus. The unit’s configuration
and model number determine which prompts appear. After stepping through
each menu, the Series 988 returns to the Setup Menu prompt [ §£¢&]. Use
the Up-arrow @ and Down-arrow 2@ keys to select the next menu, or use
the Mode key @3 to advance through the same menu again. To move back-
wards through the menu hold the Mode key @3 down and press the Up-
arrow key @Y. Use the Up-arrow @Y or Down-arrow 2@ key to change the
prompt setting.

Refer to the Appendix for model number options. For information about
communications and the communications prompts, refer to the supple-
mental manual Data Communications with the Watlow Series 988 Family of
Controllers.

® Begin in the Display Loop, and press the Up-arrow
@ and Down-arrow @ keys simultaneously to
reach the Setup Menus.

B, B B, o

InPE) (OEPE] (SLbL] ([LOrN

(6€e] [(SEE) [SEE] [ SEg)

Input  Output Global Communications
Menu Menu Menu  Menu

p-42 p.418 p.4.34 p.4.44

® Press the Up-arrow key @ to select one of the
Setup Menus.
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Setup-Input

Reaching the Input Menu

WATLOW

(PR

PROCESS:

e o o o
L1 L2 L3 L4

DEV @

SERIES 988

® Select the Input Menu, then press
the Mode key &3 to step through the

prompts.

8 B0 :::1\0.

[ 0 | [ 2 60
[FEFT [FEFT (FEFT [FEFT
(& )
[ B0
nol [root
Lnld n l

® Press the Up-arrow key @ or the
Down-arrow key €2 to select one of

the prompt values.

*Prompts may not appear,
depending on controller

configuration.

Figure 4.2 -
The Input Menu.

4.2 WATLOW Series 988 User’'s Manual

£
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Setup Prompt

I

W

in !

Input 1

*Decimal 1

A

:

1 Range Low 1

H 1] Range High 1

Calibration Offset 1

~td ] *RTD Calibration Curve 1

Software Filter 1

IR

*Linearization 1
L{n2d] *Input 2
*Remote Set Point

*Decimal 2

*Range Low 2

LI

tj
T

*Range High 2

I

rnl] *Learn Low

I

:

rnH] *Learn High

R *Calibration Offset 2

IEl

:

] *RTD Calibration Curve 2

I

I

£r 2] *Software Filter 2

I

:

«n2] *Linearization 2

Enter your settings,
from the controller's
upper display.

Input 1 (p. 4.3)

Input 2 (p. 4.9)

Slidewire (p. 4.16)

Setup Menus, Chapter 4



NOTE:

Decimal points may
not always be in the
position specified
below depending on
the the settings in
the Decimal 1

and Decimal
2 parame-
ters in the Input
Menu.

 in ]

/N

CAUTION:
Changing the value
of_In !Jchanges
most other prompts
to the factory
default values.
Document all set-
tings before chang-
ing sensor type.
Verify the correct
sensor type before
making a change.
Failure to follow
this guideline could
result in damage to
equipment or prop-
erty. Document all
settings before
changing sensor

type.

Input 1 continued
on next page.

Setup Menus, Chapter 4

Setup-Input

Input Prompts

When you are in the Setup menus, the Series 988 displays the menu selec-

tion ([ InPE), [OEPE), (9L 6L ] or (L0 T)) in the upper display, and in
the lower display.

The Up-arrow @Y or Down-arrow key €@ selects another menu. Press the
Mode key @3 to display the prompt in the lower display and its value in the
upper display. Use the Up-arrow @9 or Down-arrow €@ key to change the
value in the upper display. The new value will not take effect until after a
five-second delay or until you press the Mode key 3.

Input 1

Select sensor type for input 1. This selection must match the sensor type
connected to terminals 8, 9 and 10. See Appendix for more information
about sensors.

e Changing the value of changes all other prompts to the factory
default values, except the Communications and Lockout menus, the

prompt in the Global Menu and the prompt in the
Calibration Menu. If you change the value, the default warning (dfF{ £
will flash in the upper display.

e Changes do not take effect automatically after five seconds; you must
press the Mode key @3 to enter the sensor type change and advance to
the next prompt.

[ 1n !) This prompt always appears.

If Default
2 l
98_ _-1__ - ___
no DIP J K T N E W5 W3 Pt2 0-50mV
( Jl | H | £l n] | £l | 0 | dl [ Pt2] (0-58
thermocouple [ inl) [ inl [ inl [ inl [ inl [ inl [inl [inl [inl
only
98_ -2 - _ __
Input 1 DIP J K T N E W5 W3 Pt2 0-50mV
o, 2, 3 [ m[ m[ E[ m[ p[ ﬁ[ m[Pl:E' D'SU
I o] o A = (R e | o o [ e 7 R e o (A e = R e - | R
thermocouple
Input 1 DIP R S B
ol 2 3 [ l‘] [ 5] [ b]
BER e e ey
thermocouple
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Setup-Input

In If Default
l \2
Input 1 continued
from previous Input 1 DIP RTD  RTD(0.1°)
page' SE E
7 5 [ Inl [ Inl
RTD
Input1DIP  4-20mA  0-20mA  0-5V=  1-5V=  0-10V= (dc)

oz 1) (4-20) (8-20) [ 8-5] (1-5] [0-10
?‘@ (iall  (dnd) [ dnfl [ dndl [ i)

process

dE L‘ 'l Decimal 1

Select the decimal point location for process type input 1 data. This
prompt, in conjunction with the Range Low and Range High prompts,
allows you to format and limit units of measure for process 1.

e All prompts with units of measure related to input 1 will display in the
selected decimal format.

¢ This affects propbands, alarm set points, process set points, calibration
offsets, deadbands and ranges.

dEL 1) This prompt appears only if you have set input 1 toa

process input or to a thermocouple input set to 0-50mV.

Default
l

.0} [__40) [ 000 00oo
JECH [JECY [JECH (QEC Y
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L
 rH

NOTE:

These values do not
affect the low or the
high set point limit
for process alarms.

NOTE:

When high imped-
ance (J-60)is
selected for input 1
the range high for

both and
can be

extended to

99989]. The range
low when is

selected can be
extended to

Range Low 1 and
Range High 1
continued on next
page.

Setup Menus, Chapter 4

Setup-Input

Range Low 1 and Range High 1

Select the low and high limits for input 1. These prompts limit the
adjustment range for the set points. The default values are the same as
the limits of the sensor you selected by setting the input 1 DIP switch and

selecting a value for Input 1 [ {n {].

¢ Process inputs are scaled by these values. Range high is the value dis-
played when the maximum process signal is present at the input. Range
low is the value displayed when the minimum process signal is present

at the input.

Example: Set[ In {to(4-20mA.

Set[ ~{ fto[ 100

Set[_rH !to[ 580

A 4mA input will display [ {88).
A 12mA input will display [ 388
A 20mA input will display [ 5§83

¢ The low and high values of each sensor type are listed on the specifica-
tions page of the Appendix.

¢ Choose between Fahrenheit and Celsius at the prompt in the

Global Menu.

These prompts always appear.

Default Default Default Default
d d d d
FHI FH
(_g.[81i8 98__-1__- __or
T el l] [ rH AL [eHI 98_ _'2_ [
(K)
-328...2500
I3 (-328].. 750 (-200)..[ 399
[ (-328)..[1470 -200.. 7199
(W5)
(W3)
PE? 2543 ( g..[73399)
high impedance
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Setup-Input
i
el l [rHT Ll [eH)
Range Low 1 and [ 32..[3200 _o.[160 98_ -2 - _
Range High 1 only =
continued from ‘
previous page. [ 32)..[3200 [ 0..[1760

-328)..[147

NOTE:
These values do not
affect the low or the

(] |
S ' ' h Al
' ar Qv o "
wn = o o Q.

0 w
w0 w
0 9
0 Y Q

high set point limit -893]..[8888] units
for process alarms.

....19999 units

-393 9999] units

-5 ..[9999] units

g-10 9999] units

Calibration Offset 1

Offset the input 1 signal by a positive or negative value. This allows you
to compensate for lead resistance, sensor errors or other factors.

This prompt always appears.

4.6

If Default
\2 \2
(G) (cacy (cacy
[ 9F] & [ rtd -939 ... 00 ... 999
[ 1n 1 (cacy cacy CAL 1
(Global Menu) (Input Menu)
of -9399| ... 0 ... 9999
(G) (AL 1 (AL 1 CAL I
(90 & [ rtdl -555] ... 00 ... [ 555
o bEI:MF ) . lhr/: I) CAL CAL
obal Menu nput Menu
8 ... [[999] wis
a process input CALY ALl CARL!

is selected

WATLOW Series 988 User’'s Manual
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FEr |
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Setup-Input

RTD (100<2) Calibration Curve 1

Select the calibration curve for the RTD 1 input. The RTD input uses
either the European (DIN, 0.003850Q/Q/°C) or the Japanese (JIS,
0.0039168/Q/°C) linearization standard.

This prompt appears only if you have set {n !Jto[ r&d]or
[ rtdl

Default
l

Ldun) ... J IS

Software Filter 1

Select the filter time constant, in seconds, for input 1. This smooths a
rapidly changing input signal for display or control purposes.

e Select a positive value to filter only the display.
e Select a negative value to filter the input signal.

e Set the value to[ ) to disable the filter.
This prompt always appears.

Default
l
[ -60 ... | 8 ... 60
FEr | [FEF T [FEF T
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Setup-Input

l'. P 'n Linearization 1

Select square root linearization for input 1.

This prompt appears only if you have set to a process input
or to a thermocouple set to [§-580mV.

NOTE:

See Chapter 8 for

more information Deffu't

on input lineariza-

tion. [__no] I[root]
Lnl L nl
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Setup-Input

Select sensor type for input 2. This selection must match the sensor
type connected to terminals 18, 19 and 20. See Appendix for more infor-
mation about sensors.

CAUTION:

Changing the value e Changing the value of changes all other prompts to the facto-
of changes ry default values, except the Communications and Lockout menus,
Eﬁtec;;cigfrompts the prompt in the Global Menu and the prompt in the
default valu gs. Calibrati?n Menu.. If you changt.a the value, the default warning
Document all set- will flash in the upper display.

tings before chang-

ing sensor type. e Changes do not take effect automatically after five seconds; you must

Verify the correct press the Mode key @3 to enter the sensor type change and advance to
sensor type before the next prompt.

making a change.

Failure to follow This prompt and other Input 2 prompts appear only on controllers
this guideline could equipped with input 2 hardware (not 98_ _- 0_ _-__ _ ).

result in damage to
equipment or prop-
erty. Document all

settings before If Default
changing sensor l 1
type.
98_ _-1__ -
no DIP J K T N E W5 W3 Pt2 0-50mV
[ no] | J H | £l | n | £l | 0 | dl [ Pt2 [8-58
thermocouple [ 7ag] (Y4 In?] in?] [1n2 [ In2 [ In2 [ In2 Y- [ In2
only
NOTE: 98 -2 -
:,fosnsoer:ee";‘:d Input 2 DIP J K T N E W5 W3 P2 0-50mV
the other input 2 o [ nol [ I H [ & [ a [ €[ 0 d (P2 [B-50
prompts will 'BEB| e n2 2 Imd (a2  (Iad [  [(1a@  iad [ a2
appear. thermocouple
Input 2 DIP R S B
) [ nol | o CI Y

!
EEE in?] In?] in?] [ in?]

thermocouple

Input 2 DIP RTD  RTD (0.1%)
([ nol [ rEd [ rtd

O‘ 2
‘BEE nd) nd) nd)

RTD
Input 2 DIP 4-20mA  0-20mA 0-5V= 1-5V= 0-10V= (dc)
ol 2 3 0-200 (0-S (1-5] [0-10
'B (a2l  [ia2 [in2) [ ia2) [ iad [ _ind

e

Input 2 continued
on next page.
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Setup-Input
[ in?]

Inc

Input 2 continued I Deffu't
rom previous
fa 1P 98__3_ _ - ___
page. no DIP slidewire potentiometer
[ nol (5L .d] [ POE]
resistance [ ind [ ind] [ ind]
only
98_ -4 _ -
no DIP current
current
transformer [ Iad (Y-
only
98_ -5 _ - ___
no DIP event 2
£.2
digital event [ ind] [ Ind
only
- S P Remote Set Point

Enable a remote set point signal.

This prompt appears only if the controller is equipped with input 2
hardware and if is not set to no)and if (in the Global

Menu) is set to [ ngor)
Default
l
LOFF] [ 8n)

r5P) [ 5P
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Range Low 2 and
Range High 2
continued on next

page.

Setup Menus, Chapter 4

Setup-Input

Decimal 2

Select the decimal point location for process type input 2 data. This
prompt, in conjunction with the Range Low and Range High prompts,
allows you to format and limit units of measure for process 2.

¢ All prompts with units of measure related to input 2 will display in the
selected decimal format.

e This affects propbands, alarm set points, process set points, calibration
offsets, deadbands and ranges.

dEL 2) This prompt appears only if you have set input 2 to a
process input, or a thermocouple input set to mV.

Default

l
I a) [ 00 000 0000
dele deL’e dEL?

Range Low 2 and Range High 2

Select the low and high limits for input 2. These prompts limit the
adjustment range for the set points. The default values are the same as
the limits of the sensor you selected by setting the input 2 DIP switch and

selecting a value for Input 2 [ {a2].

¢ Process inputs are scaled by these values. Range high is the value dis-
played when the maximum process signal is present at the input. Range
low is the value displayed when the minimum process signal is present
at the input.

Example: Set[ {n2)to(4-20mA.
Set[_~L2Jto[__1008)
Set to[ 500
A 4mA input will display [ {188
A 12mA input will display [ 383
A 20mA input will display [ 6§83

e The low and high values of each sensor type are listed on the specifica-
tions page of the Appendix.

¢ Choose between Fahrenheit and Celsius at the prompt in the
Global Menu.

These prompts appear only if the controller is equipped
with input 2 hardware and with Input 2 not set to or
£ .2l

WATLOW Series 988 User’'s Manual 4.11
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Defaulj Default Defaulj Default

Range Low 2 and
Range High 2 con- [ J [ 32)..[1500 (8818 98__-1__- __or
tinued from previ- Cind) 98__-2 - __
ous page. (K)
(W5)
NOTE:
(W3)
These values do not [ d (. 0.[23186)
affect the low or the
high set point limit [ 0.[7395]
for process alarms. Figh IMpedance
[ 32)..[3280 (8..[1760 98__-2__-___only
S [ 32)..[3288 [ 80..1760
NOTE: —) 323300 C0.[1816
When high imped-
ance is
selected for input 1
the range high for (-9991..(9999 =133..5317
both and - :
can be
extended to (99339, (-999)...99399 units
The range low when
is selected 0-20 (-999...9999 units
can be extended to
(-993. (-999]...[8959 units
(-999)...9999 units
(8-10) (-9991...9999 units
(-999]...8999 units
(8480 (-999]...[89599 units
slidewire
ohms
current
(0. 50  amps
potentiometer
( 0..[200 ohms
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Lenl

NOTE:

See Chapter 8 for
more information
on slidewire feed-
back.

LrnH

NOTE:

See Chapter 8 for
more information
on slidewire feed-
back.

Setup Menus, Chapter 4

Setup-Input

Learn Low

Write the low-end resistance of the slidewire potentiometer to the
range low 2 parameter.

This prompt appears only on controllers equipped with input 2
hardware and with Input 2 set to (§L .d]or[ POE].

Default

Learn High

Write the high-end resistance of the slidewire potentiometer to the
range low 2 parameter.

This prompt appears only on controllers equipped with input 2
hardware and with Input 2 set to (6L .dlor[ POE)

Default

l

no YES
[LrnH [LrnH

WATLOW Series 988 User’'s Manual 4.13



Setup-Input

E FI,’_ 8 Calibration Offset 2

Offset the input 2 signal by a positive or negative value. This allows
you to compensate for lead resistance, sensor errors or other factors.

This prompt appears only if the controller is equipped with input 2
hardware and if [ /a2]isnotsetto[ naglor( € .2

If Minimum Default Max. setting/range
l 2
(G) faLe
[ OF] & [ rtd] -939] ... 8o ...1.999
4 bEI?\/IF ) . {GB) faLe faLe faLe
lobal Menu npu enu
of -555] ... O ... 1555
(G) faLe faLe faLe
(o0 & [ rtd
(G{I bl'l MF ) (l[ Iﬁ?) (LARL?] (LARL?] (LARL?]
lobal Menu nput Menu
’999 D 999 units
a process input U.'EE] m m

is selected

RTD Calibration Curve 2

Select the calibration curve for the RTD 2 input. The RTD input uses
either the European (DIN, 0.003850Q/Q/°C) or Japanese (JIS,
0.003916£/Q/°C) linearization standard.

This prompt appears only on controllers equipped with input 2
hardware and with [ Ja2]setto[ rEd]or[ rFEd)

Default
l

(dun] [JI5]
rtd? rtd?

4.14 WATLOW Series 988 User’'s Manual Setup Menus, Chapter 4



FEFC

L in?

NOTE:

See Chapter 8 for
more information
on input lineariza-
tion.

Setup Menus, Chapter 4

Setup-Input

Software Filter 2

Select the filter time constant, in seconds, for input 2. This smooths a
rapidly changing input signal for display or control purposes.

e Select a positive value to filter only the display.
e Select a negative value to filter the input signal.
e Set the value to[ ) to disable the filter.

This prompt appears only on controllers equipped with input 2
hardware and with notsetto[ nglJor[ € .2}

Default
l
[ -60) ... 0 .. 60
FEre [FEFP] [FEFP]

Linearization 2

Select square root linearization for input 2.

This prompt appears only if you have set Input 2 toa
process input or to a thermocouple input set to mV.

Default
1
[ nol root
Lnd Lind
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HUﬂt Hunt

Set the deadband, as a percentage of output, to keep the valve from

hunting.
NOTE: ¢ The slidewire hysteresis setting provides additional control over a
See Chapter 8 for valve.
more information
on slidewire feed- This prompt appears only if the controller is equipped with slidewire
back. hardware (98_ _-_3_ _-_ _ _) and with set to (6L .d).
Default
\
g3 ...[_18... (1000
(Hunk] (Hunt] (Hunk]
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5 H '." S Slidewire Hysteresis

Set the inner hysteresis, the point at which the valve output turns

off.
¢ The figure below illustrates the interaction between slidewire hysteresis
and hunt (Hunt].
This prompt appears only if the controller is equipped with slidewire
NOTE: hardware (98_ _-_3_ _-_ _ _ _) and with Input 2 set to
See Chapter 8 for
more information
on slidewire feed- Default
back. 1
[ 0 (Hunt]
(SHYS] (SHYS]
turn-on point (close) *
B U e
Slidewire turn-off point (close)
Hunt Hysteresis slidewire position
set point
turn-off point (open) é
Figure 17 - \ 4
Hunt and slidewire T
inner hysteresis. turn-on point (open) *
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Setup-Output

Reaching the Output Menu

® Begin in the Display Loop, and
press the Up-arrow @ and Down-
arrow @ keys simultaneously for
three seconds to reach the Setup
Menus.

B, 58 B o

(InPE] [OLPE] [9LBL] (LOPN
(CS€e] [ 5€e) [ SEE)
Input Output  Global Communications
Menu Menu Menu  Menu
p.42 p.418 p.4.34 p.4.44

® Press the Up-arrow key @ to select
one of the Setup Menus.

® Press the Mode key @3 to step
through the prompts.

[ O] [0

B, B,
v vy [ O

I NI 2] | 3.--[999]

HY5? [HY52) [HYS52) [HYS52)

@ Press the Up-arrow key @ or the

Down-arrow key @ to select one of
the prompt values.

*Prompts may not appear,
depending on controller
configuration.

Figure 4.18 -

Navigating the

Output Menu.
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B
.e.e.8.0.6.0.0,0.0.0.0.0.0.0.0.0./@0.06.0.06.0.:0.:0.:@0.06.8.6.:8,;

I

i

/' Qutput 1

1] *Process 1

o

il

9 *Hysteresis 1

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

*Output 2

*

Process 2

4]

*Hysteresis 2

i

P *Set Point 2 Control

*Alarm 2

2]

g

dl *Alarm 2 Side

l

At2] *Latching 2

2

,,,,, ‘Silencing2 .

*Output 3

A *Alarm 3

JelJe]

:

dl *Alarm 3 Side

9 *Hysteresis 3

0

EED

€3] *Latching 3

,

1L 3] *Silencing 3

:

4] *Qutput 4

:

*Alarm 4

]

4 *Alarm 4 Side

l

5

HY54] *Hysteresis 4

AtY) *Latching 4

2[Je[]

ILd *Silencing 4 .
*Analog Output

- *Process 3

*Retransmit Low Limit

JaaEl

Y
nl
=

*Retransmit High Limit

l

=

A

Enter your settings,
from the controller's
upper display.

| Output 1 (p. 4.19)

| Output 2 (p. 4.21)

Output 3 (p. 4.25)

Output 4 (p. 4.28)

Output 3 retransmit
' (p. 4.31)

*Retransmit Calibration Offset
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NOTE:

Decimal points may
not always be in the
position specified
below depending
on the the settings
in the Decimal 1
and Decimal
2 parame-
ters in the Input
Menu.

Ot 1]

Setup Menus, Chapter 4

Setup-Output

Output Prompts

When you are in the Setup menus, the Series 988 displays the menu
selection ([{nPE], [BEPE] (3L L] or [(8/T]) in the upper display, and
in the lower display.

The Up-arrow @9 or Down-arrow key €2 selects another menu. Press the
Mode key @3 to display the first prompt in the lower display and its value
in the upper display. Use the Up-arrow @9 and Down-arrow @ keys to
change the value in the upper display. The new value will not take effect
until after a five-second delay or until you press the Mode key (Z3.

Output 1

Set the way that output 1 will respond to a difference between the set
point and an input variable.

o select reverse action, so that output 1 responds when the input
signal is less than the setpoint.

o select direct action, so that output 1 responds when the input
signal is more than the setpoint.

This prompt always appears.

Default
d
[ HE] L)
(O] I
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Prc !

HYS !

4.20

Process 1

Select the process range for output 1.

This prompt appears only on controllers equipped with output 1

process hardware (98_ _-_ _F -_ _ _ ).
Default
l
4-20mA 0-20mA 0-5V= 1-5V=  0-10V= (dc)
4-200 0-20) (08-S [ -5 [0-10
Prc i) Prc 1] [Prc 1] Prc i Prc 1]

Hysteresis 1

Select the switching hysteresis for output 1. This determines the
change in temperature or process units needed to turn the output from
full on to full off.

This prompt does not appear on controllers equipped with output 1

process hardware (98_ _-_ _F_-_ _ _ ). This prompt only appears with the
controller set up as an on/off controller ([P§ IA] = | a)).
If Default
2 |2
[ g 3...[. 999
CL_F (HYS 1 [HYS5 1] [HYS Y
(Global Menu)
°F] & [ rkd] [ OY..[ 30..1.999
(L_F L in i (HYS /] (HYS /] (HYS /]
(Global Menu) (Input Menu)
o] l . 2]...[.555
(L_F] (HYS 1 (HYS /] (HYS /]
(Global Menu)
°of] &l rkdl [0 ..[ 208...1 555
LL_F L in{ (HYS /] (HYS /] (HYS /]
(Global Menu) (Input Menu)
[ ... | 3]...[ 999)] units
a process input (HYS 1 HYS5 1 HYS !

is selected

WATLOW Series 988 User’'s Manual

Setup Menus, Chapter 4



Setup Menus, Chapter 4

Setup-Output

Output 2

Set the way that output 2 will respond to a difference between the set
point and an input variable.

o de-energizes output 2 in an alarm condition.
o energizes output 2 in an alarm condition.

o select reverse action, so that output 2 responds when the input
signal is less than the set point.

o select direct action, so that output 2 responds when the input
signal is more than the set point.

This prompt appears only on controllers equipped with output 2

hardware (not 98_ _-_ _ _A-___ ).[ AL 2)and AL 2n) do not appear if out-
put 2 is a process output (98_ _-_ _ _F-_ __ ). HEJand[ {]donot
appear if (in the Global Menu) is set to (dUPL .
Default
l
[ no) [ALZ] (AL2A) [ HE] [ CL]

(QE2) [ Qg [ Qg [ Oegl [ 0&2

Process 2

Select the process range for output 2.

This prompt appears only on controllers equipped with output 2

process hardware (98_ _-_ _ _F-_ _ _ ) and with notsetto[ ngl
Default
l
4-20mA 0-20mA 0-5V= 1-5V= 0-10V= (dc)

4-20) [0-28) [ 8-5 [ !-5] [B-10
Prcd [Prcd) [(Prcdl [(Prcdl [Prel
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Hysteresis 2

Select the switching hysteresis for output 2. This determines the
change in temperature or process units needed to turn the output from off
to on.

o If is set to settings for (HY§2) will be in degrees per

minute or units per minute.

¢ If the input referenced by is set to the range is affected as

listed below.

This prompt appears only on controllers equipped with output 2
hardware and with the controller set up as an on/off controller (P§28) =
[ 0, and with not setto[  ng) This prompt does not appear
on controllers equipped with output 2 process hardware, ( {n2]=(5L d):
or if in the Global menu = (d{JPL).

If Default
d {
l o 3 ..
(Global Menu)
[ 9F] & [rtdl [ O0..[ 30 ..0.999
C_F Input 1 or 2 (HY52] (HY52] (HY52]
(Global Menu)  (see note above)
[ .. 2] ...[ 555
HY5?
(Global Menu)
(90 & [r&dl [ 8Y..[_ 208 ..1.555
C_F Input 1 or 2 (HY52] (HY52] (HY52]
(Global Menu)  (see note above)
[ ... | 3 ... [ 999]units
a process input

is selected

Set Point 2 Control

Select a second set point.

J enables a set point independent from the Set Point 1

value.

J enables a set point at a deviation from the Set Point 1

value.

This prompt appears only if output 2 hardware is present and is
equal to the output 1 setting.

Default
d
[ Pr] [ dE
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NOTE:

See Chapter 7 for
more information
on alarms.
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Setup-Output

Alarm 2

Select the alarm type for alarm 2. Select the trigger points for the alarm

with the (2L §) and [RZ2H ! settings in the System Menu [ §Y5].

o uses the process signal from input 1. Changing the set point
does not change the alarm response.

° uses a deviation from the input 1 signal. Changing the set point
changes the alarm response.

o uses the process signal from input 2. This choice does not appear
if the controller is not equipped with input 2 hardware or if is set

to[ mglor[ E .2

° uses a deviation from the input 2 signal. This prompt does not
appear if the controller is not equipped with input 2 hardware or if

issetto[  nmoJor[ £ .2
o uses the rate of change at input 1 in degrees per minute.

This prompt appears only on controllers equipped with output 2
hardware and with setto[ AL2)or(AL2A)

Default

l

L Prl][ JEN[ Prdl[ JE2IIFREEI[ nol
(ALe) [(AL2) [AL2) [ALd) [ALd) (ALY

Alarm 2 Side

Select what triggers alarm 2.
° triggers an alarm when the signal <(R2L 8] or >(A2H ).
o triggers an alarm when the signal > ([A2H !

o triggers an alarm when the signal <[R2¢ J).

This prompt appears only on controllers equipped with output 2
hardware and with setto| AL2)or(AL2A).

Default
l

(both) (H 19H) Lol
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l'. FI& e Latching 2

Select whether alarm 2 will be latching or non-latching. A latching
alarm must be turned off manually. A non-latching alarm

turns off when an alarm condition no longer exists.

{ At 2) This prompt appears only on controllers equipped with output 2
hardware and with [ g&E2]setto| AL 2)or (AL 2n)

NOTE:
See Chapter 7 for
more information Default
on alarms. 6
L nlA [ LAE)

LAE2]  [LAE?)

5 :L e Silencing 2

Select silencing to inhibit alarm 2 on startup and to allow the opera-
tor to reset the alarm output, not the visual display.

¢ Silencing disables the alarm until the signal is between (F2{ 8] and
ACH I

This prompt appears only on controllers equipped with output 2
hardware and with [ gg2]setto| AL 2)or (AL 2n)

Default
J

L OFF [ 8n
512 512
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Select the alarm condition for output 3.
° de-energizes output 3 in an alarm condition.
° energizes output 3 in an alarm condition.

NOTE: This prompt appears only on controllers equipped with output 3

See Chapter 7 for hardware forarelay (98_ _-_ __ _-B___,98_ _-____-J__ _or
more information 98_ _-___ _-K_ _ _)orswitcheddc (98_ _-___ _-C__ ).
on alarms.
Default
l
[ AL3 AL 3n] [ nol

Alarm 3

Select the alarm type for alarm 3.
. uses the process signal from input 1.

o uses a deviation from the input 1 signal.

o uses the process signal from input 2. This prompt does not
appear if the controller is not equipped with input 2 hardware or if

[_Inl]issetto[ _nglor( £ .2

o uses a deviation from the input 2 signal. This prompt does not
appear if the controller is not equipped with input 2 hardware or if

issetto[  noglor[ £ .2
. uses the rate of change at input 1 in degrees per minute.

This prompt appears only on controllers equipped with output 3

hardware forarelay(98_ _-___ _-B___,98 - ___-J__ _or
98 - __ _-K__ _)orswitcheddc (98__-___ _-C___), and with[ J& 3]
setto[ AL Jlor (AL 3n)
Default
l
L Pr1l] [ dET [ Pr2] dEée (rFAEE] [ nol
[AL3 [ AL3 AL 3] [AL3
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Setup-Output
A35d Alarm 3 Side

Select what triggers alarm 3.

* (ot h]triggers an alarm when the signal <(f3L §)or > [(A3H ).

NOTE: * (H ,9H] triggers an alarm when the signal > (83H 1.
See Chapter 7 for
more information e (L JL J) triggers an alarm when the signal < [f3L J|.
on alarms.
This prompt appears only on controllers equipped with output 3
hardware forarelay 98_ _-_ __ _-B__ _,98_ - ___-J___or
98_ _-___ _-K__ _)orswitcheddc (98__-___ _-C___) and with
setto[ AL JJor (AL Inl
Default
\2

H '-'I 5 3 Hysteresis 3

Select the switching hysteresis for alarm 3. This determines the change
in temperature or process units needed to turn the output from off to on.

o If is set to settings for will be in degrees per

minute or units per minute.

e If the input referenced by is set to the range is affected as
listed below.

This prompt appears only on controllers equipped with output 3

hardware forarelay (98_ _-___ _-B___,98__-_ __ _-J___or
98_ _-____-K_ _ )orswitcheddc (98__-___ _-C___)
If Default
\2 \
[ o 3]...[ 999
(Global Menu)
[ 9F] & [ rtd o1.. 30 ... 998
[ L_F] Input 1 or 2
(Global Menu)  (see note above)
C.F (HY53]
(Global Menu)
L o0 s« [rkdl [_81/..[_2080..[ 555
Input 1 or 2
(Global Menu)  (see note above)
l f][ 3] 999 units
a process input HY53 HY53] HY53]

is selected
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l'. FI& 3 Latching 3

Select whether alarm 3 will be latching or non-latching. A latching
alarm must be turned off manually. A non-latching alarm

turns off when an alarm condition no longer exists.

{ At 3) This prompt appears only on controllers equipped with output 3

NOTE: hardware forarelay 98_ _-___ _-B___,98__-____-J___or
See Chapter 7 for 98 - __ _-K__ )orswitcheddc (98_ _-__ __-C__ ) and with set
more information to[ AL 3 or (AL 3nl.
on alarms.
Default
l
[ nlA [ LAE]

LAED LAED

5 ”- 3 Silencing 3

Select silencing to inhibit alarm 3 on startup and to allow the opera-
tor to reset the alarm output, not the visual display.

¢ Silencing disables the alarm until the signal is between (/3¢ §) and

A3H I

NOTE: S /L 3] This prompt appears only on controllers equipped with output 3
See Chapter 7 for hardware forarelay (98_ - __ _-B___,98__-_ ___-J__ _or
mO"T information 98 - __ _-K__ )orswitcheddc (98_ _-__ __-C__ ) and with set
on alarms. to AL I or (AL In).

Default

l
L OFF] [_8n)
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NOTE:

See Chapter 7 for
more information
on alarms.

ALY

Output 4

Select the alarm condition for output 4.

e [ Al Y] de-energizes output 4 in an alarm condition.

¢ (Al Yn) energizes output 4 in an alarm condition.

This prompt appears only on controllers equipped with output 4

hardware forarelay 98_ _-___ - B__,98_ _-____-D__,
98_ - __ _-E _or98__- __ _- K Jorswitcheddc(98__-____-C_).
Default
l
[ ALY ALY

ot4 [

Alarm 4

Select the alarm type for alarm 4.

. uses a process signal from input 1.
° uses a deviation from the input 1 signal.

o uses the process signal from input 2. This prompt does not
appear if the controller is not equipped with input 2 hardware or if

[ Ingd)issetto[ naglor[ € .2}

o uses a deviation from the input 2 signal. This prompt does not
appear if the controller is not equipped with input 2 hardware or if

issetto[  neglor[ £ .2}
° uses the rate of change at input 1 in degrees per minute.

This prompt appears only on controllers equipped with output 4

hardware forarelay (98_ _-___ - B__,98_ _-____-D__,
98_ - __ _-E _or98__-_ __ _-K Jorswitcheddc(98_ _- __ - C__)
Default
l
LPrY [ dE!Y [ P2 déc’ (rAEE] [ nol
[ ALY [ ALY [ ALY [ ALY [ ALY ALY
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NOTE:

See Chapter 7 for
more information
on alarms.
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Alarm 4 Side

Select what triggers alarm 4.

* (ot h] triggers an alarm when the signal <YL §)or > [AYH ).
* [H ,9H]| triggers an alarm when the signal > (Y H !

e (L OL J) triggers an alarm when the signal < (84 §).
This prompt appears only on controllers equipped with output 4

hardware forarelay (98_ _-___ - B__,98_ _-____-D__,
98 - - E _or98 - __ - K Jorswitcheddc(98 - _ - C_)
and with setto| AL Ylor(ALYn)
Default
l
bOEH H I9H LOLJ

WATLOW Series 988 User's Manual  4.29



HY5Y4)

LAEY

NOTE:

See Chapter 7 for
more information
on alarms.
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Hysteresis 4

Select the switching hysteresis for alarm 4. This determines the change
in temperature or process units needed to turn the output from off to on.

o If is set to settings for will be in degrees per

minute or units per minute.

o If the input referenced by is set to the range is affected as
listed below.

This prompt appears only on controllers equipped with output 4

hardware forarelay 98_ - __ - B__,98 - __ _-D__,
98 - __ -E _or98 - __ -K Jorswitcheddc(98_ - __ - C_)
If Default
l J
[ 1. E
HYSY (HY54] (HY54]
(Global Menu)
[ 9F] & [rkd [0V .. 30 ..
LL_F Input 1 or 2 (HY5Y4] HY54 HY54)
(Global Menu)  (see note above)
[ . 2l ... 555
HYSY (HY54] (HY54]
(Global Menu)
(o] &lrtd [ 8Y..[ 20 ..[.555
LL_F Input 1 or 2 (HY5Y4] HY54 HY54)
(Global Menu)  (see note above)
[ .. 3 ... units
a process input HYS54 (HY5Y4) (HY54]
is selected
Latching 4

Select whether alarm 4 will be latching or non-latching. A latching
alarm must be turned off manually. A non-latching alarm

turns off when an alarm condition no longer exists.

{ At 4) This prompt appears only on controllers equipped with output 4
or

—— - ——_—— T —— e ——— Y =

98 - __ - K Jorswitcheddc(98_ _-__ _ - C__). and with set
to AL YJor (AL Yn]
Default
d
LnlA [ LAE]
[LAEY] [LAEY]

Setup Menus, Chapter 4



NOTE:

See Chapter 7 for
more information
on alarms.

NOTE:

See Chapter 8 for
more information
on retransmit.

Setup Menus, Chapter 4

Setup-Output

Silencing 4

Select silencing to inhibit alarm 4 on startup and to allow the opera-
tor to reset the alarm output, not the visual display.

* Silencing disables the alarm until the signal is between ([4{ J] and
AYH 1.

This prompt appears only on controllers equipped with output 4

hardware forarelay (98_ - __ - B__,98 - __ _-D__,
98 - _ -E _or98 - __ - K Jorswitcheddc(98__- __ - C_)
and with setto[ ALY or (AL YAl
Default
2
L OFF] [ 8A)

Sit4 SiLY

Analog Output

Select which value to retransmit as the output 3 signal.
o retransmits the process 1 value.

. retransmits the set point.

o retransmits the process 2 value. This prompt appears only if the
controller is equipped with input 2 hardware and if is not set to
[ nolor[ £.2)

. turns off retransmit function.

This prompt appears only on controllers equipped with retransmit

hardware 98 -  -M__ _or98 - -N ).
Default
l
Prc i SEPE (Prcl) [ nol

Aout Aout Aout
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P rc 3 Process 3

Select the range for the retransmit signal at output 3.

This prompt appears only on controllers equipped with retransmit

hardware 98_ -  -M__ _or98_ - __ -N__ ) and with not
setto [ nol
Default
J
4-20mA  0-20mA  0-5V= 1-5V=  0-10V= (dc)

(8-6] [ !-§] [0-10
Prc3 Prc3 [Prc3) Prc3 Prc3

F’ - L Retransmit Low Limit

Select the low limit for the retransmit signal at output 3.

¢ The default value is equalto[ ~{ !Jor[ ~{ 2] (in the Input Menu)
depending on whether issetto(Prc lor(Prc)

NOTE:

See Chapter 8 for e The decimal precision of is determined by (€L !] (Input Menu) if
more information is set to ([Pr¢ ! or (GEPE]; it is determined by [dEL 2] if is
on retransmit. set to (Prc @)
This prompt appears only on controllers equipped with retransmit
hardware (98_ _-_ __ _-M___or98__-__ _ _-N__ _)and with not
setto [ nol
A L] A L]
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A rH

ALAL

NOTE:

See Chapter 8 for
more information
on retransmit.

Setup Menus, Chapter 4

Setup-Output

Retransmit High Limit

Select the high limit for the retransmit signal at output 3.

e The default value is equal to[ ~H !Jor[ ~H2](in the Input Menu)
depending on whether issetto(Pr¢c fJor(Prc?d)

¢ The decimal precision of (L AL ] is determined by (€L !] (Input Menu) if
issetto(Pr¢c !lor (GEPE]; it is determined by [dEL 2] if [Rout]is
set to (Prc 2l

This prompt appears only on controllers equipped with retransmit

hardware 98_ _-_ __ _-M___or98_ _-__ _ _-N__ ) and with [fgy&]not
setto [ nol

A ~L]..(9999

A rH A rH

Retransmit Calibration Offset

Select an offset value for the retransmit signal at output 3.

¢ The decimal precision of (L AL ] is determined by (d€L {] (Input Menu) if
issetto(Prc !or [§EPE; it is determined by (JEL 2] if (Rout]is
set to (Prc @)

This prompt appears only on controllers equipped with retransmit

hardware (98 - ~ -M__ _or98 -  -N__ ) and with not
setto [ nol
If Default
d |2
ofr -939| ... 0 ...1.999
(L_F (RCAL] (RCAL] (RCAL]
(Global Menu)
LL_F [ACAL [ACAL [ACAL
(Global Menu)
-g9g9g9 ... 0 ... [ 999]units
a process input [RCAL) (RCAL] (RCAL]

is selected
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Reaching the Global Menu

® Begin in the Display Loop, and
press the Up-arrow @9 and Down-
arrow @ keys simultaneously for
three seconds to reach the Setup
Menus.

B, 5 B o

InPE] [OEPE) (9L bL]

(SEE (SEE) [(S€E] [ GEE

Input Output  Global Communications
Menu Menu Menu  Menu

p.42 p.418 p.4.34 p.4.44

® Press the Up-arrow key @9 to select

one of the Setup Menus.

® Press the Mode key @3 to step
through the prompts.

Ly

[ C_F] [C_F
vy oy (VD
( [ 1| 29999

@ Press the Up-arrow key @ or the

Down-arrow key €@ to select one of
the prompt values.

Figure 34 -
Navigating the
Global Menu.
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I

]

-F] *Celsius-Fahrenheit

Failure Mode

&

3

Er-r] Error Latching

[

ntl] *Control Type

I

‘

AL] *Cascade Action

2

*Algorithm

il

Event Input 1

el

4

€.2] *Event Input 2
Annunciator

Low Power Limit

H High Power Limit

AR

t Auto-tune Set Point

J]

~P] *Ramping Function

B
.e.@.08.0.8.0,.0.0.0.0.0.0,.0.0.06,.0,./8"
:

i

~AtE] *Ramp Rate

*Prompts may not appear, depending
on controller configuration.

«d2] *PID 2 Crossover Selection !
*Crossover Process Value |

EPE] *Crossover Set Point Value !

Setup prompt Enter your settings,
/ from the controller's

upper display.

| PID (p. 4.38)

Event Input (p. 4.40)

Ramping (p. 4.43)

N
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NOTE:

Decimal points may
not always be in the
position specified
below depending on
the the settings in
the Decimal 1

and Decimal
2 parame-
ters in the Input
Menu.

L_F

FARIL

Setup Menus, Chapter 4

Setup-Global

Global Prompts

When you are in the Setup menus, the Series 988 displays the menu
selection ({nPE), ([GEPE), (9L L] or (8L T) in the upper display, and
in the lower display.

The Up-arrow @ or Down-arrow key €@ selects another menu. Press
the Mode key @3 to display the first prompt in the lower display and its
value in the upper display. Use the Up-arrow @9 and Down-arrow 23
keys to change the value in the upper display. The new value will not take
effect until after a five-second delay or until you press the Mode key 3.

Celsius-Fahrenheit

Select which temperature scale the controller will use.

This prompt appears only on controllers with either Input 1 or
Input 2 set to something other than a process input.

Default
N
[ OF) [ o]

Failure Mode

Select the output level that the controller will maintain if an input
fails.

e Bumpless transfer (5 P{ §) maintains the same output settings after an
input failure.

This prompt always appears.

If Default
N d
oo - 100) ... (100) %
application FAIL FAIL)
heat-onl (6PLS] l g .. 180 %
Zpﬁﬁ:a?ioﬁ' FaIy Fa I
- bPLS =100 .. [0 %
application FA I Fail) FaiL)
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[ E'_ '_} Error Latching

Select whether errors will be latching or non-latching.
¢ Non-latching alarms turn off when there is no alarm condition.
e Latching alarms [ { A&] must be turned off manually.

This prompt always appears.

Default

d
(L nlA [ LAE)
[ Err] [ Err]

Control Type

4.36

Select a control method: normal [ nor; cascade (5 d); ratio (- £ .);

or differential (d FF].
This prompt appears only on controllers equipped with enhanced
software (98_B-_ _ _ _-__ _ _) and input 2 hardware for a basic thermocou-
ple signal conditioner (98_ _-_1__-__ _ _) or a universal signal conditioner
(98__-2__-____)andwith[ ~S5P]setto[ JFF]
Default
l

nor £sld lrRE 4 (d FF]
{nkl] {nkl] {nkl] {nkl]
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Setup Menus, Chapter 4

Setup-Global

Cascade Action

Select the control action between the inner and outer loop of a cas-
cade system.

¢ Direct action makes the percent output from the outer loop
directly proportional to the set point of the inner loop (input 2). A 100%
signal in the outer loop will set the inner loop to range high 2
(Input Menu). A 0% signal in the outer loop will set the inner loop to

range low 2 (Input Menu).

¢ Reverse action makes the percent output from the outer loop
inversely proportional to the set point of the inner loop (input 2). A 100%
signal in the outer loop will set the inner loop to range low 2
(Input Menu). A 0% signal in the outer loop will set the inner loop to

range high 2 (Input Menu).
L 5AL] This prompt appears only on controllers equipped with enhanced

software (98_B-_ _ _ _-_ _ _ _) and with setto (£ §Ld)
Default
\2
Ld.r] [rEY
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AL 90

P .de

Algorithm

Select the control algorithm.
o selects one set of PID prompts.

o selects proportional/derivative control with manual reset in per-
cent power.

e [P ,d2] selects two complete sets of PID prompts. This selection does not
appear if issetto(£6Ld).

e [dUPL ] selects duplex (heating and cooling) control. This prompt does
not appear unless output 1 is a process output.

(AL 90) This prompt appears only on controllers equipped with enhanced
software (98_B- - ).

Default

l

L P.dl [ Pdr] [P.d2] [dUPL
AL90 AL90 AL90 AL90

PID 2 Crossover Selection

Select which parameter determines the crossover from PID A to PID

B: process (P-oc); set point (GEPE); or none [ gl
This prompt appears only on controllers with (AL 98] set to [P .d2).

Default
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Setup-Global

Crossover Process Value

Select the process value at which the control algorithm will crossover
between PID A and PID B. PID A is active below this value and PID B is
active above this value.

¢ This value cannot be set lower than range low 1 or higher than
range high 1 [ ~H {].

This prompt appears only on controllers with setto(Proc)

Default

l
Lell] [rH]

Crossover Set Point Value

Select the set point value at which the control algorithm will
crossover between PID A and PID B. PID A is active below this value and
PID B is active above this value.

e This value cannot be set lower than range low 1 or higher than
range high 1[ ~H !

(S & PE) This prompt appears only on controllers with set to (GEPE].

Default

N
(L] [ FrH I
GEPE SEPE
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‘ E . 'n] Event Input 1

Select the effect of closing the event input 1 switch.
° n o) disables event input 1.
e [ { 8f]locks out the front panel keys.

o[ Al r]resets an alarm.

o switches the controller to manual mode at the power level set at
F£A 1] (Global Menu) and disables the Auto/Man @key.

° turns all control outputs off (de-energize relays).

. switches from PID A to PID B.

° selects the opposite control action for output 1 and 2.
o switches to a remote set point.

o switches to an idle or second set point.

This prompt always appears.

Default
l
nol [ LOC) [ RLA) [R-P) [ OFF)( P . dlAcEtn] £S5P)[1dSP
LE.H [EWHN [ELY [EWHN [EWD [LELY [ELN [LELY [ELY
E le Event Input 2

4.40

Select the effect of closing the event input 2 switch. The selections are
the same as for event input 1.

This prompt appears only on controllers equipped with hardware

for a second event input (98_ _-_5__-_ _ _ _) and with set to
E .2k
Default
)

nol] LOCJ[ ALAJR-PO [ BFF][ P .dl [Ackn] [IdS5P]
LE.2) L& [ E.2 [ E2 [EL2 [LELZ [E2 [EL
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Flﬂ un Annunciator

Select whether alarm messages will flash in the lower display.

This prompt always appears.

Default
l

L _on] [OFF]
Anun) Anun)

L o P Low Power Limit

Select the low limit for the percent output. For cooling (direct acting)
enter a negative number.

This prompt always appears.

If Default

| |
a heat/cool = 100%... _H.P]
application LLoPl L LoPl

[ 0%... [_H P

a heat only ([ LoP] (LoP]
application

oy = 100%... [H.P)
& cool on'y CloP CLloP
application
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1

H 'P High Power Limit

Select the high limit for the percent output. For cooling (direct acting)
enter a negative number.

This prompt always appears.

If Default

U \
a heat/cool [ﬁp’; . %
application H [ H.P
a heat only h %
application [(H.P] [ H.P

. %

a cool only [g
application ! !

F, t S P Auto-tune Set Point

Select the percentage at which the controller will auto tune the cur-
rent control set point.

(AE §P) This prompt always appears.

Default
l

S0 ... 99 ... 150 %
(RESP ([AESP) (RESP)
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P P Ramping Function

Select when the controller will ramp. Ramping limits the speed at
which an element can heat up. Ramping is often used to protect parts that
would crack or warp if they heat up too quickly.

e [ JFF]sets the system to heat as quickly as possible.
* (GE £ sets the system to ramp only at startup.

¢ [GL PE] sets the system to ramp at startup and whenever the set point
changes.

This prompt appears only on controllers with (Input Menu)

set to and with not set to and with (Global
Menu) not set to[d FFlor (- RE ).

Default

d
[ OFF] [SErE] (GEPE]
[ rP) [ rP)

Ramp Rate

Select the ramping rate in degrees per minute.

This prompt appears only on controllers with set to

or [SEPE]
Default
J
(80 ... 180 ... (9999] °min.
[rREE) (FAREE)
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Reaching the Communications Menu

® Begin in the Display Loop, and
press the Up-arrow @9 and Down-
arrow @ keys simultaneously for
three seconds to reach the Setup
Menus.

B, B B o
t] ([OEPE] (BLbL) [LOPN

InP
[ SEE]

"
m
7

Input Output  Global Communications
Menu Menu Menu  Menu
p.42 p.418 p.4.34 p.4.44

® Press the Up-arrow key @ to select
one of the Setup Menus.

® Press the Mode key @23 to step
through the prompts.

v v
3 .
(6RUJ) bRUd

@ Press the Up-arrow key @ or the

Down-arrow key @ to select one of
the prompt values.

Figure 44 -
Navigating the
Communications Menu.
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B
(8,8,,8,8,8.

:

[ 5EE] Setup Prompt Enter your settings,

from the controller's
bAUdJ) Baud Rate upper display.

C )

([dBtA] Data Bits and Parity
r

I

L)

Protocol Type

L)

(Addr] *Address

)

*Interface Type

*Prompts may not
appear, depending
on controller config-
uration.

NOTE:

The Communications Menu
appears only on controllers
equipped with communications
hardware (98_ _- -R__,

98 _ _- - U or98_ _-_ _

See Data Communications with
the Series 988 Family of
Controllers for detailed informa-
tion on communications.
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Communications Prompts

When you are in the Setup menus, the Series 988 displays the menu
selection ([ {nPE], (QEPE), (9L L] or ([(87 1)) in the upper display, and
in the lower display.

The Up-arrow @Y or Down-arrow key €2 selects another menu. Press the
Mode key @3 to display the first prompt in the lower display and its value
in the upper display. Use the Up-arrow @ and Down-arrow @ keys to
change the value in the upper display. The new value will not take effect
until after a five-second delay or until you press the Mode key (3.

[b F’Ud Baud Rate

Select the communications speed.

bAYUd] This prompt appears only on controllers equipped with communi-
cations hardware 98_ _-_ __ - R _,98_ - __ _-U__or98__-___ _-
S_ ).

Default
l

960080 300 600 1200 2400 4800
bAUd bAUd AUd ARUd

:

d F’ t Fl Data Bits and Parity

Select the communications format (start bit = 1, stop bit = 1).

e Setting (P o &) to [P 7od] automatically sets (dFER/to[ 8n)

dAE A This prompt appears only on controllers equipped with communi-

cations hardware (98_ - - R ,98 -  -U _or98_ - -
_S_ ).
Default
l
(7o) (7€ [_8n
[dAEA] [dAEA]
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Protocol Type

Addr

4.46

Select the communications protocol.
o [FUL L] selects ANSI X3.28 2.2 - A.3.

o selects Xon/Xoff.

¢ [ 7od] selects Modbus

This prompt appears only on controllers equipped with communi-
cations hardware (98_ _-_ __ _- R__
S_).

Default
l

FULL l
(Prok]

0n]
(Prok]

Mod]
(Prok]

Address

Select an address for the controller. The computer will use this address
when communicating with this controller.

This prompt appears only on controllers equipped with communica-
tions hardware for EIA/TIA-485 and EIA/TIA-422.

If Default
J |
[ 485] [ 0. 31
InEF Addr] Addr
l 0. 9]
(Addr] (Addr]
Mod] | al...| 7. 247
InkEF (Addr] (Addr] (Addr]

WATLOW Series 988 User’'s Manual
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InkF

Setup Menus, Chapter 4

Interface Type

Select the interface type for Output 4, Option S.
o selects EIA/TIA-485.

o selects EIA/TIA-422.
This prompt appears only on controllers equipped with communications

hardware for EIA/TIA-485 and EIA/TIA-422 (98 -  -'S ).
Default
l
[ 485] [ 4272]

InEF InEF

Interface Type

Select the interface type for Output 4, Option U.

J selects EIA/TIA-485.

o selects EIA/TIA-232.

This prompt appears only on controllers equipped with communications

hardware for EIA/TIA-485 and EIA/TIA-232 (98_ - - U_ ).
Default
l
485
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Chapter 5 The Operation Menus

NOTE:

Press the Display
key to return to
the Display Loop
from any point in
any menu.

Figure 5.1 -
Navigating the
Operation Menus.

Operation Menus, Chapter 5

Navigating the Operation Menus

To reach the Operation Menus, begin in the Display Loop and press the
Mode key @3. Depending on the controller configuration, either the Set
Point 2 prompt [ §P2), the Idle Set Point prompt or the Operation
Menu prompt will appear in the lower display. The three Operation
Menus are: System [ §495); PID AP ,dA); and PID B [P ,d&]. Use the
Mode key @3 to step past the Set Point 2 prompt or the Idle Set
Point prompt [ {d§P], if they appear (see prompt information). Upon reach-
ing the Operation Menu prompt use the Up-arrow @9 or Down-
arrow @ key to select a menu and the Mode key @3 to step through a
menu.

You will not see every prompt in any of these menus. The unit’s configura-
tion and model number determine which prompts appear. After stepping
through each menu, the Series 988 returns to the Operation Menu prompt
(0PE ). Use the Up-arrow @Y and Down-arrow 2@ keys to select the next
menu, or use the Mode key @3 to advance through the same menu again.
To move backwards through the menu hold the Mode key &3 down and
press the Up-arrow key @Y. Use the Up-arrow @9 or Down-arrow £23
key to change the prompt setting.

@ Begin in the Display Loop, and press the Mode key
@3 to reach the Set Point 2 prompt [ §P2), the Idle
Set Point prompt or the Operation Menu
BPEF)

988

[o0e [ 5P2] Set Point 2

> 988
Idle Set Point

= o NN &)

\ vy [y B8
[0PEF [OPEF) [OPEF)

System PID A PID B
Menu Menu Menu
p.5.2 p.5.9 p.5.9

® Use the Mode key @3 to step past the Set Point 2
prompt or the Idle Set Point prompt [ {d5P], if

they appear (see prompt information). Upon reaching
the Operation Menu prompt use the Up-arrow
@ key to select a menu.

WATLOW Series 988 User’s Manual 5.1



Operation-System

Reaching the System Menu Enter your settings,

from the controller's

® Select the System Menu, then

press the Mode key @3 to step
through the prompts.

8P, o

-998) (-937...[ O
R2LO  (R2LO) (R2LD) CEN]

® Press the Up-arrow key @9 to step
through the prompt values. The
Down-arrow key €@ backs through
the values.

Figure 5.2 -
The System Menu.
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*Set Point 2 i

“» [1d5P) *|dle Set Point

.................................

i

Operation Prompt

*Event Input 1 Status i

el

Ry

*Event Input 2 Status

*Alarm 2 Low

H ! *Alarm 2 High

*Alarm 3 Low

H 1 *Alarm 3 High

*Alarm 4 Low

IEIEIERERED

H ! *Alarm 4 High

*Auto-tune

B
.8.08.,08,6,0,8,0,0,0.0.0

ikl

~] *Local-remote

*Prompts may not appear, depending
on controller configuration.
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upper display.

| Set Points (p. 5.3)

 Event Input (p. 5.4)

Alarms (p. 5.4)



NOTE:

Decimal points may
not always be in the
position specified
below depending
on the the settings
in the Decimal 1
and Decimal
2 parame-
ters in the Input
Menu.

IdSP

Operation Menus, Chapter 5

Operation-System

System Prompts

After you step past the Set Point 2 prompt [ §P2] and the Idle Set Point
prompt to the Operation menus, the Series 988 displays the menu

selection ([ §Y65], [P «dA)or (P ,db&]) in the upper display and in
the lower display.

The Up-arrow @Y or Down-arrow key €@ selects another menu. Press the
Mode key @3 to display the first prompt in the lower display and its value
in the upper display. Use the Up-arrow @9 and Down-arrow @ keys to
change the value in the upper display. The new value will not take effect
until after a five-second delay or until you press the Mode key Z3.

Set Point 2

Select a second set point that will activate output 2. This allows you to
boost the heating or cooling action of the output 1 device.

e The range and default settings depend on the [ {n /[ L !]and
settings (Input Menu).

This prompt appears only if [ & {]and [ J& 2] (Output Menu) are
both setto[ HEJor|[ L]

(Ll ... FHT
[ SP2 [ 5P2)

Idle Set Point

Select the set point to be activated by an event input. This allows you
to select a temperature that will be maintained when the application is
idle.

e The range and default settings depend onthe[ {n /], [ ~{ {]and
settings (Input Menu).

This prompt appears only if [ £ , {Jor [ £ 2] (Global Menu) is set
to( IdS5P)

(ALYl ... [ FH
IdSP IdSP
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E . :S Event Input 1 Status

Indicates whether the event input 1 circuit is open or closed (read
only).

This prompt appears only if (Global Menu) is set to some-
thing other than|[ ngl

Default
l

[0PEA] [CLOS)
E.15 E.15

E ‘ 8 5 Event Input 2 Status

Indicates whether the event input 2 circuit is open or closed (read
only).

(E +26) This prompt appears only on controllers equipped with a second
digital event input (98_ _-_5__-_ _ _ _) and with (Global Menu) set
to something other than| ngl

Default
l

0PEn £Los
€.25] €.25]

F’E L 0 Alarm 2 Low

5.4

Select the low trigger value for the output 2 alarm.

A2 0] This prompt appears only if (Output Menu) is set to some-

thing other than|[ ngl
If Default
\2 \2
lowest

[ Prljor[ Pr2l valueof ...  value of
AL (AL sensor Ll l] (or[rL2))

(Output Menu) range (Input Menu)

dE ljor [ dE2lor(~ALE O
(AL (ARL2 (AL A2LD)
(Output Menu)
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Operation-System

Alarm 2 High

Select the high trigger value for the output 2 alarm.

A2H ! This prompt appears only if (Output Menu) is set to some-
thing other than(  ng)

If Default
l 2

highest
[ Prllor[ Pr2l ... value of ... value of
[AL?) [AL2 (ACH 1) [reH 1 (or[_cH2]) sensor
(Output Menu) (Input Menu) range
d€ ! or [ _dE2Jor [FREE] | al .. 99399
ALe aLe AgH I

(Output Menu)

Alarm 3 Low

Select the low trigger value for the output 3 alarm.

A 3L 0] This prompt appears only if (Output Menu) is set to some-
thing other than( ng)

If Default
! 2
lowest
[ P-llor| P2 value of value of
CAL3I (CAL3 sensor Celd) (or[ el 2) R3ILT
(Output Menu) range (Input Menu)
dE ijor [ dE2or(rAEE 0
(AL3] ([ AL3] (R3L 0

(Output Menu)
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F, BH , Alarm 3 High

Select the high trigger value for the output 3 alarm.

A 3 H ! This prompt appears only if (Output Menu) is set to some-

thing other than(  ng)
If Default
l 2
highest
[ Prllor [ Pr2 A3L0)... valueof ... value of
[ AL3 (AL GELE] (FH1 (or[_FHO)) sensor
(Output Menu) (Input Menu) range
dE lJor [ dE2Jor [FAEE] | al.. 9939
AL3 AL3 AL3 (A3H 1 (R3H 1)

(Output Menu)

Alarm 4 Low

g '-’ L 0 Select the low trigger value for the output 4 alarm.

A4Y! 0] This prompt appears only if (Output Menu) is set to some-

thing other than(  ng)
If Default
l 2
lowest
[ Prillor[ P2 value of ... value of
(ALY (ALY sensor el f (or[rl?a)) RYL D)
(Output Menu) range (Input Menu)
dE 1) or [ dE2Jor [FAEE 0
ALY ALY ALY
(Output Menu)
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Operation-System
FI (_’H , Alarm 4 High

Select the high trigger value for the output 4 alarm.

AYH ! This prompt appears only if (Output Menu) is set to some-

thing other than(  ng)
If Default
2 2
highest
Prllor [ PrP ... value of ... value of
(RLY] (ALY (RYH 1) CrHI (or[rHO) sensor
(Output Menu) (Input Menu) range
dE ljor [ dE2Jor [FREE] | al .. 9939
(ALY (ALY [AYH ] ([AYH 1]
(Output Menu)

FI U t Auto-tune

Initiate an auto-tune.
appears only on controllers with enhanced software (98_B- -

_ ) and with (AL 90) (Global Menu) set to [P ,d&) or c5edl.
This prompt always appears.

Default
NOTE: l
For more informa-
tion on auto-tune _OFF] [P .dA] P .db]
see Chapter 7. AUt i
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Operation-System

[ L - '_] Local-remote

Select a local or remote set point. With selected the controller
displays the remote set point rather than the internal (local) set point, and
the set point cannot be changed with the Up-arrow or Down-arrow key.

This prompt appears only if (Input Menu) is setto[  Jn)

Default
l

l Lo r]
CL-r)  [L-r)
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Reaching the PID Menus

® Begin in the Display Loop, and
press the Mode key @3 to reach the
Set Point 2 prompt [ §P2), the Idle
Set Point prompt [ {d§P) or the
System Menu [ §4G].

98
(oo [ 5P2] Set Point 2
\.}
(1dsP) ldle Set Point

oo |
P, P o

@

w0
)
na)

E—

5YS5) (P IdA) (P idb
(OPEC] 0PE- [OPE-)

System PIDA PID B
Menu Menu Menu
p.52 p.5.9 p.5.9

® Use Mode key @23 to step past
the Set Point 2 prompt and
the Idle Set Point prompt [ {d5P), if
they appear (see prompt informa-
tion). Upon reaching the Operation
Menu prompt use the Up-
arrow @'Y key to select a menu.

® Press the Mode key &3 to step
through the prompts.

¢ r" B, r/‘l .

[ 880 lﬂ]
(g€ iR ldE 1A) d€ /Fn [dE1R)

® Press the Up-arrow key @9 to
step through the prompt values.
The Down-arrow key 2@ backs
through the values.

Figure 9 -
The PID Menus.

Operation Menus, Chapter 5

Operation-PID A or B

Enter your settings,
. from the controller's

18] Proportional Band,OutpuHAé upper display.

Operation Prompt

/R *Reset, Output 1A

i A *Integral, Output 1A

Il @U EU

| Output 1 (p. 5.10)

A
0
S

*Rate, Output 1A

A) *Derivative, Output 1A

Dﬁﬂ

:

*Cycle Time, Output 1A

*Proportional Band, Output 2A:
Al *Reset, Output 2A
A1 *Integral, Output 2A :

ntegral, Outpu : Output 2 (p. 5.13)

*Rate, Output 2A

*Derivative, Output 2A

54 BU 4 @U 4

*Cycle Time, Output 2A

il

*Dead Band A

B
: ,0,08,8.8,8,8,8,0,0,0,0.0.0)

R
oJ
*

Enter your settings,
. from the controller's

*Proportional Band, Output 15’: upper display.

Operation Prompt

6] *Reset, Output 1B

I

:

*Integral, Output 1B 5
5 Output 1 (p. 5.10)

I

A1

:

*Rate, Output 1B

*Derivative, Output 1B

Ik

*Prompts may not
appear, depending on
controller configuration.

[CE 16] *Cycle Time, Output 1B

[Pb2b] *Proportional Band, Output 2B
- *Reset, Output 2B
*Integral, Output 2B

Output 2 (p. 5.13)

*Derivative, Output 2B

:J
:J
[rAZb] *Rate, Output 2B
)
(dE2B)
)

B
Qﬁvﬁwﬁwﬁwﬁwﬂwﬁwﬁwﬁwﬁwﬁﬁwﬁﬁ

(@6 &) *Dead Band B
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Operation-PID A or B

NOTE:

Decimal points may
not always be in the
position specified
below depending
on the the settings
in the Decimal 1
and Decimal
2 (dE£L 2)parame-

ters in the Input
Menu.

Pb 1A

NOTE:

The PID B Menu
appears only on
controllers with
enhanced software

to(P .d2l

5.10 WATLOW Series 988 User’'s Manual

PID A or PID B Prompts

After you step past the Set Point 2 prompt [ §P2] and the Idle Set Point
prompt to the Operation menus, the Series 988 displays the menu

selection ([ §Y5], [P «dA)or [P ,db]) in the upper display and in
the lower display.

The Up-arrow @Y or Down-arrow key €@ selects another menu. Press the
Mode key @3 to display the first prompt in the lower display and its value
in the upper display. Use the Up-arrow @ and Down-arrow @ keys to
change the value in the upper display. The new value will not take effect
until after a five-second delay or until you press the Mode key Z3.

Proportional Band, Output 1

Select the proportional band for PID output 1. If set to[  §] it func-
tions as an on/off control, and the switching differential is determined by
the [HY§ !)value (Output Menu). The decimal precision is determined by

(Input Menu).

This prompt always appears.

If Default
| |
[ USs] « [_9F] | 0.[__25).19999
[ L_F] P& iA] [(P6IA) (P& A
(Calibration Menu) (Global Menu)
« [ rkd [ 880.[ 2519999
Input 1 or 2 P 1R [P iR [Pk iA
(Input Menu)
[ USs) « [ °of] | gl 14)./9999
(L_F] P& iRl [PbiA) (PH A
(Calibration Menu) (Global Menu)
¢ [ rtdl [_80.[__141./9999
Inputior2 (P& 7A] [PbIA] [Pb 1A
(Input Menu)
(S =« [P.d2] [ 88).[ 38119999 %ofspan
(P6iR] [PbiR) [Pb A

(Calibration Menu) (Global Menu)
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Operation-PID A or B

Reset, Output 1
r
— E : b Tune reset to eliminate the offset or droop between the set point and

the actual process temperature for PID output 1. When setto[ ]
reset is disabled.

This prompt appears only if (Calibration Menu) is set to
[ US) and [P /A) isnotsetto[ g

If Default
L ¢
0000) ... (9999] repeats/min.
~EIR
4000% ... [ 00/%... (1000 %
(AL 30 ~EIR ]
(Global Menu)

'lt ,F’ Integral, Output 1
, t , b Tune integral to eliminate the offset or droop between the set point

and the actual process temperature for PID output 1. When set to
[ 8lintegral is disabled.

{£ 1A] This prompt appears only if (Calibration Menu) is set to
[ §land [Py IA)isnotsetto[ 7|

NOTE: Deiault

The PID B Menu

appears only on (8000 ... (9999] min./repeat
controllers with It 1A it IR

enhanced software

98 B-_ __ - __ )
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Operation-PID A or B

A 1A
rA1lb]

d& !b)

NOTE:

The PID B Menu
appears only on
controllers with
enhanced software

Rate, Output 1

Adjust the rate to eliminate overshoot on startup or after the set
point changes. The rate setting will not influence the percent power if the
process temperature is more than twice the proportional band from the set
point. When set to[ 8] rate is disabled.

This prompt appears only if (Calibration Menu) is set to
[ ¢S)and (PH IR]is set higher than[ g

Default

J
min.
(AR 18] A 1A

Derivative, Output 1

Adjust the derivative to eliminate overshoot on startup or after the
set point changes. The derivative setting will not influence the percent
power if the process temperature is more than twice the proportional band
from the set point. When set to[ ] derivative is disabled.

d& 1A This prompt appears only if (Calibration Menu) is set to
(6§ ! and(Pp /A)is set higher than[  J|.

Default
J

000 ... 999 min.
dE ifA dE 1A
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Lt IR
LE b

Pb2A

NOTE:

The PID B Menu
appears only on
controllers with
enhanced software

Operation Menus, Chapter 5

Operation-PID A or B

Cycle Time, Output 1

Select the time, in seconds, of a complete on/off cycle.

't !A) This prompt appears only if [ {a {] (Input Menu) is not set to a
process, (Global Menu) is not set to (£ 5L d]and [P§ !R]is set high-
erthan|  J)

If Default
d d
mechanical [ 68]...[ 188] ...99989) sec.
relay (e 1R (e 1A (e 1R
outputs
open collector 6-GE L 8. 10] ...(99979) sec.
or solid-state (e iR Ce iR e iR [£E 1R

relay outputs

Proportional Band, Output 2

Select the proportional band for PID output 2. If set to[ §] it func-
tions as an on/off control, and the switching differential is determined by
the value (Output Menu). Decimal precision is determined by the

dEC 1lor [ dEL2) setting (Input Menu).
This prompt appears only if (Global Menu) is not set to

and if [ & 2] (Output Menu) is set to[  HEJor([ Ll ]orif (AL 93]
(Global Menu) is set to [dUPL ).
If Default
|2 \2
& [ gl..[__25)./99989
[ dFL) Pb2A Pb2A Pb2A
(Calibration Menu)  (Global Menu)
& 0025199983
Input 1 or 2 Pb2A Pb2A Pb2A
(Input Menu)
& [_of] 0 [_14./9999
Pb2A) [PLPAl  (PbOA
(Calibration Menu)  (Global Menu)
& [ 00..[___14]../9999
Input 1 or 2 Pb2A Pb2A Pb2A
(Input Menu)
0003019993 %of span
Pb2A Pb2A Pb2A

(Calibration Menu)
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Operation-PID A or B

rE2A

rE2b

X

t2db)

NOTE:
The PI

D B Menu

appears only on
controllers with
enhanced software

5.14

Reset, Output 2

Tune reset to eliminate the offset or droop between the set point and
the actual process temperature for PID A output 2. When setto[ ]
reset is disabled.

This prompt appears only if (Calibration Menu) is set to
[ US]and (Ps2A]is set higher than[ 3]

If Default
l l

0000 ... (9999 repeats/min.

s

n
'E%!
®
S 0
SIS

%

S
m
ar
0
S

m
ar
0

Integral, Output 2

Tune integral to eliminate the offset or droop between the set point
and the actual process temperature for PID output 2. When set to
[ 8lintegral is disabled.

{£ 2A) This prompt appears only if (Calibration Menu) is set to
[ § !and (P&2A]is set higher than|[  J).

Default
d

[ 808 ... (9999]repeats / min.
(1E2A] [/E2A]
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Operation-PID A or B

Rate, Output 2
rA2A DU
r ﬂ e b Adjust the rate to eliminate overshoot on startup or after the set

point changes. The rate setting will not influence the percent power if the
process temperature is more than twice the proportional band from the
set point. When set to[ ] rate is disabled.

This prompt appears only if (Calibration Menu) is set to
([ US]and [P2A]is set higher than[ 3]

Default
l

000 ... [ 899 min.

[ C’ E e F’] Derivative, Output 2

d E 8 b Adjust the derivative to eliminate overshoot on startup or after the
set point changes. The derivative setting will not influence the percent
power if the process temperature is more than twice the proportional band
from the set point. When set to[ ] derivative is disabled.

dE 2A) This prompt appears only if (Calibration Menu) is set to
[ 6 !Jand [P 2A]is set higher than D).

Default
l
NOTE: ( 808 ... [ 999 min.
The PID B Menu

appears only on
controllers with
enhanced software
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Operation-PID A or B

NOTE:

The PID B Menu
appears only on
controllers with
enhanced software

Cycle Time, Output 2

Select the time, in seconds, of a complete on/off cycle.

{ £ 2R This prompt appears only if (Global Menu) is not set to
£6Cd)and [P52A)is set higher than [ g).

If Default
1 l
mechanical [ sg ... {00 ... (99985
relay (CE2A) (LE2A] ([LE2A
outputs
open collector (5~ GE] Lol .| g ... (9999
or solid-state (CE2A (CE2A (CE2A (Ce2A)
relay outputs

Dead Band A or B

Select the width of the zone between the action of the heating output
and the cooling output. If you select a positive value the heat and cool
outputs cannot be energized at the same time. If you select a negative
value, both outputs can be energized at the same time.

e If a process input is selected the decimal precision will be determined by

the [ dECL 1) setting (Input Menu).
This prompt appears only if is set higher than[  J]and

one output performs heating action and the other performs cooling action.

If Default
|’ 2
(db_A db6 A db Al
(Global Menu)
(L_F d6 A (g6 A (g6 Al
(Global Menu)
a process 8 ... units
input is selected db A db A
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Chapter 6 The Factory Menus

NOTE:

The Factory Menus
will not appear if the
hardware lockout
DIP is set to on.

See Chapter 1 for
more information.

NOTE:

The Factory Menus
can only be entered
when the setup
prompt is
displayed.

NOTE:

Press the Display
key to return to
the Display Loop
from any point in
any menu.

Figure 6.1 -
Navigating the
Factory Menus.

Factory Menus, Chapter 6

Navigating the Factory Menus

To reach the Factory Menus, begin in the Display Loop and press the Up-
arrow @Y and Down-arrow @ keys together and hold for three seconds.
The prompt will appear in the lower display. Press and hold the
Up-arrow @9 and Down-arrow 2@ keys together again for three seconds
until the prompt appears in the lower display. The Factory Menus
will not appear if the hardware lockout DIP is set to on. (See Chapter 1 for
more information on DIP switch settings.) The three Factory Menus are:
Panel Lockout (P{ §CJ; Diagnostics [d ,A9); and Calibration [ £A{ ]. Upon
reaching the Factory Menu prompt use the Up-arrow @9 or Down-
arrow @ key to select a menu and the Mode key &3 to step through a
menu.

You will not see every prompt in any of these menus. The unit’s configura-
tion and model number determine which prompts appear. After stepping
through each menu, the Series 988 returns to the Factory Menu prompt
(Fc £ Y]. Use the Up-arrow @9 and Down-arrow 2@ keys to select the next
menu, or use the Mode key @3 to advance through the same menu again.
To move backwards through the menu hold down the Mode key @&3 and
press the Up-arrow key @9. Use the Up-arrow @9 or Down-arrow £23
key to change the prompt setting.

O Press the Up-arrow @9 and Down-arrow 2 keys
together and hold until the prompt appears in
the lower display. Press and hold again until the
prompt appears in the lower display.

B B o

PLOC) [d.AY) [ LAL]
[FctYl FctY [FctYl
Panel  Diagnostics Calibration

Lockout Menu Menu
Menu p6.7 p 6.13
p6.2

® Use the Up-arrow key @ to select one of the
Factory Menus.
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Factory-Panel Lockout

Reaching the Panel
Lockout Menu

E WATLOW ]
PROCESS:

SERIES 988

® Select the Panel Lockout Menu,

then press the Mode key @23 to step
through the prompts.

(B Bo

(FULL] [rEAD] (nonk]
[1nPE] [InPE] [InPE]

o]
B2, 5 50

g | i 2 | El
Leao LLgd (Lad

@ Press the Up-arrow key @9 or the
Down-arrow key €@ to select one of
the prompt values.

Figure 6.2 -
The Panel Lockout
Menu.

6.2 WATLOW Series 988 User’'s Manual

0
r~
-
~

ty] Factory Prompt

N

Enter your settings,

from the controller’s
Front Panel Lockout upper display.

System Menu

PID A Menu

*PID B Menu

Input Menu

Output Menu

Global Menu
*Communications Menu

Diagnostics Menu

ﬁﬁ\fﬁ\r@wﬁ\i&%&;ﬁ\gﬁwﬁwﬁﬂ
HE

0

CAL] calibration Menu

*Prompts may not appear, depending
on controller configuration.
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A

CAUTION:

Setting to

[ 2lor| El
disables the
Auto/Man key
and will force the
controller into man-
ual mode if an open
sensor occurs.
Verify that the con-
troller is operating
in the desired mode
(auto or manual)
before setting the
lockout level.
Failure to do so
could result in dam-
age to equipment
and or property.

Factory Menus, Chapter 6

Factory-Panel Lockout

Panel Lockout Prompts

When you are in the Factory menus, the Series 988 displays the menu

selection ([PL 8L, (d +A9)or [ LAL]) in the upper display and in
the lower display.

The Up-arrow @9 or Down-arrow key @ selects another menu. Press the
Mode key @23 to display the first prompt in the lower display and its value
in the upper display. Use the Up-arrow @9 and Down-arrow @ keys to
change the value in the upper display. The new value will not take effect
until after a five-second delay or until you press the Mode key (Z3.

Front Panel Lockout

Sets the Lockout level for the Front Panel. This allows you to disable
keys on the front of the controller.

e[ Ol enables all keys.

o disables the Mode key 3.
e[ 2]disables the Mode key @3 and the Auto/Man key &E3.

e[ J]disables the Mode key @3 and the Auto/Man key and locks
the set point value.

This prompt always appears.

Default
l

[ 0l | 1o 2 | El
Lo Cwon oo
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Factory-Panel Lockout

The prompts within the Panel Lockout Menu allow you to lockout an
entire menu. You can set the level of lockout to none [ngn £, read only

(- ERd), or lockout read and write (F{JL L.

System Menu

Select the lockout level for the System Menu. Set the System Menu
lockout to no lockout (non £}, read only or full lockout (FUL L.

This prompt always appears.
Default
\

lnonE] (FERJ] (FULL]
([ 5Y9) ([ 595) 545

[Pi—d,‘-’] PID A Menu

Select the lockout level for the PID A Menu. Set the PID A Menu lock-
out to no lockout [ngn &), read only or full lockout (FUL L.

This prompt always appears.
Default
\A

lnonE] (FERJ] (FULL
(P .dR] [P . dA] [P .dA]

PID B Menu

Select the lockout level for the PID B Menu. Set the PID B Menu lock-
out to no lockout (ngn &), read only or full lockout (FHL L.

This prompt appears only on controllers with enhanced software
(98_B-_ __ _-_ _ _ ) and with (AL 98] (Global Menu) set to or
(Global Menu) set to (L5 d).

Default
l

lnonE] (FERJ] (FULL
[P .db] [P . db] P .. db]
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InPE

OEPE

ILblL

Factory Menus, Chapter 6

Factory-Panel Lockout

Input Menu

Select the lockout level for the Input Menu. Set the Input Menu lock-
out to no lockout (ngn £], read only or full lockout (FyL L.

This prompt always appears.

Default

l
lnonE] [FEAD] [FULL
Y [(1nPE] Y

Output Menu

Select the lockout level for the Output Menu. Set the Output Menu
lockout to no lockout (ngn ), read only or full lockout [FyL L.

JE PE] This prompt always appears.

Default
l

lnonE] (FERJD] (FULL]
[OEPE] [BePE) [OEPE]

Global Menu

Select the lockout level for the Global Menu. Set the Global Menu lock-
out to no lockout ([ngn &), read only or full lockout (FUL L.

98¢ bt ) This prompt always appears.

Default
!

lnonE] (FERD] (FULL
9Lbl] [9Lbl] [9LbL)
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Factory-Panel Lockout

d A9

6.6

LAL

Communications Menu

Select the lockout level for the Communications Menu. Set the
Communications Menu lockout to no lockout (ngn ], read only or

full lockout (F{L L)

This prompt appears only on controllers equipped with
Communications hardware (98 - - R or 98 - -S ).

Default
d

lnon€] [cEAd] [FULL]
corq (Corm  (CorY

Diagnostics Menu

Select the lockout level for the Diagnostics Menu. Set the Diagnostics
Menu lockout to no lockout (ngn &), read only or full lockout
FULL)

This prompt always appears.

Default
J

lnonE] (FERD] (FULL
d A9 d /A9 d A9

Calibration Menu

Select the lockout level for the Calibration Menu. Set the Calibration
Menu lockout to no lockout (ngn &), read only or full lockout
FULLl

This prompt always appears.

Default

l
lnon€E] [FrEAd] [FULL)
TR ([ £AL) TR
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Factory-Diagnostics
£9) Factory Prompt Enter your settings,
4/P/ from the controller's

EE] Factory Ship Date upper display.

Reaching the Diagnostics Menu

@ Press the Up-arrow @9 and Down-arrow
€ keys together and hold until the
prompt appears in the lower dis-

play. Press and hold again until the
prompt appears in the lower display.

x

Software Revision

Serial Number

Ambient Temperature

Ambient A/D count

f ; f ; B. Ground A/D count
PLOC (AL
Fctyl [Fctdl [Fctd Input 1 A/D count
Panel  Diagnostics Calibration
Lockout Menu Menu
Menu p6.7 p6.13 Input 2 A/D count
p6.2

® Use the Up-arrow @ key to step from Input 1 Module Type

the Panel Lockout Menu (P{ 8] to the

Diagnostics Menu (d ,A9). Input 2 Module Type

Output 1 Module Type

Output 2 Module Type
® Press the Mode key @3 to step through P P

the prompts.

[P0

[__noll YES]

Output 3 Module Type

Output 4 Module Type

Test Display

SRR

£
(gﬁwﬂwﬂwﬂwﬁwﬁwﬁ\gﬁwﬁwﬁwﬂwﬂwﬁwﬁ\gﬁwﬁwﬁﬂv

Test Outputs
o (& | o
f ; f % f % B. Open Loop

@ Press the Up-arrow key @9 or the Down-

arrow key @@ to select one of the prompt
values.

Figure 7 -
The Diagnostics Menu.

In the Diagnostics Menu only the values of
(d ISP). [Eouk])and [§PL P]can be
changed.
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Factory-Diagnostics

iI

JARE

AN16

Factory Ship Date

Shows the date that the final factory control test was performed. The
first two digits represent the week as numbered from (3 /- -]to [§2 - -].
The second two digits represent the year - - 9Y], [- - 9§], etc...

dAt E] This prompt always appears.

Software Revision

Shows the controller’s software revision code when set to [ Y£5]. This
letter should match the software revision code on the cover of the manual
that came with your controller; [ a] and W988-XUMN Rev NOO.

This prompt always appears.

Serial Number

Shows the controller’s serial number. The first two letters in the upper
display are to indicate that the controller is in serial number mode. The
right half of the upper display shows the first two digits of the serial num-
ber. The lower display shows the last four digits of the serial number.

5n34]
618

This is what the controller with the serial number 0988345678 would dis-
play.

(§n - -] This prompt always appears.

Ambient Temperature

Shows the ambient temperature at the Input 1 terminals. The temper-
ature is shown in °F in the form ([§808.8) regardless of the settings of

(dEL 1. [JEL2) [ dFL]or [ L_F|
A1) This prompt always appears.
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Factory-Diagnostics

w ‘ Factory Use Onl
RAcnt y y
9 N d These prompts are used only at the factory.
) Acnt]l 9ndllcnt !l(cnk 2] These prompts always appear.
cnt |
cntl

[ lt .-_’ :] Inputs 1 and 2 Module Types

' t 3 8 Displays which input module is installed in the controller. Please doc-

ument this value before contacting the factory for technical assistance.

Input Types

o No input module

o Thermocouple only module

o Current detect

o Slidewire module

o Universal off

o Universal rtd

J Universal high-gain thermocouple
o Universal low-gain thermocouple
o Universal millivolts

o Universal process

o Event input 2

These prompts always appear.
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Factory-Diagnostics

Dy ! Outputs 1, 2, 3 and 4 Module Types

0 t 3 e Display the controller’s output module. Please document this value
before contacting the factory for technical assistance.

Y3 oupurme

0 t 3 '-I o no output module (A)
o 0.5A solid-state relay (K)
* (65 /5] 0.5A solid-state relay with suppression (B)

e[ dc]switched dc open collector (C)

o form C relay (E)

. form C relay with suppression (D)

o relay A/B (J)

o process output (F)

o voltage/retransmit (N)

o current/retransmit (M)

o power supply (T)

o EIA/TIA-232 communications (R)

] EIA/TIA-485 or EIA/TIA-422 communications (S)
] EIA/TIA-232 or EIA/TIA-485 communications (U)

[OEY 1[0EY2] [0k Y] ([0E YY) These prompts always appear.
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Factory-Diagnostics

Test Displays

Runs a brief test of the controller’s displays and LEDs. To run the test,
scroll through the Diagnostics Menu until is shown in the lower
display. Use the Up-arrow key @9 or Down-arrow key €2 to select

from the upper display and press the mode key @Z3.

The controller will run pattern tests, blink all the LEDs on and off, and
end with the model number in both displays.

This prompt always appears.

Default

l
[ no] [ YES]
(d «SP] (d «SP]

Test Outputs

This prompt tests each output. To run the test, scroll through the
Diagnostics Menu until is shown in the lower display. Use the Up-

arrow key @9 or Down-arrow key @ to select an output (gut /], [out2),
out 3], or [out Y] The LED for that output should light after a second or
two indicating that the output has been successfully energized. Do not
press the mode key &3 to activate the test; it starts automatically when

anything other than is selected.
If any of the LEDs fail to light contact the factory.

This prompt always appears.

Default
l

[ OFF] lout ! louk?l loukd loutY
tout tout tout tout tout
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Factory-Diagnostic

0 P L P Open Loop

Checks the control loop, consisting of the controller output, power
control, heater and sensor. With open loop enabled, the controller moni-
tors the output power level and checks for a change in the process input
value. If the output power is at maximum for a period of time equal to the
reset time and the process input has not changed by at least +5°F, the
controller will switch to manual mode at 0% output power and will
be displayed in the lower display.

To clear this error, enter the Setup Menu and press the display key Ex&3.
To get back into auto mode, press the Auto/Man key &,

0P P This prompt always appears.

Default

2
L OFF] [ _on]
(0PLP (0PLP)
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Factory-Calibration

h
0

g) Diagnostics Prompt Enter your settings,

/from the controller's

upper display.

B
I~

Reaching the Calibration

Menu

® Begin in the Display Loop, and
press the Up-arrow @Y and Down-
arrow 4@ key simultaneously for six
seconds until the Setup Menu [ §E€E),

then the Factory Menu
appear.

® Use the Up-arrow key @9 or Down-
arrow key €@ to step through the
Factory Menu to the Calibration Menu

c

.

CALL
B8, B o
PLOC CAL
FctY FctY FctY
Panel  Diagnostics Calibration @
Lockout Menu Menu
Menu p 6.7 p6.13
p6.2

® Press the Mode key &3 to step
through the prompts.

[ 5,0

;E\;E\;ﬂwﬁwﬁwﬁwﬁ\ﬁ\49\gﬁwﬁwﬁwﬁwﬁwﬁwﬁwﬂ\;EQ

" noll 9ES)

@ Press the Up-arrow key @ or the
Down-arrow key €@ to select one of
the prompt values.

Refer to Calibrating Watlow Process
Controls for information about the
Calibration Menu.

A

CAUTION:

Before attempting to calibrate, make sure
you have the proper equipment called for in
each procedure. The Series 988 is calibrat-
ed and tested before it leaves the factory.
Attempting to calibrate the controller with-
out the proper equipment could result in
damage to property and/or equipment.

MM TR TP

Restore

el BRI R A s e R e B JRE e

8.8.60.068.0/06.06.,06.0./0./0.0.0/0,8.0.0

Figure 13 - N dFL] Default
The Calibration Menu.

Factory Menus, Chapter 6 WATLOW Series 988 User’s Manual 6.13



Factory-Calibration

rSt)

dFlL
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Restore

Restores the original factory calibration values when set to [ Y£5).
This is a simple way to recover from a mistake made while calibrating the

controller.
This prompt always appears.
Default
\2
no YES
[ rS5¢) Cr5¢E)
Default

Set the operating parameter defaults to domestic or international
measures.

°[ J§] (domestic) sets the controller to °F; rate in minutes; proportional
band in degrees or units; and reset in repeats per minute.

e[ 6§ /] (international) sets the controller to °C; derivative in minutes;
proportional band in percent of span; and integral in minutes per repeat.

This prompt always appears.

Default
l

[ uys] [ 81
dFL dFl
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Chapter 7 Tuning, Manual Operation,
Alarms and Error Codes

NOTE:

A useful reference
on tuning is Tuning
of Industrial Control
Systems by Arman-
do B. Corripio, pub-
lished by the
Instrument Society
of America.

NOTE:

Auto-tune cannot be
initiated if is
setto [ onl

Figure 7.1 -
Auto-tuning
example.

Tuning, Manual Operation, Alarms and Error Codes, Chapter 7

Auto-tuning (Heat and/or Cool)

The Series 988 can automatically tune the PID parameters to fit the char-
acteristics of your particular thermal system.
Standard software units (98_A -_ _ _ _-_ _ _ _) have 1 set of PID parame-
ters. Units with enhanced software (98 _B - _ - ) and set
to (Global Menu) have two sets of PID parameters, PID A and PID
B. Only one PID set can be auto-tuned at a time. For information on tun-
ing a cascade system, see Chapter 8.

Before beginning the auto-tune sequence, make sure the parame-
ter located in the Global Menu is at the proper setting. This allows the
user to select the tuning set point as a percentage of the current control
set point. See Chapter 4 for more information on this parameter. The fig-
ure below uses the default setting, 90%, to define the auto-tuning process.

Once the auto-tune sequence has begun, the output 1 and output 2 pro-
portional band is set to O and the control goes into an on/off mode of con-
trol at the set point percentage determined by the parameter. The
displayed set point remains unchanged.

Auto-tuning at a set point of 200°F

auto-tune auto-tune
begins complete
200° 7 - set point

o :
5 180° L. .- f o N\ f
s
g process
aE> 90% of
= 100° | set point

([RE 6P default setting)

Time
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CAUTION:

If a mechanical
relay or contactor is
switching power to
the load, a longer
cycle time may be
desirable to mini-
mize wear on the
mechanical compo-
nents. The typical
life of a mechanical
relay is 100,000
cycles. Verify that
the cycle time
selected is appro-
priate for the output
device type. Failure
to do so could
result in damage to
equipment and/or

property.

7.2 WATLOW Series 988 User’s Manual

When the control finishes “learning” the system, it resumes standard PID
control using the PID values established by the auto-tuning process.
Changing the set point during an auto-tune restarts the auto-tune proce-
dure.

During auto-tuning the process must cross the set point four times within
an 80-minute time span for the Series 988 to successfully complete the
auto-tune. If this does not happen within the 80-minute time limit, the
Series 988 chooses PID values based on the 80-minute tuning cycle per-
formed.

To start auto-tuning:

1. Press the Mode key @3 to advance to the System Menu [ §Y5].
Press the Mode key @3 to advance through the menu until the
prompt appears in the lower display.

2. Use the Up-arrow Y or Down-arrow @ key to select (P ,dA)or (P .db},

Only one PID set can be auto-tuned at a time.

3. Press the Display key E&&. While the control is in the tuning mode
the lower display alternates every second between the normal informa-

tion and the prompt.

4. When tuning is complete, the displays return to their previous state

and reverts to [ OF F). The Series 988 installs the PID tuning

parameters it has calculated and saves them in non-volatile memory.
To abort auto-tuning either reset the prompt to off, press the

Auto/Man key twice, or cycle power off and on. In all cases, aborting
auto-tune restores all values to their state before auto-tuning began.

Manual Tuning

For optimum control performance, tune the Series 988 to your thermal
system. The tuning settings here are for a broad spectrum of applications;
your system may have somewhat different requirements. NOTE: This is a
slow procedure that may take hours to obtain optimum values.

Tune heating outputs at a set point above the ambient process value.
Tune cooling outputs at a set point below the ambient process value.

If your controller is equipped with enhanced software (98_B- _ _ _- _
_ ), the parameters may need to be tuned also. Perform this
procedure on both PID sets, they are functionally identical. The para-
meters within the procedure apply to both output 1 and 2, and PID A

and B.
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1. Apply power to the Series 988 and enter a set point. Begin with
[ Pplsetto] ;[ rElor[ I&]setto[ 0805 rAlor[  dE]
set to[ 800 Ctlsetto[ S50 LAL]setto] O and[ RUE]
setto[ OFF].

2. Proportional Band Adjustment: Gradually increase [ Pg] until the
upper display process value stabilizes at a constant value. The process
value will not be right on set point because the initial reset value is
0.00 repeats per minute. (If issetto[ JJthen[ ),

( £, rA)and[ dE]are inoperative, and the Series 988 func-
tions as a simple on/off control.) The prompt determines the
switching differential value.

3. Reset/Integral Adjustment: Gradually increase [ ~£]or | {&£] until
the upper display process value begins to oscillate or “hunt.” Then
slowly decrease [~ E]or | {£ ) until the upper display stabilizes
again near set point.

4. Cycle Time Adjustment: Set as required. Faster cycle times
sometimes achieve the best system control. See Chapter 8 for more
information on the burst fire feature. However, if a mechanical contac-
tor or solenoid is switching power to the load, a longer cycle time may
be desirable to minimize wear on the mechanical components.
Experiment until the cycle time is consistent with the quality of control
you want. will not appear on units with a process output (98_ _

5. Rate/Derivative Adjustment: Increase|[ ~fjor[ d€Jto0.10
minute. Then raise set point by 20° to 30°F, or 11° to 17°C. Observe the
system’s approach to the set point. If the load process value overshoots
the set point, increase [ ~fJor[ dE]to 0.50 minutes.

Raise the set point by 20° to 30°F, or 11° to 17°C and watch the
approach to the new set point. If you increase[ ~fJor[ dE€]too
much, the approach to set point will be very sluggish. Repeat as neces-
sary until the system rises to the new set point without overshooting or
approaching the set point too slowly.

6. Calibration Offset Adjustment: You may want your system to control
to a process value other than the value coming from the input sensor.
If so, measure the difference between that process value (perhaps at
another point in the system) and the process value showing in the
upper display. Then enter the offset value you want.
Calibration offset adds or subtracts degrees from the value of the input
signal.
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NOTE:

When a sensor
opens, the con-
troller switches
from automatic to
manual operation.

Manual and Automatic Operation

To change from auto to manual operation, press the Auto/Man key
twice.

Manual operation provides open-loop control of the outputs from a range
of -100% to 100% output. The Series 988 allows a negative output value
only when [ Q& !Jor [ & 2] (Output Menu) is set to (cool).
Automatic operation provides closed-loop on/off or PID control. When the
operator transfers from a closed loop to an open loop, the Series 988 sets
the power level to the setting of the parameter. If is set to
the controller retains the power level from the closed-loop control.
When the Series 988 returns to closed-loop control, it restores the previ-
ous set-point process value.

The Auto/Man LED (located on the Auto/Man key §&3) indicates whether
the controller is in automatic or manual operation. When the LED is lit,
the control is in manual operation. When the LED is off, it is in automatic
operation. When the LED flashes, press the key again within five seconds
to complete the change in operation.

o If(FA 1L )is set to (P! §)and the process has stabilized at a power level
less than 75% ( = 5%) for a two-minute period prior to the sensor break,

then the Series 988 switches to manual operation at the last automatic
power level. If these conditions are not met, the output goes to 0% power
(output disabled).

When transferring from automatic to manual operation, the control out-
put, or outputs, remain stable — a bumpless, or smooth, transition. The
lower display changes from the set point to the % output value.

o If is set from [ 408 to [ 1808), the Series 988 switches to man-
ual operation at that percent power.
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Alarms

Changing the Output 3 Alarm Jumper

figured as a Form A (NO and common contact) or Form B (NC and com-
mon contact) alarm. To change the alarm jumper:

If you have model number 98 - -dJd , output 3 can be con-

1. Remove the control from the case. Release the two tabs on one side of
the control, then release the two tabs on the opposite side. You may
need to rock the bezel back and forth several times to release the chas-
sis.

2. Set the jumper to the position you want. See below for jumper location.

-CT —-

_ NC NO
Figure 5 - Contacts Contacts
Alarm jumper (Form B) (Form A)
location.

Controller Chassis - Top View

3. Return the controller chassis to the case. Be sure you have it oriented
correctly. Press firmly, but gently, to seat the chassis.

If you select Form A, the contact is open when power is removed from

the control. If you select Form B, the contact closes when power is
removed.
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Alarms

NOTE:

An alarm display
will be masked by
an error condition
or when the control
is in the Calibration
or Setup menus.

Using Alarms

Output 2, 3, and 4 of the Series 988 can function as alarms. This is
accomplished with the [ g&2), [ & 3)or[ J& Y] prompt (Output Menu). If
[ AL2), [ AL 3)or[ AL Ylis selected, the output is energized in the non-
alarm condition and de-energizes the output in the alarm condition.
Selecting (AL 2n), (AL 3n) or (AL Yn) reverses this action: de-energizing the
output in a non-alarm condition and energizing it in an alarm condition.

If the L2, L3 or L4 LED on the front panel is lit, this indicates an alarm
condition for output 2, 3 or 4 respectively.

Once you've configured the outputs as alarms, enter the Output Menu
again and select the [ 8L 2], [ AL F)or [ AL Y] prompt. At these prompts
you can select the type of alarm: process; deviation; or rate. Each may be
independently set low and high. Choose between (process alarm
input 1), (process alarm input 2), (deviation alarm input
1), [ d€2] (deviation alarm input 2) or (rate alarm referenced to
input 1).

Example: can reference the input 1 process value against the

A2L 0)and (A2H 1] settings, or can reference the input 2 process
value against the (82¢{ 8] and (A2H 1] settings.

A process alarm sets an absolute temperature range or process value
range. When the temperature or process leaves the range an alarm occurs.
A process alarm is not tied to the set point.

Example: If your set point is 100°F and a process alarm high limit is set
to 150°F and the low limit is set to 50°F, the high limit trips at 150°F, and
the low alarm at 50°F. If you change the set point, the process alarm lim-
its remain the same.

A deviation alarm alerts the operator when the process strays too far
from the set point. The operator can enter independent high and low
alarm settings. The reference for the deviation alarm is the set point. Any
change in set point causes a corresponding shift in the deviation alarm.
Low alarms are usually set at a negative deviation while high alarms are a
positive deviation.

Example: If your set point is 100°F, a deviation alarm high limit is set to
+7°F and the low limit is set to -5°F, then the high alarm trips at 107°F,
and the low alarm at 95°F. If you change the set point to 130°F, the
alarms follow the set point and trip at 137°F and 125°F.
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Alarms

A rate alarm alerts the operator when the process monitored by input 1 is
increasing at a rate higher than the alarm high setting ((R2H !, (R3H ! or
) or decreasing at a rate lower than the alarm alarm low setting
((R2L 8], (R3L 8)or(RYL 8)). The rate is sampled once a second.

Alarms can be latching or non-latching. When the alarm condition is
removed, a non-latching alarm automatically clears the alarm output and
alarm message, if one is present. You must manually clear a latching
alarm before it will disappear.

The alarm output is indicated by the corresponding LED on the front
panel: L2; L3; or L4. There may be an alarm message flashing in the lower
display, but if the prompt is set to (Global Menu), no
alarm message is displayed. When an alarm message is displayed, it alter-
nately flashes with the current prompt at a one-second interval in the
lower display.

To clear a latching alarm, first correct the condition then press the
Auto/Man key once.

Alarm silencing is available with all alarms. This function overrides the
alarm on initial power up. On power up, the alarm message will not
appear and the appropriate L2, L3 or L4 LED and output will reflect a
non-alarm condition. Silencing is active until the process has entered the
safe region located between the low- and high-alarm settings. Then devia-
tion outside this safe zone triggers an alarm. If an alarm occurs at this
point, the output can be silenced by pressing the Auto/Man key once,
but the controller still displays the alarm message.
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NOTE:

To view the error
code press the
Auto/Man key
once. The upper dis-
play shows the
error code for five
seconds before
returning to the

- - - -]display.

Figure 8 -
Error code display.

NOTE:

An alarm display
will be masked by
an error condition
or when the control
is in the Calibration
or Setup menus.

Error Code E1 and E2 Messages

Four dashes, [- - - -], in the upper display indicate a Series 988 error. The
control goes into the manual mode and maintains the percent output
selected at the prompt (Global Menu). That value (percent of out-
put) is shown in the lower display.

€2 1: A/D underflow error
The analog-to-digital (A/D) converter of the input indicated by the first

number is under range. An open or reversed polarity sensor is the most
likely cause. Check the sensor. Make sure the input prompt is set to the
correct sensor.

(E2 2 Sensor under-range error

The sensor at the input indicated by the first number generated a value
lower than that allowed for the range of the sensor, or the analog-to-digital
(A/D) converter malfunctioned. Make sure the setting for the input (Input
Menu) matches the sensor type and that the sensor range falls within the
range of the process being controlled.

(E! 3J)[E2 3I): Sensor over-range error

The sensor at the input indicated by the first number generated a value
higher than that allowed for the range of the sensor, or the analog-to-digi-
tal (A/D) converter malfunctioned. Make sure the setting for the input
(Input Menu) matches the sensor type and that the sensor range falls
within the range of the process being controlled.

E2 Y4 A/D overflow error
The analog-to-digital (A/D) converter at the input indicated by the first

number is over range. An open or reversed polarity sensor is the most like-
ly cause. Check the sensor. Make sure the input (Input Menu) is set to the
correct sensor type.

The analog-to-digital (A/D) converter input voltage may be too high to con-
vert an A/D signal.
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Error Codes
(_€r 3 Ambient temperature error

The ambient temperature of the Series 988 has dropped below 32°F/0°C
or risen above 149°F/65°C. Calibration errors can also cause this error

code. Try setting (Calibration Menu) to [ Y€ 5. (Read about
Factory Calibration in Chapter 6.)

[ Er-Y): RAM verification error
An internal RAM failure has occurred. Contact the factory.

[ €5 Non-volatile checksum error
An EEPROM checksum error was detected. Turn the power off then back
on again. If this does not clear the error, contact the factory.

(0P P): Open-loop detect

This error is not available while in the on/off mode. It is only active when

is set to (Diagnostics Menu).
(€~ 9] Configuration error

An incorrect module has been installed in the control. Contact the factory.

Error Code Actions

All of the above error codes except| £E~Y,[ E~Sland[ £~ 9]
will result in these conditions:

o |If is setto (6 PL §) (Global Menu)...
...and the control was in automatic operation when the error
occurred, it goes into manual (% power) operation. If the output power
is less than 75% (x 5%) power and there was a change in power (< 5%)
within the last two minutes, the Series 988 switches to manual opera-
tion at the last automatic power level (bumpless transfer). If the con-
trol was in manual operation, it remains there. (Press the Auto/Man
key once to see the error code.) The error code is shown in the
upper display for five seconds and the lower display shows the %
power. After five seconds the upper display reverts to the [- - - -] dis-

play.

e If the control was operating with stable output values when the error
occurred, it continues to operate at those levels on a percent-power
basis.

o If output values were not stable, or the percent output was greater
than 75%, the control outputs drop to 0% power (off).

o If FA Il ]is not set to (bPLS...

... and the control was in automatic operation when the error
occurred, it goes into manual (% power) operation. The power level is

determined by the prompt value (( 488]to[ {88)] percent).
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To clear an error code...

o If £--)issetto[ Al A), the error code should clear once the prob-
lem is corrected.

o If is set to [ { At correct the problem and cycle power. You

can also clear the error by pressing both the Up-arrow @9 and Down-
arrow @ keys to enter the Setup Menu, then press the Display key

pseaB
Error codes | £-4,[ £-5]and will result in these
conditions:

e The control is in automatic operation with both control outputs off.

e The alarm outputs are in their alarm state (de-energized with the LED
lit).

e The lower display is blank.

e The upper display indicates the error code.

e All keys are inactive.

e With [ £~ 5], all Setup Menu prompts return to default values.

e The above conditions occur regardless of the value, or the set-

NOTE: tings in the Setup and Factory menus.
An alarm display
will be masked by Cycle power to the control. If the error is still present contact the factory.

an error condition
or when the control
is in the Calibration
or Setup menus.
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Chapter 8 General Software

Burst Fire 8.2
Communications 8.4
Dead Band 8.6
Digital Events 8.8
Heater Current 8.10
Input Filter 8.12

Input Linearization 8.14
Ramp to Set Point 8.16
Remote Set Point 8.18
Retransmit 8.20
Slidewire Feedback  8.22
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General Software

/N

CAUTION:

The burst fire fea-
ture only func-
tions with zero-
cross, solid-state
devices. It will not
function correctly
with random-fire
devices. Verify
that the output
switching device
is compatible
before selecting
burst fire. Failure
to follow this
guideline could
result in damage
to equipment.

8.2 WATLOW Series 988 User’s Manual

Burst Fire

Requirements
e This feature only works with zero-cross, solid-state devices. It will not
function correctly with random-fire devices.

e To enable burst fire the Series 988 must have an open collector or solid-
state relay output: controllers with option “B,” “C” or “K” selected for
output 1 (98_ _-_ _* -_ __ _J,output2 (98_ _-__ _*-_ _ _ ), output 3 (98_

_-____-* _Joroutput4 (98_ _-____-* ).
e The time burst is appropriate for fast loads or very tight control. It pro-
vides advantages only for PID control, not for on/off control.

e The short time bases used by burst fire makes it incompatible with the
heater current feature (98_ - 4 - _). The heater current option

requires a minimum of 300 milliseconds on time to get a reading.

e The Series 988 has built in zero-cross detection circuitry, eliminating the
need for external firing circuitry to trigger SCR’s. The controller will not
allow burst fire to be selected if its zero-cross detection circuitry is not
functioning.

e The feature is enabled by selecting burst fire at the cycle time
prompt for the appropriate output in the PID Menu — (L& 1A, (L& 16),
Lt2RJor([LEPL]

e Only the 988 and 989 can use the burst fire feature. The low-voltage
units (986 and 987) cannot use burst firing.

Overview

Variable, time-base burst firing from the Series 988 provides the most
even distribution of power with the lowest level of noise generation (RFI).
An SSR or SCR firing card translates a command signal into a burst of ac
cycles. The output is zero-cross fired, which always allows at least one full
ac cycle to pass within the variable time base. Burst firing is the preferred
mode to control resistive loads.

The Series 988 detects when the ac sine wave of the load will cross the O-
volt point. It uses this information to switch the load on or off only at a O-
volt point, minimizing RFI.

The burst fire time base in the Series 988 varies from a maximum 1.66-
second time base (1-percent output; 1 cycle on, 99 off) down to a 33.3-mil-
lisecond time base (50-percent output; 1 cycle on, 1 off). The graphs on
the next page show how the time base varies with the percent output.
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100% output

General Software

66% output

10 on, O off

50% output

2 on, 1 off

10% output

1 on, 1 off

Figure 8.3a - Sine
waves of burst fire
settings.

1 on, 9 off

Semiconductor Oven
QPAC
with limit temperature
igCI:t) > limit sensor
pu sensor

heated platen
O O 0O O

Figure 8.3b -
Semiconductor
oven with burst fire.

Sample Application

A Series 988 controls a heated platen in a semiconductor oven. Previously
it used a power control requiring a 4-20maA signal to implement burst-fire
control. We have replaced the power control with a Watlow Loyola QPAC
with a QCD card that accepts a signal directly from an open-collector out-
put of the Series 988. This gives smooth control at a lower overall system
cost.
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General Software

Communications

Requirements

Choose which interface your application will use: EIA/TIA-232 serial com-
munications (98_ _-_ _ _ _- R_ ), EIA/TIA-485 or EIA/TIA 232 serial com-
munications (98_ _-_ _ _ _- U_ ), or EIA/TIA-485 or EIA/TIA-422 serial
communications (98_ _-_ _ _ _-_S_ ). The computer must have a compati-

ble serial port or an appropriate converter must be used.

Overview

The serial communications feature allows the Series 988 family to receive
commands from and transmit data to a master device, usually a comput-
er. Any function that can be performed via the front panel, can also be
accomplished using a serial communications port, allowing you to operate
the controller from a computer and to store process data on a computer.
L4 acts as the RX/TX indicator on the front display panel of the 988.

The Series 988 is available with a choice of serial hardware interfaces. An
EIA/TIA-232 interface allows for one master (computer) and one con-
troller, with a maximum network length of 50 feet (15 meters).

The EIA/TIA-485 or EIA/TIA-422 option equips the controller for a multi-
drop interface: up to 32 total network devices with EIA/TIA-485 and up to
10 total network devices with EIA/TIA-422. Each controller will have its
own unique address. The total maximum network length is 4,000 feet
(1,219 meters). All interfaces are isolated.

To select between EIA/TIA-485 or EIA/TIA-422, enter the Setup Menus by
holding the up-arrow @9 and down-arrow €@ keys simultaneously until
setup [ G £ £] appears in the bottom display. Use the up-arrow key to
select the Communications Menu [ §7 7). At the interface prompt
select between | Y22)or|[ 4865

Other parameters that must be configured in the Communications Menu
{807 are the baud rate (5 AU d), data bits and parity [d A& &), protocol

(Prot), and device address (Rddr]. The protocol prompt must be set to
full (ANSI X3.28 2.2-A83) or RTU Modbus if multiple devices are used with

the EIA/TIA-485 or EIA/TIA-422 interface. If the full protocol or RTU
Modbus is selected, a device address must be selected at the address

prompt. For EIA/TIA-232, full or on (XON/XOFF) protocol

may be selected.
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Test Test Test Test Test
Chamber1 Chamber2 Chamber3 Chamber4 Chamber5

personal
computer
with EIA/TIA-422 port

Figure 8.5 - Test

chambers with Sample Application

communications. A test engineer uses Series 988s to control the temperatures of several
automated test chambers. His computer is linked to the controllers
through its EIA/TIA-422 serial communications port. His computer pro-
gram monitors the temperatures of the chambers and initiates automatic
test sequences when certain program parameters are met. After complet-
ing a sequence, the computer loads the next temperature to the controller.
The computer periodically interrogates each controller for its process tem-
perature, set point and alarm status. This information is stored on a disk
to provide test verification data for the completed products.
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Dead Band
Requirements
The dead band feature is standard on any Series 988 controller with two
control outputs. The dead band prompts will appear if the control outputs
A are configured for heat/cool or cool/heat.
WARNING: Overview
If the dead ba!‘\d 1S The dead band prompts, (db6 A]and(db &), located in the PID menus,
set to a negative determine the amount of interaction between heat (reverse acting) and cool
value, the heat (direct acting) control outputs. The dead band directly offsets the target set

and cool outputs
can both be ON at

the same time. With a positive dead band, both control outputs will never be ON at the
same time. With the process in a positive dead band, the output value is
determined by adding the percent heat output to the percent cool output
and only applying the result to the correct output — cooling action if the
sum is negative and heating action if it is positive.

point of the cool control output.
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Figure 8.7a -
Dead band graph.
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Figure 8.7b -
Environmental
chamber with dead
band.

General Software Features, Chapter 8

Sample Application

An engineer for an environmental chamber manufacturer, who is design-
ing the heating and cooling system for a new chamber, wants to minimize
the energy costs of operating the chamber. She has chosen the Series 988
and will configure the heat and cool outputs with a positive dead band.

When the chamber temperature is near ambient the cooling and heating
systems had a tendency to buck one another, resulting in inefficient use of
energy. The engineer started with a dead band of five degrees, but in the
process of tuning the system for optimal control, the setting was reduced
to two degrees. This made the chamber more energy efficient and reduced
wear on the refrigeration system.
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8.8

Digital Events

Requirements

A single digital event input is standard on all controls. A second digital
input is available as an option for input 2 (98_ _-_5_ _-_ _ _ ).
Overview

The digital event input options on the Series 988 controller allow the oper-
ator to select one of several software functions with the close of a cus-
tomer-supplied switch or by a change in dc voltage (See Chapter 2 for volt-
age and wiring information.).

The list below outlines the functions that can be controlled with a digital
event input:

¢ Idle set point lets the operator select a second (idle) set point.
e Turn control outputs off inhibits the control outputs.
e Alarm reset resets alarms from a remote location.

e Switch PID sets selects between PID set A or B (requires
enhanced software, 98_B- - ).

¢ Remote set point switches to remote set points.

¢ Front panel lockout locks out the front panel keys to prevent
tampering.

¢ Control output action switches the control action of outputs 1
and 2 from heating to cooling, or vice versa.

¢ Auto/Manual operation switches to the manual mode of opera-
tion at the percent power selected with (Global Menu) and disables
the Auto/Man key.
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Figure 8.9 - Heater

with digital event. Sample Application
A manufacturing engineer is building an application that needs to switch
to an idle temperature at the end of a batch and maintain that tempera-
ture until the next batch is loaded, with minimum operator interaction.

temperature
sensor

heater
) L TTECRTERTCEERITERTOAER

By connecting an external switch to the digital event input, he can select
either the operating temperature or the idle temperature with the flip of a
switch. The idle set point prompt is enabled by setting the Event Input 1
prompt [ £ , !}, in the Global Menu, to idle set point [ {d§P]. The idle set
point value is accessed by pressing the MODE key @&3 from anywhere in
the display loop. When the switch closes, the lower display will indicate
the idle set point, and the controller will maintain this new set point.
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NOTE:

To obtain a reading,
the output ON-time

must be a minimum
of 0.3 seconds.

NOTE:

The heater current
feature will not
function with burst-
fire outputs.

NOTE:

The heater current
feature will not
function when the
Series 988 has a
process output for
output 1.

NOTE:

Current transformer
(up to 50A), Part
#16-0246)
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Heater Current

Requirements
Choose the heater current option (98_ _-_4_ _-_ _ _ _) for input 2 and an
appropriate current transformer. A current transformer must be ordered

separately.

Output 1 cannot be used as a process output. The heater current feature
monitors only output 1.

Overview

The heater current feature measures and responds to heater current in a
system. This is an ideal method for detecting heater loss in applications
with multiple heaters. The current is measured when output 1 is on. For
instance, if a system has five, 10-amp heaters, the heater current input
measures 50 amps regardless of the percent output.

To view the heater current press the DISPLAY key and advance to the
Process 2 prompt (P~ 2J. The upper display indicates the last valid cur-
rent reading.

The Input 2 prompt under the Input Menu can be set to
current or loop error detect [{ ggP). Current allows you to
monitor heater current and set alarm set points based on high and low
heater current values. Alarms can only be configured as process alarms
(see Alarms, in Chapter 7). Setting to loop error detect ({ g g P) enables
monitoring and alarm functions, and also triggers an error and shuts off
all outputs if current is present with output 1 off or when no current is
present and output 1 power is more than zero.

There are limits associated with this feature:

e To obtain a reading, the output on-time must be a minimum of 0.3
seconds. To calculate this, multiply the percent output by the cycle time
setting. Example: With 30-percent output and a 2.0 second cycle time, the
on-time would be: 0.30 x 2.0 = 0.6 seconds. This would yield a valid
reading. If a valid reading is not possible, the 988 will display the last valid
reading.

e The heater current feature will not function with the cycle time on
output 1 set to (5~ §£]. (This does not apply to output 2, output 3, or
output 4). This does not necessarily apply to the loop error detect feature.
If enabled, any current detected with no output triggers an error.

¢ This feature will not function when the Series 988 has a process output
for output 1 (98_ _-F - _). A known cycle time is required to detect

the current. There is no cycle time associated with process outputs.
The maximum signal the input can accept from the current transformer

secondary is 50mA. So, you must calculate the output range of the cur-
rent transformer before wiring the system.
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Figure 8.11 -
Compression mold- Sample Application
ing press using the The Series 988 controls the lower platen of a compression molding press
heater current fea- that contains five, 10-ampere heaters. A 50A:50mA current transformer is
ture. used to monitor heater current.

Set the Input 2 prompt to current ({ yr ), the Range Low 2 prompt

to 0 and the Range High 2 prompt [ ~H2] to 50. Find the range
high 2 value with the following equation:

range high 2 = _(maximum CT primary current (load current)) x 50mA

(maximum output from CT secondary (input))
The application uses a Watlow current transformer (CT) part# 16-0233,
which has a maximum input of 50 amperes, which corresponds to a maxi-

mum output of 50mA.

range high 2 = (50Amps) x 50mA
50mA

Solving for rH2 gives you 50. This is the range high 2 setting.
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Input Filter

Requirements
This feature is standard on all Series 988 controllers.

Overview

In certain applications the process being measured can be unstable,
NOTE: which makes it difficult to control and also makes the constantly changing
Use this feature display difficult to read. The Series 988 input filter can solve these prob-
with caution, lems by smoothing out just the display or the display and the input signal.
because a large
time constant could You can set a time constant in seconds for a low-pass filter that will, if you
:g’:etsg’swm select a positive value, affect the display only. Select a negative value to fil-

ter the input signal itself.
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Figure 8.13a -
Display readings
with input filtering.
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Figure 8.13b -
Humidity chamber
with input filtering. Sample Application

A Series 988 controls the humidity in an environmental chamber. The rel-
ative humidity (RH) sensor provides a 4-20mA signal over a 0-100% RH
range. The sensor is very sensitive to changes caused by air flow in the
chamber. The turbulence in the chamber makes the controller display
jump two to three percent. To remove this display dithering set the filter
time constant for input 1 to two seconds. This will smooth the dis-
play and provide a more realistic reading.
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Input Linearization

Requirements

The square root extraction feature is standard on any Series 988 con-
troller with universal signal conditioner inputs. The linearization prompt
will appear if a process input is selected with the DIP switches (see
Chapter 1).

Overview

In many flow applications the output signal from a flow transmitter repre-
sents a squared value of the actual flow. The square root must be extract-
ed from the signal to make it useful to the operator. Many flow transmit-
ters offer this feature in the transmitter itself, but this can add significant-
ly to the cost. Using the square root extraction option in the Series 988
controller can save the operator money. The feature is enabled simply by
setting input 1 linearization or input 2 linearization to
square root extraction [rgo & ).
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Figure 8.15a -
Graph of linearized
signal.

Figure 8.15b -
Waste-water treat-
ment with input lin-
earization.

General Software
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Sample Application

A waste water process engineer needs to control the flow of a solution to
be mixed with wastewater to treat it. The transmitter provides a 4-20mA
output without square root extraction. The engineer used the Series 988
with a universal signal conditioner input and a 4-20mA process output to
control the flow. The input signal was linearized using the square root
extraction feature of the 988.

The above system has a flow range of O to 16 gallons per minute. The
range low and range high parameters for input 1 would be set to O and 16
respectively. The input 1 linearization prompt would then be set to
square root extraction [r gg &) You can see from the above graph that
without square root extraction to linearize the signal it would not be use-
ful for controlling the process.
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Ramp To Set Point

Requirements
This feature is standard on all units.

Overview

Ramp to set point enables the Series 988 to ramp the set point at a user-
defined rate. This allows the controller to start up a system or change
between set points at a rate that will not stress the product or system
components. The ramp rate is defined in degrees per minute. Ramp to set
point can be initiated at start up only, or at start up and also on any set
point changes.

When a ramp is initiated, the starting point for the ramp is the current
process value. If the ramp is initiated on start up, the Series 988 looks at
the process value upon power up, and uses that value as the starting
point for the ramp. If a set point change initiates the ramp to set point
function, the controller looks at the process value when the change is
made and uses that value as the starting point for the ramp. If the set
point is changed during a ramp, the process value at the time of the
change becomes the starting point for the new ramp.
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Figure 8.17 -
Muffle furnace with Sample Application
ramp to set point. An engineer needs to control the temperature of a muffle furnace. The fur-

nace set point must be ramped up at a defined rate to prevent stressing
the muffle and other system components. By enabling the ramp to set
point function in the Series 988, the engineer can control the rate at
which the set point will rise. Ramp to set point is enabled in the Global
Menu using the Ramping Function prompt [~ P]. To ramp on start up
only, select start (§& - £]. To ramp on start up and on any set point
changes, select set point (§¢ P£ ). The ramp rate is in degrees per

minute.

For further protection of the system, output 2, 3 or 4 can be configured as
a rate alarm, monitoring the rate of increase or decrease in the process
variable on input 1. The Alarm Low and Alarm High
prompts (The “2” in these examples refers to output 2.) establish the
ramp-down and ramp-up rate set points, respectively, in degrees per
minute.
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Remote Set Point

Requirements

Input 2 must be either a thermocouple (98_ _-_1_ _-__ _ _) or universal
NOTE: signal conditioner (98_ _-_2_ - __ ).
Make sure all input . .
and output To use a Series 988 as a master controller, choose one of the retransmit
impedances are options for output 3 of the master (98_ _-_ _ _ _-M_ _ _ for 0-20mA or 4-
compatible. 20mA; or 98_ _-_ _ _ _-N__ _ for 0-5V= (dc), 1-5V= or 0-10V=).

Overview
NOTE: The remote set point feature allows the Series 988 to use a thermocouple,
Input 1 and 2 are not RTD or process signal at input 2 to establish the set point. This feature
isolated from each gives the Series 988 the ability to have its set point value manipulated by
other. an external source. A common application would use one ramping con-

troller with a set-point retransmit output to ramp multiple controllers
using the remote set point. Or you could use an analog output from a PLC
to send set point values to a Series 988.

You may select between local and remote set points at the front panel,

with an event input, from a remote computer using the communications
feature or from an external switch using an event input.
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zone 1
Master

Figure 8.19 - . .
Zone heating with Sample Application
remote set point. An engineer has a machine with eight independent zones of heat. He

wants to change set points on all zones without having to adjust each con-
trol individually. This can be achieved using a Series 988 with a 0-5V=
(dc) retransmit output as the master controller. The seven remote 988s
will use the 0-5V= (dc) signal on input 2 as a remote set point. When the
set point is changed on the master controller, the retransmit output
changes the set points of the seven remote controllers. By enabling the
ramp to set point feature in the master controller, all eight zones are
ramped up to set point at a user-defined rate on power up.

The retransmit output from the master Series 988 is set so that OV= (dc)
represents O°F and 5V= (dc) represents 800°F. On the remote controllers,
set the input 2 DIP switch to the position for the 0-5, 1-5, 0-10V= (dc)
process input. In the Input Menu, under the Input 2 prompt [ {n2),
select 0-5. The Remote Set Point prompt should be set to ON

and decimal 2 set to 0. The range low 2 and the
range high 2 parameters will establish the scaling for the remote
set point input. Range low 2 should be set to O and range high 2
should be set to 800. To operate a specific zone ten degrees hotter
than the others, increase the range low 2 to 10 and the range high
2 to 810.

With remote set point enabled and local selected under the
Local-remote prompt in the System Menu, the set point is adjusted
using the up-arrow and down-arrow keys. Selecting remote under
the Local-remote prompt [ { -], disables the up-arrow and down-arrow
keys, allowing the set point value to be manipulated by the input 2 signal.
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NOTE:

Enhanced software
is not required for
this feature.

Retransmit

Requirements

Output 3 is used for the retransmit option. Choose either a milliamp (98_
-____-M__ Joravoltage (98_ _-_ _ _ _-N_ _ _) signal. Select the output

;ange in the Output Menu.

Overview

The retransmit feature can be used to transmit an analog signal repre-
senting the value of either input process variable or the target set point
variable. The retransmit signal is factory configured as either a milliamp
(98__-__ __-M___)oravoltage (98_ _-_ _ _ _-N__ _) signal. In choosing
the type of retransmit signal the operator must take into account the
input impedance of the device to be retransmitted to and the required sig-

nal type, either voltage or milliamps.

Typically applications might use the retransmit option to record one of the
variables with a chart recorder or to generate a set point for other controls
in a multi-zone application (see page 8.19).
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Figure 8.21 - . .
Heat-treat oven with Sample Applications
retransmit. A Series 988 is being used to control the temperature of a heat-treat oven.

The temperature of the process must be recorded on a chart recorder. The
oven temperature range stays between 600° and 900° F. The chart
recorder requires a 4-20mA signal.

In the Output Menu (£ PE] set analog output (Rgu £ to [P ) to tag the

input 1 process value as the parameter to be retransmitted. Set retransmit
low limit to 600 to set the low range for the retransmit signal to
600. Set retransmit high limit to 900 to set the high range for the
retransmit signal to 900. Set retransmit calibrate offset to 0,
assuming there is no calibration offset required.

The retransmit output will be 4mA until the oven temperature is greater

than 600 degrees F, at which point the signal will increase with tempera-
ture to 20mA at 900° F and will not exceed 20mA.
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Slidewire Feedback

Requirements

A slidewire configuration uses at least two inputs and two control out-
NOTE: puts. Input 2 can only be selected as a slidewire input (98_ _-_3_ _-_ _ _ ).
Outputs must be
compatible with the Overview
slidewire valve actu- The Series 988 can control the position of a valve with a slidewire feed-
ators. back position indicator. The controller senses the resistance of the

slidewire and compares it to the range low and range high settings to
determine the valve position. The controller compares this to the percent
output and takes action to match the two by opening or closing the valve.

Set the hunt parameter to limit valve hunting. The value is set for
the percent of output (0.0 to 100.0). When the valve is within this dead
band, a change in output greater than half the hunt parameter is required
to trigger action. Output 1 responds to “close” commands and output 2
responds to “open” commands.
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Figure 8.23 - ..
Gas-fired furnace Sample Application
with slidewire feed- A Series 988 controls the gas valve for a gas-fired furnace to heat treat
back. large metal parts. First the controller must be “married” to the slidewire

feedback from the valve actuator. To do this, first set the Input 2 prompt
to slidewire (§¢ ,d). Advance to the Learn Low Resistance prompt
(L r nl]. Close the valve manually to the minimum resistance reading from
the slidewire. Select in the upper display and press the Mode key
@ to advance to the Learn High Resistance prompt [{ » nH]. Manually
open the valve (maximum slidewire resistance). Select in the upper
display and press the Mode key 3. At this point both the high and low
resistance values have been learned and stored in the range low 2 and
range high 2 parameters.

You can also manually set the range low and range high values. From the
slidewire specifications, determine the low and high resistance values and

enter these at the Range Low and Range High prompts.

Once the control is operating, adjust the hunt parameter, to mini-
mize valve oscillations. The hunt parameter sets up a dead band on both
sides of the current valve position. The desired valve position is then com-
pared to the actual position. If the difference is greater than the one-half of
the hunt value, the Series 988 repositions the valve to achieve the temper-
ature set point. Once repositioning is complete, the dead band is recalcu-
lated for the new valve position.
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Glossary, A - L

annunciator — A visual display that uses pilot lights to
indicate the former or existing condition of several items in
a system.

bumpless transfer — A smooth transition from auto
(closed loop) to manual (open loop) operation. The control
output(s) does not change during the transfer.

burst fire — A power control method that repeatedly turns
on and off full ac cycles. Also called zero-cross fire, it
switches close to the zero-voltage point of the ac sine wave.
Variable-time-base burst fire selectively holds or transits
ac cycles to achieve the desired power level.

calibration offset — An adjustment to eliminate the dif-
ference between the indicated value and the actual process
value.

cascade — Control algorithm in which the output of one
control loop provides the set point for another loop. The
second loop, in turn, determines the control action.

closed loop — A control system that uses a sensor to
measure a process variable and makes decisions based on
that feedback.

cold junction — See junction, cold.

cold junction compensation — Electronic means to com-
pensate for the effective temperature at the cold junction.

current transformer — A transformer designed for mea-
suring electrical current.

dead band — The range through which a variation of the
input produces no noticeable change in the output. In the
dead band, specific conditions can be placed on control
output actions. Operators select the dead band. It is usu-
ally above the heating proportional band and below the
cooling proportional band.

default parameters — The programmed instructions that
are permanently stored in the microprocessor software.

derivative — The rate of change in a process variable.
Also known as rate. See PID.

Deutsche Industrial Norm (DIN) — A set of technical, sci-
entific and dimensional standards developed in Germany.
Many DIN standards have worldwide recognition.

DIN — See Deutsche Industrial Norm.

droop — In proportional controllers, the difference
between set point and actual value after the system stabi-
lizes.

duty cycle — The percentage of a cycle time in which the
output is on.

external signal conditioner power supply — A dc voltage
source that powers external devices.

filter —

digital filter (DF) — A filter that slows the
response of a system when inputs change unrealistically
or too fast. Equivalent to a standard resistor-capacitor

A.2 WATLOW Series 988 User’s Manual

(RC) filter.

digital adaptive filter — A filter that rejects high
frequency input signal noise (noise spikes).

heat/cool output filter — A filter that slows the
change in the response of the heat or cool output. The out-
put responds to a step change by going to approximately
2 /3 its final value within the number of scans that are set.

form A — A single-pole, single-throw relay that uses only
the normally open (NO) and common contacts. These con-
tacts close when the relay coil is energized. They open
when power is removed from the coil.

form B — A single-pole, single-throw relay that uses only
the normally closed (NC) and common contacts. These
contacts open when the relay coil is energized. They close
when power is removed from the coil.

form C — A single-pole, double-throw relay that uses the
normally open (NO), normally closed (NC) and common
contacts. The operator can choose to wire for a Form A or
Form B contact.

hunting — Oscillation of process temperature between the
set point and the process variable.

hysteresis — A change in the process variable required to
re-energize the control or alarm output. Sometimes called
switching differential.

integral — Control action that automatically eliminates
offset, or droop, between set point and actual process tem-
perature. See reset, automatic.

isolation — Electrical separation of sensor from high volt-
age circuitry. Allows use of grounded or ungrounded sens-
ing element.

Joint Industrial Standards (JIS) — A Japanese agency
that establishes and maintains standards for equipment
and components. Also known as JISC (Japanese Industrial
Standards Committee), its function is similar to Germany’s
Deutsche Industrial Norm (DIN).

JIS — Joint Industrial Standards.

junction — The point where two dissimilar metal conduc-
tors join to form a thermocouple.

cold junction — Connection point between ther-
mocouple metals and the electronic instrument. See refer-
ence junction.

grounded junction — Type of thermocouple
probe in which the hot, or measuring junction, is an inte-
gral part of the sheath material. No electrical isolation is
provided.

isolated junction — A form of thermocouple
probe construction in which the measuring junction is
fully enclosed in a protective sheath and electrically isolat-
ed from it. Commonly called an ungrounded junction.

reference junction — The junction in a thermo-
couple circuit held at a stable, known temperature (cold
junction). Standard reference temperature is 32°F (0°C).

thermocouple junction — The point where the
two dissimilar metal conductors join. In a typical thermo-
couple circuit, there is a measuring junction and a refer-
ence junction. See reference junction.

ungrounded junction — See isolated junction.
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linearization, square root — The extraction of a linear
signal from a nonlinear signal corresponding to the mea-
sured flow from a flow transmitter. Also called square root
extraction.

Modbus (RTU) — Remote Terminal Unit.

NEMA 4X — A NEMA specification for determining resis-
tance to moisture infiltration. This rating certifies the con-
troller as washable and corrosion resistant.

on/off — A method of control that turns the output full on
until set point is reached, and then off until the process
error exceeds the hysteresis.

open loop — A control system with no sensory feedback.

output — Control signal action in response to the differ-
ence between set point and process variable.

overshoot — The amount by which a process variable
exceeds the set point before it stabilizes.

P control — Proportioning control.

PD control — Proportioning control with derivative (rate)
action.

PDR control — Proportional derivative control with manu-
al reset, used in fast responding systems where the reset
causes instabilities. With PDR control, an operator can
enter a manual reset value that eliminates droop in the
system.

PI control — Proportioning control with integral (automat-
ic reset) action.

PID — Proportional, integral, derivative. A control mode
with three functions: proportional action dampens the sys-
tem response, integral corrects for droop, and derivative
prevents overshoot and undershoot.

process variable — The parameter that is controlled or
measured. Typical examples are temperature, relative
humidity, pressure, flow, fluid level, events, etc. The high
process variable is the highest value of the process range,
expressed in engineering units. The low process variable is
the lowest value of the process range.

proportional band (PB) — A range in which the propor-
tioning function of the control is active. Expressed in
units, degrees or percent of span. See PID.

proportional control — A control using only the P (pro-
portional) value of PID control.

rate band — A range in which the rate function of a con-
troller is active. Expressed in multiples of the proportional
band. See PID.

ratio — A method by which the controller measures the
flow of an uncontrolled variable and uses a proportion of it
to control the flow of a second variable.

reference junction — See junction.

reset — Control action that automatically eliminates off-
set, or droop, between set point and actual process tem-
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Glossary, M - Z
perature. Also see integral.

automatic reset — The integral function of a PI
or PID temperature controller that adjusts the process
temperature to the set point after the system stabilizes.
The inverse of integral.

automatic power reset — A feature in latching
limit controls that does not recognize power outage as a
limit condition. When power is restored, the output is re-
energized automatically, as long as the temperature is
within limits.

manual reset — 1) A feature on a limit control
that requires human intervention to return the limit to
normal operation after a limit condition has occurred. 2)
The adjustment of a proportional control to raise the pro-
portional band to compensate for droop.

no key reset — A method for resetting the con-
troller’'s memory (for instance, after an EPROM change).

resistance temperature detector (RTD) — A sensor that
uses the resistance temperature characteristic to measure
temperature. There are two basic types of RTDs: the wire
RTD, which is usually made of platinum, and the thermis-
tor, which is made of a semiconductor material. The wire
RTD is a positive temperature coefficient sensor only,
while the thermistor can have either a negative or positive
temperature coefficient.

retransmit output — An analog output signal that may
be scaled to represent the process value or set point value.

RTD — See resistance temperature detector.

slidewire feedback — A method of controlling the position
of a valve. It uses a potentiometer to vary resistance and
indicate position of the valve.

switching sensitivity — In on/off control, the tempera-
ture change necessary to change the output from full on to
full off. See hysteresis.

thermal system — A regulated environment that consists
of a heat source, heat transfer medium or load, sensing
device and a control instrument.

thermocouple (t/c) — A temperature sensing device
made by joining two dissimilar metals. This junction pro-
duces an electrical voltage in proportion to the difference
in temperature between the hot junction (sensing junction)
and the leadwire connection to the instrument (cold junc-
tion).

thermocouple break protection — The ability of a con-
trol to detect a break in the thermocouple circuit and take
a predetermined action.

three-mode control — Proportioning control with integral
(reset) and derivative (rate). Also see PID.

time proportioning control — A method of controlling
power by varying the on/off duty cycle of an output. This
variance is proportional to the difference between the set
point and the actual process temperature.

zero cross — Action that provides output switching only
at or near the zero-voltage crossing points of the ac sine
wave. See burst fire.

zero switching — See zero cross.
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Control Mode

e Dual input, quad output, optional retransmit of set
point or process variable.

* Programmable direct and reverse acting control out-
puts.

* One-step auto-tuning.

Operator Interface

e Local/remote set point capability.

e Dual, 4-digit LED displays: upper, 0.4” (10mm); lower,
0.3” (8mm).

¢ Mode, Auto/Man, Display, Up and Down keys.

Input

¢ Contact input for software function select.

* TypeJ, K, T, N, C(W5),, D(W3),, E, R, S, B, Pt 2,
thermocouple, 1° or 0.1° RTD.

e 0-50mV= (dc), 0-20mA, 4-20mA, 0-5V= (dc), 1-5V=
(dc), 0-10V= (dc) process.

e Slidewire, digital event input or heater current options.

* Sensor break protection de-energizes control output to
protect system or selectable bumpless transfer to
manual operation. Latching or non-latching.

e °F or °C display or process units, user selectable.

Sensor Ranges

J t/c: 32 to 1500°F or 0 to 816°C
K t/c: -328 to 2500°F or -200 to 1371°C
T t/c: -328 to 750°F or -200 to 399°C
N t/c: 32 to 2372°F or 0 to 1300°C
R t/c: 32 to 3200°F or 0 to 1760°C
Stlc: 32 to 3200°F or 0 to 1760°C
B t/c: 1598 to 3300°F or 870 to 1816°C
E t/c: -328 to 1470°F or -200 to 799°C

C t/c (W5),: 32 to 4200°F or 0 to 2316°C
D t/c (W3),: 32 to 4200°F or 0 to 2316°C
Pt 2,: 32 to 2543°F or 0 to 1395°C
1°RTD (JIS): -328 to 1166°F or -200 to 630°C
1°RTD (DIN): -328 to 1472°F or -200 to 800°C
0.1°RTD

(JIS and DIN):-99.9 to 999.9°F or -73.3 to 537.7°C
0-5V= (dc): -999 to 9999

1-5V= (dc): -999 to 9999

0-10V= (dc): -999 to 9999

0-20mA: -999 to 9999
4-20mA: -999 to 9999
0-50mV= (dc):-999 to 9999
Slidewire: 100 to 1200Q
Current: 0 to 50A

Potentiometer: 0 to 1200Q

Output Options

¢ Solid-state relay, 0.5A @ 24V~ (ac) min., 253V~ (ac)
max., opto-isolated, burst fire. With or without contact
suppression.

¢ Open collector: Max. voltage 42V= (dc), max. current
1A.

¢ Switched dc signal: Min. turn-on voltage of 3V= (dc)
into min. 500Q load; max. On voltage not greater than
32V= (dc) into an infinite load, isolated.

* Electromechanical relay;, Form C, 5A @ 120/240V~
(ac), 6A @ 28V= (dc), 1/8 hp. @ 120V~ (ac) or
125VA @ 120V~ (ac). With or without contact sup-
pression. Off-state output impedance with RC sup-
pression is 20kQ.
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e Process, 0-20mA, 4-20mA into 800Q2 maximum, O-
5V= (dc), 1-5V= (dc) or 0-10V= (dc) into 1kQ mini-
mumy, reverse acting, isolated.

e Electromechanical relay, Form A/B, 5A @ 120/240V~
(ac), 6A @ 28V= (dc), 1/8 hp. @ 120V~ (ac) or
125VA @ 120V~ (ac). Without contact suppression.

e External transmitter power supply, 5V 5% @ 30mA,
12V £5% @ 30mA or 20V +5% @ 30mA.

e EIA/TIA-232 communications or EIA/TIA-485, EIA/TIA-
422 communications, opto-isolated.

Accuracy

e Calibration accuracy and sensor conformity: + 0.1% of
span, 1 LSD, 77°F + 5°F (25°C + 3°C) ambient and
rated line voltage +10%.

e Accuracy span: 1000°F (540°C) minimum.

e Temperature stability: + 0.2°F/°F (0.1°C/°C) change in
ambient.

* Voltage stability: + 0.01% of span /% of rated line volt-
age.

Agency Approvals

e Ml and W& to UL873, File #43684

e CE: 89/336/EEC Electromagnetic Compatibility
Directive.

EN 61326 Industrial Immunity, Class A Emissions.

e 73/23/EEC Low-Voltage Directive.

EN 61010-1: 1993 Safety.

* |P65/NEMA 4X

Terminals

e #6 compression universal head screws (tighten to 5
inch/pounds maximum), accepts 20-14 gauge wire.

Line Voltage/Power

* 100 to 240V~ 4 (ac) +10%/-15%, 50/60Hz, + 5%.

e 2410 28V= 4 (ac/dc) +10%/-15%, 50/60Hz, +5%.

e 16VA maximum.

e Fused internally (factory replaceable only) Slo-Blo®
type (time-lag): 2A, 250V for high-voltage versions;
5A, 250V for low-voltage versions.

* Non-volatile memory retains data if power fails.

Operating Environment

e 32to 149°F (0 to 65°C), 0 to 90% RH, non-condens-
ing.

Storage Temperature

e -40to 185°F (-40 to 85°C).

Mechanical

* 1/8 DIN panel mount, NEMA 4X (IP65 equivalent) front
panel.

e Overall width x height x depth:

horizontal - 4.03" x 2.18" x 4.74"
(102mm x 55mm x 120mm);
vertical - 2.18" x 4.03" x 4.74"
(55mm x 102mm x 120mm).

¢ Depth behind panel; 4.06" (103mm).

e Weight: less than or equal to 14.00z (0.40kQ).

Sample/Update Rates

1 input: 10Hz.

2 inputs: 5Hz.

Retransmit: 1Hz.

Remote set point: 1Hz.

PID: 10Hz.

Outputs: 10Hz.

Display: 2Hz.

Alarm Outputs: 1 Hz

Resolution

e Inputs: 16 bits.

e Qutputs: 12 bits.

1 Electromechanical relays are warranted for 100,000 clo-
sures only. Solid-state switching devices are recom-
mended for applications requiring fast cycle times or
extended service life.

2 Not an ANSI symbol.
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TOTAL

CUSTOMER
SATISFACTION

3YeurWarranty

Warranty

Warranty/Returns

Returns

The Watlow Series 988 is warranted to be free of
defects in material and workmanship for 36 months
after delivery to the first purchaser for use, providing
that the units have not been misapplied. Since
Watlow has no control over their use, and some-
times misuse, we cannot guarantee against failure.
Watlow's obligations hereunder, at Watlow's option,
are limited to replacement, repair or refund of pur-
chase price, and parts which upon examination
prove to be defective within the warranty period
specified. This warranty does not apply to damage
resulting from transportation, alteration, misuse or
abuse.

Watlow Winona

Watlow Winona is a division of Watlow Electric Mfg.
Co., St. Louis, Missouri, a manufacturer of industrial
electric heating products since 1922. Watlow begins
with a full set of specifications and completes an
industrial product that is manufactured totally in-
house, in the U.S.A. Watlow products include elec-
tric heaters, sensors, controls and switching
devices. The Winona operation has been designing
solid state electronic control devices since 1962,
and has earned the reputation as an excellent sup-
plier to original equipment manufacturers. These
OEMs depend upon Watlow Winona to provide
compatibly engineered controls which they can
incorporate into their products with confidence.
Watlow Winona resides in a 100,000-square-foot
marketing, engineering and manufacturing facility in
Winona, Minnesota.

Appendix

1. Call Watlow Customer Service, (507) 454-5300,
for a Return Material Authorization (RMA) num-
ber before returning any item for repair. We
need this information:
¢ Ship to address
e Contact name * Phone number
¢ Ship via e Your P.O. number

Symptoms and/or special instructions

Name and phone number of person returning

the material.

¢ Bill to address

2. Prior approval and an RMA number, from the
Customer Service Department, is needed when
returning any unused product for credit. Make
sure the RMA number is on the outside of the
carton, and on all paperwork returned. Ship on
a Freight Prepaid basis.

3. After we receive your return, we will examine it
and determine the cause for your action.

4. In cases of manufacturing defect, we will enter
a repair order, replacement order, or issue cred-
it for material. A 20-percent restocking charge is
applied for all returned stock controls and
accessories.

5. If the unit is unrepairable, it will be returned to

you with a letter of explanation. Repair costs will
not exceed 50 percent of the original cost.

Shipping Claims

When you receive your Watlow control, examine the
package for any signs of external damage it may
have sustained enroute. If there is apparent dam-
age either outside the box or to its contents, make a
claim with the shipper immediately. Save the origi-
nal shipping carton and packing material.
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Index a-h

%OUT LED 3.1
0-5V= (dc) process wiring
input 1 2.8
input 2 2.9
output 1 2.12
output 2 2.13
0-10V= (dc) process wiring
input 1 2.8
input 2 2.9
output 1 2.12
output 2 2.13
0-20mA process wiring
input 1 2.8
input 2 2.9
output 1 2.12
output 2 2.13
0-50mV (high impedance) wiring
input 1 2.8
input 2 2.9
1-5V= (dc) process wiring
input 1 2.8
input 2 2.9
output 1 2.12
output 2 2.13
4-20mA process wiring
input 1 2.8
input 2 2.9
output 1 2.12
output 2 2.13

A

access to panel back 2.2
ac output wiring
output 1 2.12
output 2 2.13
output 3 2.14
output 4 2.15
address 4.46
alarm
deviation 7.6
process 7.6
rate 7.7
alarm 2 4.23
alarm 2 high 5.5
alarm 2 low 5.4
alarm 2 side 4.23

B

baud rate 4.45, 8.4
brackets 2.1 - 2.3
bumpless transfer 4.35, 7.4
burst fire 8.1 - 8.3, A.2

C

calibration curve, RTD 2 4.14

calibration manual ii

Calibration Menu 6.13 - 6.14
lockout 6.6

calibration offset A.2

calibration offset 1 4.6

calibration offset 2 4.14

calibration offset adjustment 7.3

cascade control A.2

cascade action 4.37

cautions iii

Celsius 4.35

clearing error codes 7.10

closed loop A.2

cold junction A.2

communications 8.4 - 8.5

Communications Menu 4.44 - 4.48, 8.4

lockout 6.6
compression molding press 8.11
consumer feedback iii
controller chassis, removing 1.1, 7.5
controlling output action 8.8
control outputs off 8.8
control type 4.36
crossover process value 4.39
crossover set point value 4.39
current 8.10
current transformer 8.11, A.2
current transformer input 2.10
current transformer wiring 2.10
cycle time

output 1 5.13

output 2 5.16
cycle time adjustment 7.3

D

data bits & parity 4.45, 8.4

DIP switch setting
input 1.2
lockout 1.4
output 1.3

display 6.11

Display Key 3.1

Display Loop 3.2

displays 3.1

documentation, maintaining ii, 6.9

Down-arrow Key 3.1

droop A.2

dual in-line package (DIP) switches 1.1 -

1.4
duty cycle A.2

E

environmental chamber 8.7
error code messages 7.8
error code results 7.10
error codes, clearing 7.10
error latching 4.36
event input 1 4.40
event input 1 Status 5.4
event input 1 wiring 2.11
event input 2 4.40
event input 2 status 5.4
event input 2 wiring 2.10
external signal conditioner
power supply A.2
power supply DIPs 1.3
power supply wiring
output 2 2.13
output 3 2.14
output 4 2.15

F

Factory Menus 6.1 - 6.14

factory ship date 6.8

failure mode 4.35

Fahrenheit 4.35

feedback iii

filter time constants 8.12 - 8.13
input 1 4.7
input 2 4.15

form A 7.5, A.2

alarm 3 4.25 data communications ii, 2.15, 4.1, 8.4 formB 7.5, A.2

alarm 3 high 5.6 Data Communications with the Watlow form C A2

alarm 3 low 5.5 Series 988 Family of Controllers ii, front panel 3.1

alarm 3 side 4.26 2.15, 4.1, 4.44 front panel lockout 6.3, 8.8
alarm 4 4.28 date 6.3

alarm 4 high 5.7

alarm 4 low 5.6

alarm 4 side 4.29

alarm display, masked 7.6
alarm high 5.2

alarm jumper, changing 7.5
alarm low 5.2

alarm reset 8.8

alarms 7.5-7.7

alarms, latching 7.7
alarms, non-latching 7.7
alarm silencing 7.7
algorithm 4.38

ambient temperature 6.3
analog output 4.31
annunciator 4.41, A.2
Auto/Manual key 3.1, 7.4
Auto/Manual LED 3.1, 7.4
auto/manual operation 7.4, 8.8
automatic operation 7.4
auto-tune 5.7

auto-tune set point 4.42
auto-tuning 7.1

dead band 5.16, 8.6 - 8.7
sample application 8.7
decimal 1 4.4
decimal 2 4.11
decimal point, location of 4.3, 4.35
Declaration of Conformity A.12
default 6.14, A.2
derivative A.2
output 1 5.12
output 2 5.15
deviation alarm 7.6
device address 8.4
DEV LED (set point deviation) 3.1
Diagnostics Menu 6.7 - 6.12
lockout 6.6
digital event input options 8.8 - 8.9
digital event wiring
input1 2.11
input2 2.11
dimensions 2.1
DIN A.2
DIP switch functions 1.1 - 1.4
DIP switch locations 1.1 - 1.4
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G

gas-fired furnace 8.23
Global Menu 4.34 - 4.43
lockout 6.5
Glossary A.2 - A.3
ground loops 2.4 - 2.5

H

heater with digital event 8.9
heater current 8.10 - 8.11
heat-treat oven 8.21

high power limit 4.42
humidity chamber 8.13
hunt 4.16, 8.22, 8.23
hunting A.2

hysteresis A.2

hysteresis 1 4.20
hysteresis 2 4.22
hysteresis 3 4.26
hysteresis 4 4.29
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I

idle set point 5.3, 8.8

input 1 4.3 -4.8

input 1 wiring 2.8
0-5V= (dc) process 2.8
0-10V= (dc) process 2.8
0-20mA process 2.8
0-50mV (high impedance) 2.8
1-5V= (dc) process 2.8
4-20mA process 2.8
RTD (2- or 3-wire) 2.8
thermocouple 2.8

input 2 4.9 -4.16

input 2 wiring 2.9 - 2.10
0-5V= (dc) process 2.9
0-10V= (dc) process 2.9
0-20mA process 2.9
0-50mV (high impedance) 2.9
1-5V= (dc) process 2.9
4-20mA process 2.9
current transformer input 2.10
digital event input 2 2.10
potentiometer input 2.10
RTD (2- or 3-wire) 2.9
slidewire feedback 2.10
thermocouple 2.9

input DIP switches 1.2
0-5V 1.2
0-10V 1.2
0-20mA 1.2
0-50mV 1.2
0-50mV (high impedance) 1.2
1-5 1.2
4-20mA 1.2
RTD 1.2
thermocouple 1.2

input filter 8.12 - 8.13

input linearization 8.14 - 8.15

Input Menu 4.2 - 4.17
lockout 6.5

input module 6.9

input ranges (tables)
input1 4.5-4.6
input 2 4.12

input-to-output isolation 2.4, 2.13 - 2.15

installation 2.1 - 2.3

integral A.2
output 1 5.11
output 2 5.14

interface type 4.47

isolation 2.4, A.2

J

JIS A2
jumper location 7.5
junctions A.2

K

keys 3.1

L

L1 (output 1) 3.1

L2 (output 2) 3.1

L3 (output 3) 3.1

L4 (output 4) 3.1
latching 2 4.24
latching 3 4.27
latching 4 4.30
latching alarm 7.7
learn high range 4.13
learn low range 4.13

Appendix

linearization A.2

linearization, input 8.14 - 8.15
linearization 1 4.8
linearization 2 4.15
local-remote 5.8

locating DIP switches 1.1 - 1.4
Lockout, Panel Menu 6.2 - 6.6
lockout DIP switch 1.4
lockout level, setting 6.2 - 6.6
loop error detect 8.10

lower display 3.1

low power limit 4.41

M

maintaining documentation ii, 6.9
manual operation 7.4

manual tuning 7.2

mechanical relay 7.2

menu lockout 6.2 - 6.6

Mode Key 3.1, 8.23

Modbus 8.4

module types 6.9 - 6.10
mounting 2.1 - 2.3

muffle furnace 8.17

N

National Electric Code (NEC) 2.4, 2.6, 2.7
NEMA 4X seal 2.3, A.2

non-latching alarm 7.7

notes iii

(0]

on/off control A.2
Operation Menus 5.1 - 5.16
operation parameters, manual tuning 7.2
open loop 6.12, A.2
ordering information A.5
output A.2
output 1 4.19
output 1 wiring 2.12
0-5V= (dc) process 2.12
0-10V= (dc) process 2.12
0-20mA process 2.12
1-5V= (dc) process 2.12
4-20mA process 2.12
ac outputs 2.12
switched dc, open collector 2.12
output 2 4.21
output 2 wiring 2.13
0-5V= (dc) process 2.13
0-10V= (dc) process 2.13
0-20mA process 2.13
1-5V= (dc) process 2.13
4-20mA process 2.13
ac outputs 2.13

external transmitter power supply 2.13

switched dc, open collector 2.13
output 3 4.25
output 3 wiring 2.14

ac outputs 2.14

external transmitter power supply 2.14

process retransmit 2.14
switched dc, open collector 2.14
output 4 4.28
output 4 wiring 2.15
ac outputs 2.15

external transmitter power supply 2.15

switched dc, open collector 2.15
output configurations

output 1 (control) 3.1

output 2 (control or alarm) 3.1

Index h-r

output 3 (alarm or retransmit) 3.1

output 4 (alarm or communications) 3.1

output DIP switches 1.3
Output Menu 4.18 - 4.33
lockout 6.5
output module types 6.10
output power supply
output 2 2.13
output 3 2.14
output 4 2.15
overriding alarms 7.7
overshoot A.3

P

P control A.3
panel back access 2.2
panel cutouts 2.1 - 2.2
Panel Lockout Menu 6.2 - 6.6
PD control A.3
PDR control A.3
PI control A.3
PID 2 crossover selection 4.38
PID control A.3
PID A Menu 5.9 - 5.16
PID B Menu 5.9 - 5.16
PID Menu lockout 6.4
PID parameters 7.1
PID sets, switching 8.8
PLOC Menu 6.2
potentiometer wiring 2.10
power supply (see external signal conditioner)
DIP switches 1.3
output 2 2.13
output 3 2.14
output 4 2.15
power wiring 2.4
process variable A.3
process 1 4.20
process 2 4.21
process 3 4.31
process alarm 7.6
process retransmit wiring 2.14
process value, 8.16
proportional band A.3
output 1 5.10
output 2 5.13
proportional band adjustment 7.3
proportioning control A.3
protocol type 4.46, 8.4

g, R
ramping function 4.43, 8.16
ramp rate 4.43, 8.16
ramp to set point 8.16 - 8.17
range high 1 4.5-4.6
range high 2 4.11 - 4.12
range low 1 4.5 - 4.6
range low 2 4.11 - 4.12
rate
output 1 5.12
output 2 5.15
rate alarm 7.7, 8.17
rate band A.3
rate/derivative adjustment 7.3
ratio control A.3
reference junction A.2
relay, mechanical 7.2
release tabs 1.1, 2.2 -2.3, 7.5
remote set point 4.10, 8.8, 8.18 - 8.19
removing controller chassis 1.1, 2.2 - 2.3,
7.5
reset
output 1 5.11
output 2 5.14
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Index r-z

reset/integral adjustment 7.3
restore 6.14
retransmit 8.20 - 8.21, A.3

retransmit calibration offset 4.33

retransmit high limit 4.32
retransmit low limit 4.32
RTD A.3
RTD calibration curve 1 4.7
RTD calibration curve 2 4.14
RTD input 2.5
RTD wiring

input 1 2.8

input 2 2.9
RTU Modbus 8.4

S

safety practices 2.4, 2.6, 2.7
semiconductor oven 8.3
sensor installation 2.5
sensor type
input 1 4.3
input 2 4.9 - 4.10
serial number 6.8
set point, in tuning 7.2 - 7.3
set point, ramp to 8.16 - 8.17
set point 1 3.2
set point 2 5.1, 5.3
set point 2 control 4.22
setting DIP switches 1.1 - 1.4
input 1.2
lockout 1.4
output 1.3
Setup Menus 4.1 - 4.48
shipping claims A.5
silencing 2 4.24
silencing 3 4.27
silencing 4 4.30
silencing alarms 7.7

slidewire feedback 8.22 - 8.23, A.3

slidewire feedback wiring 2.10
slidewire hysteresis 4.16
software filter 1 4.7

software filter 2 4.15

software revision 6.8
specifications A.4

square root extraction (linearization,
square root) 8.14 - 8.15, A.2

storing data 8.4 - 8.5

switched dc, open collector wiring

output 1 2.12
output 2 2.13
output 3 2.14
output 4 2.15
switching sensitivity A.3
System Menu 5.1 - 5.8
lockout 6.4

T

technical assistance iii, 6.10

temperature limit control protection 2.6
terminal designation stickers 2.4

test chambers

wih communications 8.5
test displays 6.11
test output 6.11
thermal system A.3
thermocouple 2.5, A.3

thermocouple break protection A.3

thermocouple wiring
input 1 2.8
input 2 2.9

three-mode control A.3
time constant, filter
input 1 4.7
input 2 4.15
time proportioning control A.3
tuning
automatic 7.1 - 7.2
manual 7.2 -7.4
settings 7.2 -7.3
Tuning of Industrial Control Systems 7.1

U

Up-arrow Key 3.1
upper display 3.1
using manual ii - iii

V, W

warnings iii

warranty A.5

waste-water treatment 8.15

wiring 2.1, 2.4 - 2.15
event input 1 2.11
event input 2 2.10
input 1 2.8
input2 2.9-2.10
output 1 2.12
output 2 2.13
output 3 2.14
output 4 2.15

wiring example 2.6

wiring safety 2.4, 2.6, 2.7

X, Y Z

zero switching A.3
zone heating 8.19
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Prompt Index

[----](error) 7.8
A

(alarm 2 high) 5.5, 8.17
[A2L 0 (alarm 2 low) 5.4, 8.17
(A265d] (alarm 2 side) 4.23

(alarm 3 high) 5.6

(alarm 3 low) 5.5

(alarm 3 side) 4.26
(AYH 1) (alarm 4 high) 5.7

(RYL 8 (alarm 4 low) 5.6

(alarm 4 side) 4.29
(retransmit calibration offset) 4.33
(control output action) 8.8
Addr] (device address) 4.46
(AL 2] (alarm 2) 4.23

8L 2n)(alarm 2 reverse) 7.6
(alarm 3) 4.25

(alarm 3 reverse) 7.6
(ALY (alarm 4) 4.28

(AL Yn| (alarm 4 reverse) 7.6

(AL 90) (algorithm) 4.38

(alarm reset) 8.8
(ambient temperature) 6.8
(Anun] (annunciator) 4.41

(Ao ut] (analog output) 4.31

[ Ar H] (retransmit high limit) 4.32
(retransmit low limit) 4.32
(auto-tune set point) 4.42, 7.1
("AUE] (auto-tune) 5.7,7.2

B

(6AUJ] (baud rate) 4.45

(alarm 3 trigger) 4.26
(bumpless transfer) 4.35
(burst fire) 8.2

C

L _F)(Celsius_Fahrenheit) 4.35
(£ AL ((calibration lockout) 6.6
[ LAL](Calibration Menu) 6.13
(calibration offset 1) 4.6
(calibration offset 2) 4.14
(CnEL] (control type) 4.36
(£8P 1) (Communications lockout) 6.6
(€877 (Communications Menu) 4.44, 8.4
(cascade action) 4.37
(cascade control) 4.36

(CE 18R] (cycle time, output 1, PID A) 5.13, 8.2
[CE 6] (cycle time, output 1, PID B) 5.13, 8.2
(cycle time, output 2, PID A) 5.16, 8.2
(cycle time, output 2, PID B) 5.16, 8.2

(current) 8.10, 8.11

D

(dAE A (data bits & parity) 4.45, 8.4

([dAE E] (factory ship date) 6.8

[ db](dead band) 5.16

(dead band PID A) 5.16, 8.6

([db &) (dead band PID B) 5.16, 8.6
dE 1] (deviation alarm input 1) 7.6

[ dE2] (deviation alarm input 2) 7.6

(derivative, output 1, PID A) 5.12

(derivative, output 1, PID B) 5.12

(derivative, output 2, PID A) 5.15

(dE 26 (derivative, output 2, PID B) 5.15
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[dEL 1) (decimal 1) 4.4

[dEL2) (decimal 2) 4.11

~ dF{](default) 6.14

d 1A 9] (Diagnostics Menu) 6.7
[d +A9) (diagnostics lockout) 6.6
[d «FF] (differential) 4.36

[ d +r] (direct action) 4.37

[d 15 P) (test displays) 6.11
[dUPL] (duplex) 4.38

E

(A/D underflow error) 7.8
(EZ2 1] (A/D underflow error) 7.8

[E 1 2] (sensor under-range error) 7.8
E2 2 (sensor under-range error) 7.8
£ 13 (sensor over-range error) 7.8
[E2 3] (sensor over-range error) 7.8
[E I 4] (A/D overflow error) 7.8

(EZ 4] (A/D overflow error) 7.8

~ € . 1) (eventinput 1) 4.40

[E /1G] (eventinput 1 status) 5.4

[ € /2] (eventinput 2) 4.40 - 4.41
(event input 2 status) 5.4

[ €~ 3] (ambient temperature error) 7.9
~ £~ Y] (RAM identification error) 7.9
£~ 5 (non-volatile checksum error) 7.9
[ €~ 9 (configuration error) 7.9

(error latching) 4.36

F

[FA i) (failure mode) 4.35
FEr 1) (software filter 1) 4.7
F £ 2] (software filter 2) 4.15
[FULL](full) 4.46,8.4

G

(9L 5L (Global Menu) 4.34
(8L 6] (global lockout) 6.5

H

[H +9H)] (alarm 3 trigger) 4.26
[ H +P] (high power limit) 4.42
(hunt) 4.16, 8.22, 8.23
[HYG ] (hysteresis 1) 4.20
[HY52) (hysteresis 2) 4.22
[HY6 3] (hysteresis 3) 4.26
[HYGY] (hysteresis 4) 4.29

[1d5P)] (idle set point) 5.3, 8.8

(input 1) 4.3-4.4

[ 1n2 (input2) 4.9

[1aPE] (Input Menu) 4.2

“InPE] (input lockout) 6.5

[1nEF] (interface type) 4.47

[1& 1A) (integral, output 1, PID A) 5.11
(integral, output 1, PID B) 5.11
[1£2A) (integral, output 2, PID A) 5.14
£ 25] (integral, output 2, PID B) 5.14
[+&Y ! (input 1 module type) 6.9

[+ £Y2] (input 2 module type) 6.9

J, K, L

[ L AE] (latching) 4.36

(latching 2) 4.24
(latching 3) 4.27
(latching 4) 4.30

l.l
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(L +n ! (input 1 linearization) 4.8, 8.14, 8.15
(L +n 2] (input 2 linearization) 4.15, 8.14
(front panel lockout) 6.3, 8.8

(L oP] (low power limit) 4.41

(L oo P)] (loop error detect) 8.10

(L 8L J] (alarm 3 trigger) 4.26

(local-remote) 5.8

(learn high) 4.13, 8.23
(Lral](learnlow) 4.13,8.23

M, N
N 70d] (Modbus) 4.46
n L A] (non-latching) 4.36

(none) 4.38
(normal) 4.36

o)

(control outputs off) 8.8
[ onl](on) 84,8.19
(Operation Menus) 5.1 -5.16
(open loop) 6.12,7.9
(8t 1) (output 1) 4.19
([ 8E2] (output 2) 4.21

Ot 3] (output 3) 4.25
[ Ot Y] (output 4) 4.28
(OE PE] (output lockout) 6.5
(EPE] (Output Menu) 4.18
(8 Y ] (output 1 module type) 6.10
(0&Y92] (output 2 module type) 6.10
(output 3 module type) 6.10
(output 4 module type) 6.10

P

(proportional band, output 1, PID A) 5.10
(proportional band, output 1, PID B) 5.10
(P& 2A) (proportional band, output 2, PID A) 5.13
(Pb256] (proportional band, output 2, PID B) 5.13
(switch PID sets) 4.38, 8.8

(PID 2 crossover selection) 4.38

(P .dA)(PID A Menu) 5.3

(P .db) (PID B Menu) 5.3

[P 1dA] (PID A lockout) 6.4

[P .db] (PID B lockout) 6.4

(Panel Lockout Menu) 6.1 -6.6

(P~ 2] (input 2 process ) 3.2, 8.10

(Prc 1] (process 1) 4.20

[Prc 2] (process 2) 4.21

(process 3) 4.31

(crossover process value) 4.39

[Pr o] (protocol type) 4.46, 8.4

Q,R
~ A 18] (rate, output 1, PID A) 5.12
(r A 15] (rate, output 1, PID B) 5.12
(rate, output 2, PID A) 5.15
(rate, output 2, PID B) 5.15
(ramp rate) 4.43
(rAE /] (ratio) 4.36
(r € 18] (reset, output 1, Pid A) 5.11
(reset, output 1, PID B) 5.11
(reset, output 2, PID A) 5.14
(reset, output 2, PID B) 5.14

r~ EY) (reverse action) 4.37
[ ~H ! (range high 1) 45-4.6
(range high 2) 4.11 -4.12, 8.11
(range low 1) 4.5-4.6
[ ~L 2] (range low 2) 4.11-4.12,8.11
(r 00 £] (square root extraction) 8.14, 8.15
[~ P](ramping function) 4.43, 8.17
(remote set point) 4.10, 8.8, 8.19
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[~ S¢&](restore) 6.14
(RTD calibration curve 1) 4.7
(RTD calibration curve 2) 4.14

S

[ GEE] (Setup Menu) 4.1
(slidewire hysteresis) 4.16
(silencing 2) 4.24
(silencing 3) 4.27
(silencing 4) 4.30

(6L . d] (slidewire) 8.23

[ Sn](serial number) 6.8
(software revision) 6.8

[ 6P2](set point2) 5.3

(set point 2 control) 4.22
(GEPE] (set point) 8.17

(GE PE] (crossover set point value) 4.39
(SE - E](start) 8.17

[ 6Y5] (system lockout) 6.4
(System Menu) 5.2

TUVWXY,Z

(Eout] (test outputs) 6.11
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Menu Overview

Display Loop Press @ to exit —[ 7 |—-[ P2z ][ wsr ]~ - =]~ h
(Lower Display) any menu and Set point 1, Process input 2 Inner Loop DEVLEDon % OUTLEDon  Process units
reach the Display sotpontor (cascate on)
Loop at any time. Frato value
Operation Menus TSPz () Set point 2 Press @3 to advance to the Operation

Figure A.10 -
The Series 988 Map. ..
| (SyS)  (System)
r; () :Event input 1 status
: () Event input 2 status
() _A/arm 2 low
. ) JAlarm 2 high
NO.TE. () Alarm 3 low
This is a complete () _Alarm 3 high
listing of all Series ) Avarm 4 low
() Alarm 4 high
988 prompts. ) Auto-tune
()

Local-remote

Not all prompts will
appear on your con-

1dSP_ (

) Idle set point menus. Outputs are still active.
. OPEr () Operation
1

T PDA) (PIDA) " (PIDB) (PIDB)
- . ) .
y PP1A () Output 1 proportional band A "; Pbib () Output 1 proportional band B
', E1A () Output 1 reset A ' E1b () Oul
H . : Output 1 reset B
. A () Output 1 integral A = Ittb () Output 1 integral B
v : .
| AR () Output 1 rate A "I rAtb () Output 1 rate B
" 9E1A () Output 1 derivative A ", dEtb () Output 1 derivative B
. Ct1A () Output 1 cycle time A i
@ g ( )_ 7o Y ’ @ F Gtib () Output 1 cycle time B
. Pb2A .Output 2 proportional band A . Pb2b () Output 2 proportional band B
'
y rE2A hOutputZryesetA :: €20 () Output 2 reset B
1 1A ( )putputhregralA 1 t2b () Output 2 integral B
rA2A - () Output 2 rate A A2 ()
1 K P Output 2 rate B
': dE2A () Output 2 derivative A '. dE2b () Output 2 derivative B
II Ct2A () Output 2 cycle time A II Ct2b () Output 2 cycle time B
'. dbA () Dead band A '.dbb () Dead band B

trol. They are
dependent on your

configuration and Setup Menus

Press @9 and €2 for 3 seconds to enter
the Setup menus. Outputs are disabled.

Setup [set_ )

« ArH Retransmit high limit

model number. o N b .ot
) (input) y  (OPY)  (Output) (glbl)  (Global) : (COM)  (Communications)
- . - .
- H - bAUd
It (), Input 1 A ot (), Output 1 .CF ( )_Ce/ciusiFahrenheilm . AR ; :_gaudfte o pari
', dEC1 ()_Decimal place 1 &t Pret (), Process 1 " FAIL () Failure mode E O ata bits and parity
) :: W1 () Range low 1 g HYS1 () Hysteresis 1 "B ) . Erorlatching Y z;odlr ( ). :;Ztro:sosl type
To navigate: Tt ()] Range high 1 Jo2 O)ouput 2 "ol () Controltype o adess
P t t ': CAL1 () _Calibration offset 1 = Pre2 (1) Process 2 ". CSAC () Cascade action nleriace type
ress O return :I 1 ( )IFITD calibration curve 1 o HYS2 (), Hysteresis 2 @ . ALGO () Control algorithm
to the Display Loop 1 Rt (), input 1 software filter R ; ;-C""”"’ set point 2 " Pid2 () PID2crossoverselection
. = Li i izati . AL2 Al 2 - .
from any |Ocat|0n and F Lint : ;_/npur 1 linearization ¥ sa )IAI:::Zslde . Proc () Crossover process value
. In2 Input 2 J ' - ) ;
: . . StPt () Crossover setpoint value
to advance through @3 7§ s  );Remote set poit e Lahing for dlarm 2 “ o () Eventiput
i ! i ", sik2 () Silence alarm 2 r Eil .
dEC2 (), Decimal place 2 B - .
1 . pl Y
the Display Loop. L ) o e o8 ().upur 5 e () Eventinpui2
-! He () Range high 2 . A3 () Alarm 3 =+ Anun( ) ,Annunciator
- ) A3Sd . LoP () Lowpowerlimit
PreSS c or D to L Ll (). Learn range low @ J () Alarm 3 side o -0 14 m
- y . HYS3 () Hysteresis 3 - HP () Highpowerlimit
bet th | LtmH (), Learn range high = LHy: - . )
move petween the ' L LA () Latching for alarm 3 . atsp (), Auto-tune setpoint
1 CAL2 () Calibration offset 2 | ' -
menus. %, nd2 () RTD calibration curve 2 A sits () silence alarm 3 s () Ramping function
Ill F2 () Input 2 software filter K o () output 4 iAtE () Ramp rate
', Lin2 () Input 2 linearization 1 AL () aarm 4
Press @3 to ", Hunt () Siidewire dead band 1 2489 ) ararm 4 side
v e . HYS4 () p is 4
advance through a SHyS () Slidewire inner H JHysteresis
hysteresis ;A (), Latching for alarm 4
menu. . SIL4 () _Silence alarm 4
It
Aout () Analog output
. . Pre3 () Process 3
Hold @ while AL () Retransmit low limit
)
()

pressing @Y to
move backwards

ACAL Retransmit cal. offset

through the menus. Factory Menus

At the S_El: prompt, press @9 and €23 another

|
Press @9 or £3 to -

F“"”y D 3 seconds to enter the Factory menus.
1 1

select pbrompt values (PLOC) :(PaneILackaur) '’ (diAg) ' (Diagnostics) .; (AL *(Calibration) i

. - . . . - = b380 ()

P P . Loc () Front Panel lockout . dAE () Factory ship date '; A50 () =" btou ()
. . - ]

| S¥8 (), System menu lockout | SOFt () Software revision oA ( )' = bou ¢ )l

': Pida () PIDA menu lockout ': Sn (). Serial number © Oy S eon ()

NOTE' . Pido (), PIDB menu lockout F AMb () Ambient temperature '; AOH ( )I '.- baA ()

. . B InPt (), Input menu lockout K Acnt () Ambient A/D count L A2 () " bou )'

The controller will 2 or (), output meno lockout (D 9 () Ground A/D count Ats () = b0 ()

. glbL () Global menu lockout .ontt () Input 1 A/D count asso () - .

K . H . 14 )

not default back to ; COM (1) Communications menu lockout yent2 () Input 2 AD count At0U () S 120 )-

normal dlsplay ': diAg () Diagnostics menu lockout ' ityt () Input 1 module AU (3 - o ).

. . '. CAL () Calibration menu lockout ': iy2 () : Input 2 module A 1

while in the Factory ¥ ou1 ()" Oulput 1 mode peon () Lo ()

Menu. All outputs "oy () Output 2 module - j ; RN j ;
A A v " Output 3 module . '

are disabled while o oue () Oup a100 () 20 (f

. . . Otya () Output 4 module - .

in this menu. % ase () Testdisplays oS0 () Y20 ()

'I tout () Test output @ boo () : sto (),

', opp () Open loop boH ). - 3HE( ),

b20 () ., 1St () Restore factory values
b15 () S OdFL ()
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'Electromechanical relays
warranted for 100,000 clo-
sures only. Solid-state
switching devices recom-
mended for applications
requiring fast cycle times or
extended service life.

2A Current Transformer input
cannot be used in conjunc-
tion with a process output
installed on output 1.

Slo-Blo® is a registered
trademark of Littelfuse, Inc.

User documentation may be
available in French,
German, Spanish, Italian
and Dutch, as well as
English. Check Watlow’s
web site (www.watlow.com/)
for availability. Specify lan-
guage and quantity at time
of order.

Appendix

Ordering Information

Model Number
(1658)

To order, complete the code number to the right with the information below:

98 __ - -

Series 988: a single-channel, temperature/process controller, L]
1 analog input, 1 digital input, 1 analog or digital input, 4 outputs.

Power Supply & Mounting
24 to 28V= (ac/dc) nominal, vertical mounting

24 to 28V= (ac/dc) nominal, horizontal mounting
100 to 240V = (ac/dc) nominal vertical mounting
100 to 240V = (ac/dc) nominal horizontal mounting

7
8
9
Software
A
B

= Standard
= Enhanced (Includes cascade, ratio, |
duplex, dual PID set)
Input 1
Thermocouple only (Excluding Type B, R, and S)

2 Universal signal conditioner
Input 2
0 = None
1 = Thermocouple only (Excluding Type B, R, and S)
2 = Universal signal conditioner
3 = Slidewire feedback
4 = Current transformer?
5 = Digital contact event (One digital event is standard on all units)
Output 1
B = Solid-state relay, Form A, 0.5A, with RC suppression (NO & C)
C = Switched dc or open collector, isolated
D = Electromechanical relay', Form C, 5A with RC suppression
E = Electromechanical relay', Form C, 5A without contact suppression
F = Universal process, 0-5V= (dc), 1-5V= (dc), 0-10V= (dc),
0-20mA, 4-20mA, isolated
K = Solid-state relay, Form A, 0.5A, without contact suppression (NO & C)
Output 2
A = None
B = Solid-state relay, Form A, 0.5A, with RC suppression (NO & C)
C = Switched dc or open collector, isolated
D = Electromechanical relay', Form C, 5A with RC suppression (NO, NC & C)
E = Electromechanical relay', Form C, 5A without contact suppression (NO, NC & C)
F = Universal process 0-5V= (dc), 1-5V= (dc), 0-10V= (dc),

0-20mA, 4-20mA, isolated
Solid-state relay, Form A, 0.5A, without contact suppression (NO & C)
External signal conditioner power supply, 5, 12 or 20V= (dc) @ 30mA

ut3
None
Solid-state relay, Form A, 0.5A, with RC suppression (NO & C)
Switched dc, isolated
Electromechanical relay’, Form A or B, 5A without contact suppression (NO or NC)
Solid-state relay, Form A, 0.5A without contact suppression (NO & C)
Retransmit, 0-20mA, 4-20mA
Retransmit, 0-5V= (dc), 1-5V= (dc), 0-10V= (dc)
External signal conditioner power supply, 5, 12 or 20V= (dc) @ 30mA

ut4
None
Solid-state relay, Form A, 0.5A, with RC suppression (NO & C)
Switched dc or open collector, isolated
Electromechanical relay’, Form C, 5A with RC suppression (NO, NC & C)
Electromechanical relay', Form C, 5A without contact suppression (NO, NC & C)
Solid-state relay, Form A, 0.5A without contact suppression (NO & C)
EIA/TIA-232 communications, opto-isolated
EIA/TIA-485 / EIA/TIA-422 communications, opto-isolated
External signal conditioner power supply, 5, 12 or 20V= (dc) @ 30mA
EIA/TIA-485 / EIA/TIA-232 communications, opto-isolated

ut

L | 1 I [ 1 II'U

ut

L | ([ | O VN T B [ @ ]

CHOITAMOOW>»QO 1ZZX-O0W>»Q 41X

Display

GG = Green/Green displays RR =  Red/Red displays

GR = Green/Red displays XX = Custom overlays or default settings
RG = Red/Green displays
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Declaration of Conformity
Series 986, 987, 988, 989

WATLOW Winona, Inc. c E
1241 Bundy Boulevard
Winona, Minnesota 55987 USA

Declares that the following product: English
Designation: Series 986, 987, 988 or 989
Model Number(s): 98(6, 7, 8 or 9)(Any letter) — (1 or 2)(0, 1, 2, 3, 4 or
5)(B,C,D, E,ForK)(A,B,C,D,E,F,KorT)— (A,
B,C,J,K,M,NorT)A,B,C,D,E, K R,S, TorU)

(Any two letters)

Temperature control, Installation Category I,
Pollution degree 2

Rated Voltage: 100 to 240 V~ (ac) or 24 to 28 V= (ac or dc)
Rated Frequency: 50 or 60 Hz

Rated Power Consumption: 16 VA maximum

Classification:

Meets the essential requirements of the following European Union Directives by using
the relevant standards show below to indicate compliance.

89/336/EEC Electromagnetic Compatibility Directive
EN 61326:1997 With A1:1998 — Electrical equipment for measurement, control and
laboratory use — EMC requirements (Industrial Immunity, Class A Emissions).
EN 61000-4-2:1996 With A1, 1998 — Electrostatic Discharge Immunity
EN 61000-4-3:1997 — Radiated Field Immunity
EN 61000-4-4:1995 — Electrical Fast-Transient / Burst Immunity
EN 61000-4-5:1995 With A1, 1996 — Surge Immunity
EN 61000-4-6:1996 — Conducted Immunity
EN 61000-4-11:1994 Voltage Dips, Short Interruptions and Voltage Variations Immunity
EN 61000-3-2:1995 With A1-3:1999 — Harmonic Current Emissions
EN 61000-3-3:1995 With A1:1998 — Voltage Fluctuations and Flicker

73/23/EEC Low-Voltage Directive

EN 61010-1:1993 With A1:1995 Safety Requirements of electrical equipment for
measurement, control and laboratory use. Part 1: General requirements

déclare que le produit suivant :
Désignation :
Numéros de modeles :

Francais
Séries 986, 987, 988 ou 989
98(6, 7, 8 ou 9)(lettre quelconque) — (1 ou 2)(0, 1,
2,3,40u5)B,C,D,E FouK)A B,C,D,E,FK
ouT)-(A,B,C,J,K,M,NouT)(A,B,C,D,EK,
R, S, T ou U) (deux lettres quelconques)
Régulation de température, Catégorie d’installation
I, Degré de pollution 2
Tension nominale : 100 2240 V~ (c.a)ou 24 a28 V = (c.a ou c.c)
Fréquence nominale : 50 ou 60 Hz
Consommation d’alimentation nominale : 16 VA maximum

Classification :

Répond aux normes essentielles des directives suivantes de I'Union européenne en
utilisant les standards normalisés ci-dessous qui expliquent les normes auxquelles
répondre :

Directive 89/336/CEE sur la compatibilité électromagnétique
EN 61326:1997 avec A1 :1998 — Matériel électrique destiné a I’étalonnage, au
contrdle et a I'utilisation en laboratoire — Exigences CEM (Immunité indus-
trielle, Emissions de catégorie A).
EN 61000-4-2:1996 Avec A1, 1998 — Immunité aux décharges électrostatiques
EN 61000-4-3:1997 — Immunité aux champs de radiation
EN 61000-4-4:1995 — Immunité contre les surtensions électriques rapides/ Rafale
EN 61000-4-5:1995 avec A1, 1996 — Immunité contre les surtensions
EN 61000-4-6:1996 — Immunité conduite
EN 61000-4-11:1994 Immunité contre les écarts de tension, interruptions courtes
et variations de tension
EN 61000-3-2:1995 avec A1-3 :1999 — Emissions de courant harmoniques
EN 61000-3-3:1995 avec A1 :1998 — Fluctuations et vacillements de tension

Directive 73/23/CEE sur les basses tensions

EN 61010-1:1993 avec A1 :1995 Normes de sécurité du matériel électrique
pour la mesure, le controle et I'utilisation en laboratoire. 1ére partie :
Conditions générales

(2222)

Erklart, dass das folgende Produkt: Deutsch

Bezeichnung: Serie 986, 987, 988 oder 989

Modell-Nummern: 98(6, 7, 8 oder 9)(beliebiger Buchstabe) — (1 oder
2)(0, 1, 2, 3, 4 oder 5)(B, C, D, E, F oder K)(A, B, C,
D, E, F,KoderT) - (A, B, C, J, K, M, N oder T)(A,
B,C, D, E, K, R, S, T oder U)(2 beliebige
Buchstaben)
Temperaturregler, Installationskategorie Il
Verschmutzungsgrad 2

Klassifikation:

Nennspannung: 100 bis 240 V~ (ac) oder 24 bis 28 V = (AC oder DC)
Nennfrequenz: 50 oder 60 Hz
Nennstromverbrauch: Max. 16 VA

Erfillt die wichtigsten Normen der folgenden Anweisung(en) der Europaischen Union
unter Verwendung des wichtigsten Abschnitts bzw. der wichtigsten Abschnitte die
unten zur Befolgung aufgezeigt werden.

89/336/EEC Elektromagnetische Kompatibilitédtsrichtlinie
EN 61326:1997 mit A1:1998 — Elektrisches Gerat fiir Messung, Kontrolle und
Laborgebrauch — EMV-Anforderungen (Storfestigkeit Industriebereich, Klasse
A Emissionen)
EN 61000-4-2:1996 mit A1, 1998 — Storfestigkeit gegen elektronische Entladung
EN 61000-4-3:1997 — Storfestigkeit gegen Strahlungsfelder
EN 61000-4-4:1995 — Stérfestigkeit gegen schnelle StoBe/Burst
EN 61000-4-5:1995 mit A1, 1996 — Storfestigkeit gegen Uberspannung
EN 61000-4-6:1996 — Geleitete Storfestigkeit
EN 61000-4-11:1994 Storfestigkeit gegen Spannungsabfall, kurze
Unterbrechungen und Spannungsschwankungen
EN 61000-3-2:1995 mit A1-3:1999 — Harmonische Stromemissionen
EN 61000-3-3:1995 mit A1:1998 — Spannungsfluktationen und Flimmern
EN 61000-3-3: 1995 Grenzen der Spannungsschwankungen und Flimmern

73/23/EEC Niederspannungsrichtlinie

EN 61010-1:1993 mit A1:1995 Sicherheitsanforderungen fiir elektrische
Gerate fiir Messungen, Kontrolle und Laborgebrauch. Teil 1: Allgemeine
Anforderungen

Declara que el producto siguiente:
Designacion: Serie 986, 987, 988 0 989
Numeros de modelo: 98(6, 7, 8 0 9)(Cualquier letra) — (1 0 2)(0, 1, 2, 3, 4
05)(B,C,D,E,FoK)(A B, C,D,E F,KoT)-(A
B,C,J,K, M,NoT)AB,CDEKR,STo
U)(Cualquier combinacién de dos letras)
Control de temperatura, Categoria de instalacion I,
Grado de contaminacion 2
Tensién nominal: 100 a 240 V~ (CA) 024 a 28 V =<(CA o CD)
Frecuencia nominal: 50 0 60 Hz
Consumo nominal de energia: 16 VA maximo

Espaniol

Clasificacion:

Cumple con los requisitos esenciales de las siguientes Directrices de la Unién
Europea mediante el uso de las normas aplicables que se muestran a continuacién
para indicar su conformidad.

89/336/EEC Directriz de compatibilidad electromagnética
EN 61326:1997 CON A1:1998.— Equipo eléctrico para medicion, control y uso
en laboratorio — Requisitos EMC (Inmunidad industrial, Emisiones Clase A).
EN 61000-4-2:1996 con A1, 1988 — Inmunidad a descarga electrostatica
EN 61000-4-3:1997 — Inmunidad a campo radiado
EN 61000-4-4:1995 — Inmunidad a incremento repentino/rapidas fluctuaciones
eléctricas transitorias
EN 61000-4-5:1995 con A1, 1996 — Inmunidad a picos de voltaje o corriente
EN 61000-4-6:1996 — Inmunidad por conduccién
EN 61000-4-11:1994 Inmunidad a caidas de voltaje, variaciones y pequefas
interrupciones de voltaje
EN 61000-3-2:1995 con A1-3:1999 — Emisiones de corriente arménica
EN 61000-3-3:1995 con A1:1998 — Fluctuaciones de voltaje y centelleo.

73/23/EEC Directriz de bajo voltaje

EN 61010-1:1993 con A1:1995 Requisitos de seguridad de equipo eléctric
para medicion, control y uso en laboratorio. Parte 1: Requisitos generales

Winona, Minnesota, USA
Place of Issue

Jim Boigenzahn
Name of Authorized Representative

January 2002
Date of Issue

General Manager
Title of Authorized Representative

I""--. i
-\._I_.-' _il":ﬁ":'."v.l i

Signature of Autho_Hzed Representative

A.12 WATLOW Series 988 User’'s Manual

Appendix



How to Reac

TOTAL

CUSTOMER
SATISFACTION

3 YearWarranty

Quality and
Mission
Statement:

Watlow Winona will be
the world’s best
supplier of industrial
temperature control
products, services, and
systems by exceeding
our customers’,
employees’, and
shareholders’
expectations.

 Us

Your Authorized Watlow Distributor:

United States (headquarters):

Watlow Electric Manufacturing Company

12001 Lackland Road

St. Louis, Missouri USA 63146
Telephone: +1 (314) 878-4600
Fax: +1 (314) 878-6814

Europe:

Watlow GmbH

Industriegebiet Heidig
Lauchwasenstr. 1, Postfach 1165,
Kronau 76709 Germany
Telephone: +49 7253-9400 0
Fax: +49 7253-9400 44

Watlow France S.A.R.L.

Immeuble Somag, 16 Rue Ampere,
Cergy Pontoise CEDEX 95307 France
Telephone: +33 (1) 3073-2425

Fax: +33 (1) 3073-2875

Watlow ltaly S.R.L.

Via Meucci 14

20094 Corsico Ml

Italy

Telephone: +39 (02) 4588841
Fax: +39 (02) 458-69954

Watlow Limited

Robey Close, Linby Industrial Estate,
Linby Nottingham England, NG15 8AA
Telephone: +44 (0) 115 9640777

Fax: +44 (0) 115 9640071

Latin America:

Watlow de México

Av. Fundicion #5,

Col. Parques Industriales,
Querétaro, Qro. México CP-76130
Telephone: +52 (442) 217-6235
Fax: +52 (442) 217-6403

Asia/Pacific:

Watlow Australia Pty., Ltd.

23 Gladstone Park Drive,
Tullamarine, Victoria 3043 Australia
Telephone: +61 (39) 335-6449

Fax: +61 (39)330-3566

Watlow China, Inc.

179, Zhong Shan Xi Road

Hong Qiao Cointek Bldg, Fl. 4, Unit P
Shanghai 200051 China
Telephone: +86 (21) 6229-8917

Fax: +86 (21) 6228-4654

Watlow Japan Ltd. K.K.

Azabu Embassy Heights 106,
1-11-12 Akasaka,

Minato-ku, Tokyo 107-0052 Japan
Telephone: +81 (03) 5403-4688
Fax: +81 (03) 5403-4646

Watlow Korea Co., Ltd.

Hanil Bldg., 3rd Floor

210-5 Yangje-Dong Seocho-Gu
Seoul, 137-130 Korea
Telephone: +82 (2) 575-9804
Fax: +82 (2) 575-9831

Watlow Malaysia Sdn Bhd
38B Jalan Tun Dr Awang
11900 Bayan Lepas

Penang Malaysia
Telephone: +60 (4) 641-5977
Fax: +60 (4) 641-5979

Watlow Singapore Pte. Ltd.

Ayer Rajah Crescent

#03-23 Ayer Rajah Industrial Estate
Singapore 139949

Telephone: +65 7775488

Fax: +65 7780323

Watlow Electric Taiwan

10F-1 No. 189

Chi-Shen 2nd Road,
Kaohsiung, Taiwan
Telephone: +886 (7) 288-5168
Fax: +886 (7) 288-5568
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